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OUTLI NE FOR REMEDI AL | NVESTI GATI ON/ FEASI BI LI TY
STUDY (RI/FS)
SCOPE- OF- WORK UNDER CERCLA/ SARA

1.0 Site Description, Project Planning Overview and
(bj ecti ves
1.1 Site Description
1.1.1 Site Background
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In this section, briefly sumrmarize the physical features of
the site, nature and extent of chem cal contam nation, op-
erational history and past use of the site, based on avail-
abl e i nformation. Descri be how past activities may have | ed
to existing contam nation, referring to other reports for de-
tailed discussions. It is inportant to describe any pro-
cesses, e.g. degreasing, electroplating, as well as suspected
di sposal activities which may have occurred at the site.
Al so discuss operations and activities off site that may have
contributed to the contam nati on. This information shoul d
be distributed and di scussed with the teamprior to prepara-
tion of the scope. I f not thoroughly researched previously,
this should be the first task to be perfornmed by the Contrac-
tor in the RI.

ER IR S b b b b b b I b b b S b b b S S b b S S b b S b S S R R R I b S b S b b S b b b S b S b b

1.1.2. Previous Studies
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Revi ew previ ous studi es conducted at the site, and sumarize
key information in this section of the scope. Key
information should include the regulatory history of the
site, the program (IRP, FUDS, DCE...) under which the study
was conducted, as well as phase of study relative to site

cl oseout . Briefly summarize the tinme line of the activities
performed previously, as well as those anticipated to achi eve
site cl oseout. Describe the primary contribution of previ-
ous studies, including data describing the nature and extent
of contam nation, operational history, and prelimnary risk
analysis, relative to this phase of the study. | ncl ude De-

partnent of Health and Human Servi ces Agency for Toxic Sub-
stances and D sease Registry (ATSDR) Health Assessnent sum
nary, if available. Conjecture briefly how previously
gat hered data can be used as well as supplenented by data re-
qui rements described in this SON The reports and ot her
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avai l abl e docunents should be referenced under Section 1.6
(Ref erences).
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1.1.3 Regulatory Authorities
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| ncl ude appropriate references to regul atory
prograni authority under which the site is now bei ng addressed
(i.e. CERCLA/ SARA, Executive Oder 12088, the National Con-
tingency Plan, NEPA, any |AGs, Federal Facility Agreenents,
CERCLA 104 orders, AR 200-1, etc.). Indicate which agency is
the |ead agency. | ndi cat e whet her agency such as AEHA has
review approval authority for submttals under the Surgeon
Ceneral. Indicate whether there are any state m ni- Superfund
laws applicable at this site, which are in addition to
federal requirenents, rather than in lieu of existing federal

regul atory requirenents. There are no provisions in federal
CERCLA for transfer authority; the federal EPA cannot trans-
fer CERCLA authority to the states. Therefore sone states

will wite, then adopt, their own m ni-Superfund | aw. Thi s
section can be prepared by any team nenber with an environ-
ment al regul atory background.
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1.2 Project Planning Overview and Objectives
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This section essentially consists of project objectives, site
strategy information, and data needs criteria, rather than
directives, provided to the Contractor as a result of tech-
ni cal project planning efforts.

The quality of any individual study perfornmed wll be
dependent upon the set of data available to site decision
makers to support decisions leading to site closeout. The
technical project planning team in accordance wth ER
5-7-1(FR), Project Managenent, is responsible for defining
the quality of investigations and design submttals prepared
under the HTRW program A practical nethod in neasuring and
defining quality in the HTRWprogram is through adequate
pl anning, and developnment of quality goals or objectives.
The wuse of HIRWtechnical project planning guidance in
devel oprment of these goals or objectives for data collection
design is strongly encouraged.

The USACE project teaminvolved in scope preparation should

consi st of decision nekers, data users, and data collection
support personnel . Deci sion nakers are defined as Executive
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Agency representatives, Custonmer MACOM and installation
representatives, USACE project and technical nmanagers, and
representatives fromaffected regul atory agenci es.

Data wusers include technical support personnel such as de-
signers, reqgulatory specialists, individuals responsible for

wor ker health and safety, and risk assessors. Data col | ec-
tion support personnel will probably include chemsts, ge-
ol ogists, biologists, statisticians, industrial hygienists,

and engi neers.

Each nenber of the project planning teamw | contribute in
defining data collection requirenents or needs and net hods of

collecting data to fulfill those needs, which wll al | ow
decision makers to properly evaluate information in making
project/site decisions. | nf ormati on concerning individual

project teamrepresentative's contribution to scope prepara-
tion wll be defined further in subsequent sections of this
gui dance.
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1.2.1 Site Strategy Devel opnent
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Site Strategy devel opment is the determ nation by the project
pl anning teamof |long termobjectives for the site for over-
all execution, and specific data needs, to achieve site

cl oseout . Using existing information gathered by the TM
described in Section 1.1, concerning the applicable
regul atory program historical data and operational history,
previ ous reports, and information constraints such as

schedul e and budget for the project, the teamw || attenpt to
define overall strategy for the site. The devel oped strategy
determnes the opportunities and options for characterizing
and renediating portions of the site under an accelerated
schedul e, operable unit specification, and prelimnary deter-
mnation of critical elenents to be included in each phase of
execution planned to achieve site cl oseout. This long term
eval uation of site strategy will enable the teamto identify
general data needs associated with each phase of project ex-
ecution, and initially consider the nost effective/plausible
means of proceeding with future characterization and
renmedi ation plans. The team may want to consi der the pos-
sibility of collecting data to support future phase execution
data needs early on, to elimnate possible future project de-
lays, and allow themsone predictive ability in determ ning
possible data needs to support future site decisions.
Strategy developnent will be dependent on or a function of
the information provided by the custoner regarding schedul e
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and avail abl e funding for the single phase project execution,
and projections for future funding and schedul e requirenents.

The teammay or may not wish to include details of the site
strategy devel opnent, other than general information as it
pertains to the specific project, in this section of the SON
Specification of strategy goals will depend on the sensitive
nature of the information, and the Contractor's "need to
know' to effectively carry out teamaquality goals and
requirenents.
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1.2.2 Project (bjectives and Project Decision
St atenent s
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The strategy developed for the site as a whole, enables the
project teamto focus resources on data needs in support of
site decisions for the specific phase of project execution,
or pr oj ect obj ecti ves/ proj ect deci si on st at enment s.
Mninmally, these project specific statenents should be in-
cluded in this section of the SOW

Exanpl es of project decision statenents include:

RI - Media-specific contam nation determned to pose an un-
acceptable risk to identified current or potential future re-
ceptors frompotential exposures to site wastes, wll re-
quire the developnent of renediation goals to reduce or
elimnate health risks.

FS - Alternatives will be identified and screened which wll
contribute to reduction of health risk and conpliance wth
ARAR s, as is technically feasible and cost effective.

Ceneral project objectives, or phase execution requirenents,
to be considered in the determning data needs for the RI/FS
are;

degree of risk to human health and the environnent
degree of regulatory conpliance

liability

feasibility of renedial alternatives

Data needed to evaluate each of these project objectives or
in support of decision statenents for the R/FS generally
coincide with data required to support the baseline risk
assessnent, feasibility study, regulatory conpliance eval ua-
tion, and liability.
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Use of conceptual site nodels will aid the team in de-
termning the data needs associated with each of these
cat egori es. The team may summari ze the results of the con-
ceptual site nodel evaluation in this section of the SON and
mninmally define data needs, as prelimnary criteria to sup-
port determ nation of data quality objectives.
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1.2.3 Data Quality Objectives
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This section should provide a brief summary of project teams
efforts in defining data quality objectives. The teamis en-
couraged to use the USACE project planning guidance, to de-
velop these formal project objective statenents. Careful ly
crafted objectives, developed by the project planning team
are the product of:

- the site strategy planning analysis

the project specific strategy devel opnent,
conceptual site nodel devel opnent

data need determ nati on and

data coll ection design eval uati on.

ojectives define the quality of data required to support
proj ect decisions, and the maxi mumlevel of uncertainty that
is acceptable in the data. These efforts provide the
criteria for specification and collection of technically
sound and defensible data, to be used to support project
deci sions and contribute to site cl oseout.

Information from Section 1.2.1, Site Strategy Devel opnent,
and Section 1.2.2, Project Decision Statenents, are used in
conjunction wth criteria for data collection design
specified in RI/FS SON Sections 2.3 and 2.4, in determning
the overall data quality objectives.

An exanple of a Data Quality (ojective Statenent which the
pl anni ng team m ght develop, in support of these data needs,
for this section of the SOWcoul d be:

"Sufficient groundwater sanples shall be
col | ected from the shallow aquifer t o:
allow a mnimm detectable difference of 20%
W th associ at ed m ni mrum confidence interval of
80% in support of the quantitative risk
characteri zation evaluations for the site."

The statenent reflects the planning teams collective effort
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to define characteristics of the intended use of the data,
and the nmeans to achieve that intended use. The quantity,
quality, and type of data specified becones a function of re-
quired confidence, decision naker's and data user's require-
ments, schedul e, and fundi ng.

Data Col | ecti on Design specifications and planning rationale
used in defining the data quality objectives are further de-
fined in the Field Investigation and Data Analysis sec-
tions, Tasks 3 and 4 of the RI/FS SONoutli ne.

The effort expended by the project planning teamto devel op
these initial or prelimnary data quality objectives, wll
provide a quantifiable nmeans to identify and nmeasure quality
of the products of the HTRW program The Contractor becones
a participant in this process of quality assurance by expand-
ing on and inplenenting these goals or objectives in prepar-
i ng workpl ans, and reports for the study.
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1.3 Summary of RI/FS Tasks
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Gve only a superficial listing of tasks to be perfornmed un-
der this SON Details of each to follow
R R I b b S b b b b S b S b S b b b b S b S S S b b b b b b b b S R S b b Sk S S S b b Sk b S S Sk Sk b b kb
Task 1 - Contractor Workplan Preparation
Task 2 - Community Rel ations
Task 3 - Field Investigations
Task 4 - Sanple Anal yses, Data
Assessnent/ Val i dati on and

Reporting

Task 5 - Data Eval uation/Fate and Transport
Anal ysi s

Task 6 - Baseline R sk Assessnent

Task 7 - R Report

Task 8 - Renedial Alternative Devel opnent and
Scr eeni ng

Task 9 - Treatability Studies and Treatability
St udy Reports

Task 10- Detailed Analysis of Alternatives

Task 11- FS Report

Task 12- Post RI/FS Support

1.4 References
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Include citations of previous reports, guidance docunents
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such as Conducting Renedial Investigations/Feasibility Stud-
ies wunder CERCLA, DA PAM 40-578, USACE guidance, R sk
Assessnent Qui dance for Superfund, ATSDR Health Assessnents,
etc. I ncl ude any Federal Facility Agreenents, |nteragency
Agr eenent s, Consent Orders, Compl i ance Orders, and a
description of effects of these agreenents/schedules on
execution of the project, such as nmandatory review periods,
primary docunent submttals, regulatory requirenents, and
speci al considerations. List only those docunents the
proj ect team possesses or can |ocate. Those being provided
to the Contractor should be noted.
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2. Project Requirenents
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Under this section, the efforts required of the Contractor
are di scussed. Wien tasking the Contractor nmake sure it is
clearly expl ained what i s expected.
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2.1 Task 1 Contractor Wbrkplan Preparation
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Pl anni ng docunents to be produced by the Contractor include
the general Project Workplan, wth attachnents for the Site
Safety and Health Plan (SSHP), the Chem cal Data Acquisition
Plan (CDAP), Monitoring Well Installation and Drilling Pl an
(MNP), and Community Relations Plan (CRP). Atreatability
study workpl an attachnent may al so be required. The advan-
tage of the single planning docunent approach;

- pronotes consi stency,
- acknow edges and advocates the
i nt erdependence and interaction of specific
pl an requirenents,
- and all eviates reproduction of redundant infornmation.

The single workplan docunent al so provides all project team
menbers, regulators, and custoners with all pertinent project
information in a single submttal, pronoting a wi der review
of submttals and subsequent acceptance of plan requirenents.
The information included in Section 1.0, and in subsequent
sections of the SON regarding site description, eval uati on
of existing data, data quality objectives, and sanple collec-
tion design should be discussed in sufficient detail to allow
the Contractor to properly evaluate and inplenent project
teamrequi rements when preparing inplenentation plan attach-
ment s.
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Note: ldeally, the USACE project planning team should devel op
the project data quality objectives, and data collection de-
sign requirenments, which may be expanded on by the Contractor
in plans and reports. However, an option which coul d be ex-
ercised would be to issue a work order directing the Contrac-
tor to prepare the Data Quality Cbjectives in the project
wor kpl an.  Fol | owi ng a consensus of agreenent by the planning
team a separate work order for field work requirenents and
report preparation would be issued, based on these objec-
tives. The Contractor, wth participation from USACE pl an-
ning teamrepresentatives, should be directed to use the
USACE project planning guidance, in developing the data
qual ity objectives and in preparing the project workplan.

El enents of the general workplan, should include introductory
information, such as site physical description, and existing
chem cal data, evaluation of existing data, project objec-
tives, data quality objectives, and data collection design
requirenents. The plan attachnments, such as the CDAP and
MNP, are specific instructions designed to inplenment data
collection design requirenents in carrying out these objec-
tives. The suppl enental individual plan attachnments should
not reiterate the introductory information or project objec-
tives included in the main workpl an.

Data collection design information and instructions to the
Contractor are included under Tasks 3 and 4 of the SOW

ERE IR S b b b b b b S b b b S b b b S S b b S S b b S b S S b I R b S b b b S b b b S b S R b 4

2.1.1 Avail abl e Data Revi ew
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The information reviewed by the project teamin determning
site and project strategy and objectives, shall be nmade
avail able to the Contractor, in the formof previous reports,
records, and gui dance docunents. This section describes the
requirenments for the Contractor to collect and evaluate
available information on the site, including existing
chemcal data, operational history information, physical
characteristics of the site, as well as project team site
strategy devel opnent summary, project decision statenents,
as stated in paragraphs in Section 1. of the SON This sec-
tion should be prepared by the teamas a whole, with input as
appropriate fromregul ators and the custoner.

Not e: Evaluation of existing data should consider treatnent

of data relative to elenments discussed in detail under Sec-
tion 2.4, Sanple Anal yses, Data Assessnent/Validation and Re-
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porting and Section 2.5, Data Eval uation/Fate and Transport.
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2.1.1.1 Revi ew Previ ous Reports/Data
2.1.1.2 Background Information/Site
Hi story
2.1.2 Background Data Col |l ection
2.1.2.1 Literature Searches and Air
Phot o Survey
2.1.2.2 I nt ervi ews
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This section would require the Contractor to conduct appro-
priate interviews (nost |ikely by phone) with persons know -
edgeabl e about the site. This section would nost likely be
prepared by the project nmanager. Coordi nati on woul d be re-
quired wwth the installation or facility to develop a start-
ing list of persons to be contacted. Research to identify
past enpl oyees or others know edgeable of the site history
may be required of the Contractor.
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2.1.2.3 Hi story of Regul atory,
Response Actions
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It is inportant that the Contractor gather suf ficient
information to construct the conpliance background for the
site, which will be recorded in the project workplan, and
other site reports. Here, the Contractor woul d be tasked to
gat her enforcenent type docunents, enforcenent orders, ATSDR
heal th assessnents, state inspection reports, etc., in de-
scribing the regulatory history in the project workplan. The
proj ect manager, regulatory specialist, or designee should
prepare this section of the SON with the input of the in-
stallation, if appropriate.
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2.1.2. 4 Donesti ¢/ I ndustri al / Muni ci pal
Vel |, Surface Water I ntake I nventory

ERE IR S b b b b b b S b b b S b b b S S b b S S b b S b S S b Sk I b S b b b S b R b Sk b b S b S 4

This section would require the Contractor to develop this
data group by performng a survey of the existing wells and
surface water intakes in the vicinity of the site(s) in ac-

cordance wth the Domestic/lndustrial/Minicipal Wll |nven-
tory portion of the Geotechnical Requirenents (6.5). Thi s
section should be developed wth i nput from the

hydr ogeol ogi st and team nenber responsible for review of the
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risk assessnent. This section should require the data be
presented in the Rl report. This work may require coordi na-
tion with local utility officials, the installation, and
state or local regulatory agencies, such as county health de-
partnments or state water resource agenci es. This coordina-
tion can be entirely delegated to the Contractor.
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2.1.2.5 Site Boundaries ldentification
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The Contractor should be required to develop a site nmap
t hrough a record search that will help to identify roads and
property boundari es and owners. This will help to determ ne
access requirenments to the site or other property near the
site. The information avail able woul d determne the detail
of the site map. The Contractor should be tasked to do
a survey to better define the site and surrounding area.
This tasking should cross reference section 2.3.1 which
requi res generation of standard survey information and al so
property lines/boundaries at the site and near the vicinity
of the site. The ability to acquire property nay alter the
alternative selected. Access to the site and surroundi ng
area by the Contractor should be considered when scoping
the RI/FS. Long lead tines nay be required. Ri ghts of
entry for access via private |ands and roads are necessary
and nust be obt ai ned by the Governnment prior to
initiation of the field work. In areas of separately owned
mneral rights, it may be necessary to obtain separate
subsurface rights of entry. There should be a cross
reference to the Project Mnagenent Section (3.5.2)
di scussi ng Governnent -furni shed information if existing
survey data and information on access rights are avail able.

Reference to Section 6.1.11 (Site Surveying) nay also be
appropri ate.

ER IR S Sk b b b b b S S b b S b b b S S b b S S b b S b S S b Ik I b S S b bk S b R b b b S b S 4

2.1.3 Prelimnary Site Visit
2.1.4 Preparation of Site Background Sumrary
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This section requires the information gathered by the Con-
tractor under Section 2.1.2.2, and provided to the Contractor
under Section 2.1.2.1. to be sumarized in the introductory
section of the main workplan. The Contractor should be re-
quired to include in this section of the workplan all avail-
able data gathered fromdata review, interviews, and site
visits. The summary shoul d i nclude data concerning site his-
tory, regul atory status, liability, prelimnary risk
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anal ysis, physical features of the site, and nature and ex-
tent of chem cal contam nation. The general workplan intro-
duction section should include el enents such as:

- site history,

- physical features of the site,

- known extent of contam nation,

- data evaluation of existing chemcal data
- findings of any prelimnary risk analysis,
- probable renedial alternatives,

- and regqul atory status.

This information provides the basis for the site strategy,
general project objectives, data quality objectives, and data
collection requirenments di scussion in subsequent sections of
the Wirkplan, and is the single source of background infornma-
tion referenced in the Wrkplan attachnents. Consi der the
foll ow ng format:

ER IR S Sk b b b b b I b b b S b b b S b b b S S b b S b S S b S Sk I b S S b b b S b b b S b S b I

2.1.4.1 Regi onal Setting

2.1.4.2 Site Physical Description

2.1.4.3 OQperational History

2.1.4. 4 Hi story of Regul at ory Response

Act ions

2.1.4.5 Nat ure and Extent of Contam nation

2.1.5 Devel opment of Data Quality
(bj ecti ves

ERE IR S b b b b b b S b b b S b b b S S b b S S b b S b S S b S Ik I b S b S b b S b b b S b S b b S 1

This section should require that site strategy and project
specific objectives developed initially by the project plan-
ning team be expanded and di scussed in the next section of
t he wor kpl an by the Contractor. This section should refer-
ence workplan requirenents included in USACE guidance on
HTRW t echni cal project planning in specifying Contractor con-
tribution to planning requirenents in defining Data Quality
(bj ecti ves.

Data need categories for the R/FS defined as risk,
liability, feasibility, and conpliance, should be used with
project constraints in constructing the framework for fornal
data quality objectives determnation, and sel ecting the nost
appropriate data coll ection program

In defining specific data groups fromdata needs, further de-
vel opnent of conceptual nodels will be required, for each
dat a need category. I nformation regarding | evel of accept-
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able error or uncertainty, and confidence required for each
data group shall be discussed by the Contractor in this sec-
tion in developing the data quality objectives. Statistical
anal ysis shall be used to define quantity and quality of
sanples required to nmeet uncertainty requirenents.

Each constraint, cost and schedule, program requirenents,
shal | be eval uated and discussed in this section in proposing
specific objective statenents.
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2.1.6 Data Collection Design
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This section should require that the Contractor discuss data
col l ection design requirenents in the workplan. The design
requi renents devel oped by the USACE team are presented in
Tasks 3 and 4 of the SON The Contractor may be required to
refine or develop the data collection program The rationale
used in devising the data collection program or the neans of
achieving the data quality objectives, should be included in
the Contractor's workpl an.

The project planning teamdata col |l ection support personnel,
or data inplementors, wll initially define these data
collection strategy requirenments in tasks 3 and 4 of the SOW
Data collection strategy options include alternative designs
in defining quantity of data collected, quality of analytical
data, and types of sanples required to support data needs
within the specified range of confidence and w thin budget
limtations.

Sanpl i ng nmet hodol ogy is determ ned for each data group, con-
sidering levels of uncertainty associated with data coll ec-
tion nethods, chem cal analysis, quantity, and sanple |oca-
tion. The level of uncertainty is a function of the error;
nmeasurenment error, systematic error, and randomerrors. Se-
lection of the appropriate sanpling nethod, nunber of
sanples, in suitable sanpling |ocations, given cost and
schedul e constraints will reduce the error and/or uncertainty
associated with a specific data collection design option
Statistical analysis is a useful, quantifiable nethod in
eval uating the error and uncertainty, and should be used as
directed in the HTRWtechni cal project planning guidance in
determning the elenents for the nost appropriate sanple col -
| ecti on design program

The out cone of the data collection options discussion should
be to propose a data collection programwhich wll neet spe-
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cific data quality objectives for the project. Al sanple
design and anal ytical requirenments, Q¥ QC specified in defin-
ing data quality objectives shall be discussed by the Con-
tractor in sufficient detail in the general project workplan,
to allow reviewers to understand the criteria or reasoning
used in selecting the specific data collection program Ad-
equat e di scussion shall be required in the workplan regarding
how data coll ection design will neet data needs or data qual -
ity objectives to 1) allow for adequate evaluation of site
risks, 2) alternative screening and devel opnent, and desi gn,
3) requlatory conpliance, and 4) liability, given project
constraints, including the statistical basis for suffi-
ciency, evaluation of uncertainty and specific nunerical er-
rors for confidence of data.

The nethods by which data collection will be inplenented such
as sanple collection techniques, chem cal anal yses, and well
installation requirenents will be described by the Contrac-
tor, in detail in the correspondi ng workplan attachnents.

ER IR S b b b b b b S b b b S b b b S S b b S S b b S b b b R R b S b b b S b b b I b b S b b b S S b S

2.1.7 Wirkplan RI/FS Report Requirenents
Di scussi on
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This section of the scope, rather than referencing a gui dance
docunent, would require that specific RI/FS report el enents
be described in the project workplan, and would specify the
degree of treatnent expected in plan preparation. For ex-
anpl e, the project planning team may want the Contractor to
indicate in the workplan what is to be included in the R sk
Assessnent portion of the RI/FS report, such as nodel s used,
and pat hways eval uat ed. This added detail will allow the
teamto determne early on what is expected to be included in
the RI/FS report, and to convey those expectations to the
Contractor in commrents on the plans, rather than by review of
the actual reports. CGeneral report topics to be eval uated by
the Contractor in the Wrkplan for report preparation include
the foll ow ng subtopics.
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2.1.7.1 Dat a Eval uati on

2.1.7.2 Nat ure and Extent of Contan nation
2.1.7.3 Fate and Transport

2.1.7.4 R sk Assessnent

2.1.7.5 Prelimnary Identification of ARARS

and Prelimnary Renedi ati on CGoal s
(PRGs)
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This section should require the Contractor to touch base with
the regulators at this point to get a feel for any ARARs t hat
may be applied to the site. This neeting or phone call
shoul d be coordinated and attended by the project manager,
techni cal manager, or designated representative. Contractors
shall not contact custoners or regulators directly, wthout
supervi sion of the USACE manager. Formal records of these
di scussions, such as a tel ephone record, and neeting notes,
shall be prepared by the Contractor, and nade available to
USACE project/technical nmanager wwthin a 10 day peri od.

Prelimnary Renedi ati on Goal s are devel oped by the Contractor
in the Project workplan, as general nuneric eval uations of
acceptable levels of contamnants in site nedia, based on
probable site risks. These are determ ned by using default
val ues, defined in Part B, of the R sk Assessnent Cui dance

for Superfund, Volunme I, Human Heal th Eval uation, and back
cal culating the all owabl e concentration, using a target risk
val ue for the nedia of concern. These values will be used

to prelimnarily define renedi ati on goals, general quantity
of material which may require action, possible alternatives
whi ch may be proposed to neet these goals, and general cost
of the response action. This step in the workplan prepara-
tion is inmportant in providing decision makers w th informa-
tion concerning general site risks and probabl e response ac-
tion, early in the study process, focusing resources, data
collection, and evaluation efforts on pertinent project risk
and desi gn consi derati ons.
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2.1.7.6 Devel opnent of Renedi al
Al ternatives
2.1.8 Preparation of Wirkplan Attachnents
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The technical requirements for the SSHP, CDAP, MWP, and
treatability study attachments are found in sections 4-6.
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2.1.8.1 Site Safety and Health Pl an
(SSHP) Attachment
2.1.8.2 Chem cal Data Acquisition
Pl an (CDAP) Attachnent
2.1.8.3 Monitoring Well Installation
and Drilling Plan (MNP) Attachnent
2.1.8.4 Community Rel ation Plan (CRP)
At t achnent
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This section requires the Contractor to prepare a CRP attach-
ment to the general workplan. The project manager should
consider the sensitivity and political atnosphere of the
site, the project, the contam nation and the surroundi ng com
munity when preparing this portion of the scope. EPA guid-
ance can be used to assist the project manager in this task.
See EPA Ofice of Solid Waste and Energency Response ( OSVER)
Directive 9230. 03B, "Community Relations in Superfund".
Cross reference Task 2, Community Rel ati ons.

kkhhkkhkkhkhkkhhkhkhhkhhkhhhkhhkhhhkhhkhdhhkhhkhdhhkhhkhdhhkhhkhdhhkhhkhdhhkhhkhkkhhkhhkikkhkkhhk,k*x

2.1.8.5 Treatability Study Workpl an
At t achnment
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Refer to Enclosure 12 of the ETL for information concerning
this plan.
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2.2 Task 2 Community Rel ations
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This section describes the required Contractor support for
community relations, and is normally prepared by the project
manager and risk assessor. Unless otherwi se directed, the
custoner will take the lead in community relations. Coordi-
nate with the customer to nake sure they will take the | ead.
Ask the custoner what |evel of community relations' support
the Contractor will need to provide.
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2.2.1 Establishnent of Repositories
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This section would outline the Contractor's responsibilities
in establishing a docunent repository. As a note to the
team consider establishing a repository early. A repository
IS a place, such as the | ocal library or the
Corps/installation Public Affairs Ofice, where the
adm ni strative record is kept for public view ng. Do not
wait to the last mnute to scope this requirenent. In the
first scope, the project manager should at |east start the
Contractor on | ooking at the requirenments and physical |oca-
tion of the repository. For NPL sites under the Superfund
program gui dance by the EPA should be foll owed. The project
manager woul d be best to develop this section in conjunction
with the installation, if appropriate.

ER IR S Sk b b b b b S b b b S b b b S S b b S S b b S b b b S S R R IR kb b S b b b S S b b S b b b S S b
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2.2.2 Preparation of Community Rel ati ons Support
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The community relations support required by the Contractor
can vary. The project manager needs to coordinate with the
customer as to the |l evel of support needed. The requirenents
should be clearly identified in the scope of wrk and
clarified with the custonmer. A list of itens for community
relations activities and requirenents are identified in the
OSWER Directive identified in the above paragraph on
community Relation Plan attachnent to the project workplan.
For CERCLA community relations requirenents it is recommended
that the OSVWER Directive be used. This handbook was issued
as policy and guidance for community relations in the
Superfund program This docunent identifies the requirenents
for community relations for various activities that may be
conducted under this scope and is a good tool to identify
what support may be needed from the Contractor and for a
project to be a success.
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2.2.3 Preparation of Responsiveness Summary
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One item that may be required of the Contractor after the
public neeting is a Responsiveness Sunmary. This should be
coordinated with the custoner and identified in the scope.
Thi s docunent provi des responses to each of the significant
coments, criticisnms, and any new data submtted.
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2.3 Task 3 Field Investigations
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This section of the SOV should present specific information
on the quantity and location(s) for various field activities
and chem cal sanpling, based on the data collection options
considered in defining project DQ0Os. Specifications for ac-
tual inplenentation of the activities are presented in sec-
tions 4-7 of the SOW (Health and Safety, Chem stry,
Ceot echnical, and Air). Requirenents in this section of the
SOW general ly should be cross referenced to the other sec-
tions relating to the Data Quality Objectives. Additiona
cross references are noted under the specific activities.
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NOT ALL ACTIVITIES |listed here are appropriate for every
project. The information on quantities is required for the
preparation of the Governnent Estimate and the Contractor's
pr oposal .

The primary consideration during the evaluation and sel ection
of any sanpling nethod should be whether the particular
nmet hod all ows data to be obtained that are representative of
the actual environnmental conditions. Secondary issues to be
considered during the review of potential sanpling nethods
include conpatibility with avail abl e anal yti cal nethods, com
patibility with existing site conditions, nethod reliability,
met hod versatility, |ogistical considerations, health and
safety considerations, and cost.

I ntrusive sanpling introduces both systematic and random er -
ror into the data. Sel ection of the appropriate sanpling
method will reduce the introduction of systematic error,
whi |l e establishnment of and strict adherence to quality assur-
ance and quality control criteria will reduce the introduc-
tion of randomerror. Typically, the uncertainty introduced
as a result of the neans and nethods used to collect the
sanpl e exceeds the uncertainty introduced as a result of
sanpl e anal ysis. Therefore, care should be taken to consider
only those sanpling nmethods that will yield the nost repre-
sentative data set for the site.

Location of sanmpling is a critical factor in determning the
representativeness of the data. Four basic approaches are
generally used to determ ne the physical |ocation of sanples
coll ected fromenvironnental nedia, which are:

- Haphazard sanpling
Judgnent al sanpling
Statistical sanpling
CGeostatistical sanpling.

Haphazard sanpling entails the collection of sanples at
| ocations convenient to the sanple collector, and the
obj ectives devel oped for the project can be net by obtaining
data fromnost any location at the site.

Judgnent al sanpling approaches uses technical expertise to
determ ne the nost appropriate sanpling |ocation, based on
operational history, visual survey, and previous sanpling.

There are three approaches which can be used in determ ning

appropriate sanple locations for statistically based sam
pling. These are sinple random sanpling, stratified random
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sanpling and systemati c random sanpling. Each nethod has an
uncertainty or error associated wth it. Uncertainty or error
can be reduced by increased sanpling effort, but this in-
Creases cost.

Ceostatistical sanpling design takes advantage of avail able
know edge of the spatial variability of the paraneter of in-
terest to estimate the optinum spacing distance between
sanple, and the optinmal geonetry of the sanpling grid.

Wien sel ecting the nost appropriate nethod to determ ne sam
pling locations and the nunber of sanples to be collected
froma specific sanple nedia, the follow ng shoul d be consi d-
ered: the acceptable error as previously identified, the cost
avail able for sanpling, and the tinme required for sanple col -
| ection and anal ysis. Additionally, background sanpling re-
qui renents shoul d account for natural variability of certain
par anet ers.

The nunber of sanples is dependent upon the use of the data
to conplete the engineering and scientific evaluations
specified as data needs. Evaluation of nunbers of sanples
may be based either on expert judgnment or statistical
anal ysis. This determnation should be coordinated with the
proj ect hydrogeol ogi st and a statistician. The statisti cal
basis for the nunber of sanples required is dependent upon
the acceptable uncertainty and the selected | evel of confi-
dence in the data. As described previously, the |evel of un-
certainty is determned by the random and systematic error
associated wth the data. The selected | evel of confidence
refers to the likelihood that nmeasured value will fall within
a specified range fromthe average value. The |evel of con-
fidence obtained is a function of the nunber of sanples col-
| ected. Equations used to determ ne the statistically based
m ni mrum nunber of sanples required are included in the USACE
proj ect planning gui dance.

Critical sanples are those sanples which nust be taken in or-
der to fill a data need or a particul ar objective. These may
be, for exanple, sanples collected to prove conpliance with
a regulatory action level or collected to allow a statistical
assessnent of the extent of contam nation or to provide back-
ground or upgradient information. Particular care nust be
taken to identify critical sanples during the design and
i npl enmentation of the data collection programto ensure that
critical sanples are obtained in the manner prescribed within
t he workplans. This includes (1) assuring the sanple is rep-
resentative of the nmedium of interest, (2) assuring the
sanple is taken in a manner which maintains the integrity of
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t he sanple and any anal ytes of interest, and (3) assuring the
results are within the prescribed limts of uncertainty for
the designated critical sanples to allow the project objec-
tives to be attained.

The rationale for the selection of a specific sanpling schene
shoul d be discussed for each environnental nedia or data
group defined in the SONby the responsible project planning
t eam nenber. By presenting data collection design re-
quirenents for at |east sone of the |ocations, the Corps re-
duces the probable nunber of technical comments on the
Contractor's workplan or proposal, because the Contractor
will already know what quality, at a m ninmum the Corps ex-
pects.

If the project contains nore than one site, each of the sites
shoul d be addressed separately in this section. This encour-
ages the Contractor to develop a proposal based on
site-by-site work which allows the custonmer to see what each
site 1s costing and adjust priorities accordingly. A
"project” is defined as the total work to be addressed in the
SON A "site" is defined here as a geographic study area
that is distinct from others based on site history, con-
tam nation, or regulatory definition (e.g. solid waste man-
agenent unit).

Not e: The performance of these activities will require con-
si derable coordination between the Corps, t he | and
owner/installation, and local utilities, as discussed in the
techni cal requirenents of the SON Depending on the nature
of the involvenent of the regulators (as specified in a Fed-
eral Facility Agreenent), these requirenents may need to be
coordinated with themas well. The responsibility for co-
ordination to be accepted by the Contractor nust be clearly
spel | ed out under the Project Managenent Section. Specific
coordi nation requirenments are di scussed under the individual
activities.
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2.3.1 Site Topographi c and Boundary Surveys
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Thi s section should describe the surveying required to
support the field work, including only the type of survey and
area to be surveyed. Refer to the detailed requirenents
under Surveying in Section 6.1.11 of this SON This section
woul d be devel oped with input from the project manager and
surveyor. Coordination may be required wth the
installation, |landowner, or EPA, as appropriate, to see if
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any of the topographic data is currently available. May al so
consider contacting the state and U.S. Geol ogi cal Survey for
any avail able existing data. This section should also
identify the need to determ ne property |ines and owners.
There should be a cross reference to the Project Managenent
Section. That section should discuss what existing survey
data will be furnished by the Governnment, if it is avail able,
as well as describe current and pl anned access rights.
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2.3.2 Ceophysical Surveys
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This section describes the required surface or downhole
geophysics to be perforned. Primarily, this section should
describe the rationale of any geophysical work, in how it
meets specific data needs. This section could present the
areas/locations to be surveyed; the type(s) of geophysi cal
survey instrunents, if known, and the spacing of survey
lines, the length of Iines or depth of the logs. This sec-
tion shoul d be devel oped by the hydrogeol ogi st and/ or a geo-
physicist. Flexibility is recoomended in the SON Allow the
Contractor sone input based on his/her experience and capa-
bility. The Contractor should be required to propose details
in the appropriate plan.
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2.3.3 Soil Gas Sanpling
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Thi s section should describe the nunber, depth, and | ocations
of the soil gas sanples as well as the rationale of the
sanpl i ng. The section should also generally define the
chem cal anal yses required for the soil gas sanples. Th scope
shoul d provide for some flexibility based on the Contractor's
capability and experience. This section should be devel oped
by the chem st and hydrogeol ogi st, with specification of data
needs by data users.
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2.3.4 Drunf Tank Sanpling
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This section should describe the nunber of sanples to be
taken, the locations of the tanks/druns, and neans for se-
| ecting druns for sanpling this data group. It should also
descri be the appropriate chem cal analyses (both lab and
field). This should be prepared with input from the data
users, and data inplenentors, the chem sts. Because of the
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saf ety hazards inherent in drum sanpling, input should be
provided with regard to health and safety and conpliance
requi rements. The section should reference the Health and
Safety Requirenments (section 4.). A site visit to observe
the drums prior to scoping this activity wuld be very
useful. The scope should describe the historical contents,
tank construction materials, and any other data useful to the
Contractor.
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2.3.5 Surface Soil Sanpling

ERE IR S b b b b b b S b b b S b b b S S b b S S b b S b b b S S R R R R kb b S b b b S S b b S S b b b S S b b i 4

This section should define the nunber and |ocations of the
surface soil sanples as well as rationale, and required
anal yses, using the nmethodol ogy or criteria defined generally
in Section 2.3, and the USACE Project Planning guidance
docunent. Any required conpositing should be described. If
very discrete sanples are to be taken, the depth of the
sanpl es should al so be specified. This section should be
prepared with input from the data users such as the risk
assessor, design engineer, and industrial hygienist, as well
as data i npl ementors such as the chem st , and
hydr ogeol ogi st. |If known, any surface obstructions to sam
pling should be noted. Sanpling of background conditions is
strongly recommended whenever sanpling soil.
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2.3.6 Surface Water/Lagoon Sanpling

ER IR S b b b b b b S b b b S b b b S S b b S S b b S b b b S S R R S S b b S b b b S b b S b b Sk kb i

This section should specify the rationale for and the nunber,
| ocations, and depth of surface water or sedinent sanpling,
as well as the required analyses in neeting specific data
needs and project objectives. Requi renents for sanpling
wat er and sedinment in sewer systens may be appropriate and
woul d be best quantified here. The flow conditions under
whi ch sanples are to be taken from surface water or sewers,
if applicable, should be described. Any conpositing or field
screening should al so be described. The data users w il
define the data needed, and the data inplenentors wll advise
on the nethods to attain data, such as the chem st,
i ndustrial hygienist, hydrologist, aquatic biology expert,
and process engineer nmay also be appropriate, such as
met hodol ogy for sanpling a stream river, waste |agoon or
pond. Addi tionally, project team should seek advise from
site decision makers and data users including ecol ogica
regul atory experts, for criteria and anal yses requirenents,
so that sanpling supports decisions required. Activities may
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require coordination with owner or installation if activities
are on-going at the lagoon or if there are regulated
di scharges to the streanmipond. My want to require the Con-
tractor to investigate these outside inpacts during prepara-
tion of the workplans. Sanpling of background/ upstream con-
ditions is strongly recommended.
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2.3.7 Leachate Sanpling
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This section should specify the rationale, nunber and
| ocations of |eachate sanpling, as well as the required
anal yses. The weather conditions and fl ow rates under which
sanples are to be taken, if applicable, should be described.
Any conpositing or field screening may also be descri bed
here. Input should be sought fromthe data user and the data
i npl enentors, the chem st and hydrogeol ogi st; however, if

sanpling around an inpoundnent or landfill, input or data
needs should be identified by a geotechnical engineer as ap-
propri ate.
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2.3.8 Subsurface Soil Sanmpling
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This section should specify the rationale for nunber,
| ocations, and depth of soil borings drilled to obtain

chem cal and geotechnical information and sanples. The
quantity can be specified based on total drilled footage,
average depth, or specified depths for each hole. Thi s
drilling can be conbined with well installation under the
monitoring well or aquifer testing activities, but the witer
must check that the drilling is not specified again under
t hose sections by carefully cross ref erenci ng. Any
geot echni cal testing or sanpling should be described.

Anal ytical requirenents, both chem cal and geotechnical nust
be st at ed. Sanpling of background conditions is strongly
recomended whenever sanpling soils.

| nput shoul d be sought fromthe data users, the risk assessor
and the industrial hygienist, and geotechni cal engineer, as
well data inplenentors such hydrogeol ogi st and chem st, to
determ ne pl acenent, depth, and sanpling requirenents. Note
any site access problens that may affect the use of a drill

rig or note any surface obstructions which may affect the use
of a hand/ power auger. Coordinate with the installation or
| and owner to identify any unusual conflicts with utilities.
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The witer should be aware that the Contractor typically has
the responsibility to coordinate and obtain utility clear-
ances but not access rights.

ERE IR S b b b b b b S b b b S b b b S S b b S S b b S b b b S S R b S S kb b S b b b S S b b S I Ik b S S b b 1

2.3.8.1 Soil Borings
2.3.8.1.1 Ceotechnical Analyses

ERE IR S Sk b b b b b S b b b S b b b S S b b S S b b S b b b R R b S b b b S b b b I i b b S b b b S I

This section should describe the frequency or depth of
geot echni cal sanpling and the types of |ab analyses to be
performed as well as the rationale. This input normally is
provi ded by the data user; the design geotechnical engineer
or, on occasion, by the hydrogeol ogi st.

ER IR S b b b b b b S b b b S b b b S S b b S S b b S b b b S S R R IR R kb b S b b b S b b S S b b b S b b b 4

2.3.8.1.2 Chem cal Analyses
2.3.8.2 Test Pits

ERE IR S Sk b b b b b S b b b S b b b S S b b S S b b S b b b S S R R IR S Sk b b Sk S b b b b b S S b b b S S b ]

As suggested previously, provide general criteria suggesting
why this nethod of sanpling should be used over conventi onal
sanpling nethods, and how it may be used to support data
needs and the site deci sion.

This section should specify the rationale for and the nunber,
| ocations, and | ength/depth of test pits excavated to obtain
chem cal and geotechnical information and sanples. The
quantity can be specified based on acceptable uncertainty,
for evaluating total excavated volune or footage, average
depth, or specified depths for each pit. On occasion, if the
pits are excavated to the water table, the work can be com
bined with well installation under the nonitoring well or
aquifer testing activities. Again, assure the work is not
specified again under those sections by carefully cross
referencing. Any geotechnical testing or sanpling should be
descri bed. Anal ytical requirenents, both chem cal and
geot echni cal nust be stated.

| nput shoul d be sought fromdata users, industrial hygienist,
and geot echni cal engi neer and data inplenmentors such as the
hydr ogeol ogi st and chem st. Note any site access problens
that may elimnate possible effective use of a backhoe or
excavator. Note any subsurface obstructions which may affect
the choice of the excavator. Coordinate wth the instal-
| ati on or Iandowner to identify any unusual conflicts with
utilities. Note that the Contractor typically has the re-
sponsibility to coordinate and obtain utility clearances but
not access rights.

ERE IR S b b b b b b S b b b S b b b S S b b S S b b S b b b S R R b S S b b b S b b b S S b b S R Ik kb S S b b i 4
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2.3.8.2.1 Sidewal | /Bucket Sanpling

ERE IR S b b b b b b S b b b S b b b S S b b S S b b S b b b S R b S S kb b S S b b S S b b S Ik b S S S b b 1

Specify where the sanpling is to be perforned. In sone
cases, sidewall sanpling by personnel who enter the trench
may be appropriate, but in other cases, sanpling from the
backhoe bucket may be adequate. |nput should be sought from
the data user, such as the risk assessor, and the industrial
hygi eni st, and the data inplenentors including the chem st
and hydr ogeol ogi st.

ERE IR S b b b b b b S b b b S b b b S S b b S S b b S b b b S S R R R R kb I S b b S b b S S b b b S b b b 4

2.3.8.2.2 Chem cal Anal yses
2.3.8.2.3 Ceotechnical Sanples

ERE IR S b b b b b b S b b b S b b b S S b b S S b b S b b b S S R R S S Sk b b S b b b b b b S b b kb i

See di scussi on under the Subsurface Soil Sanpling Section.

ERE IR S b b b b b b S b b b S b b b S S b b S S b b S b b b S R b S S b b b S b b S S kb S R Ik b b S S b b 1

2.3.9 Fracture Trace Anal yses

ER IR S b b b b b b S b b b S b b b S S b b S S b b S b b b S S R R R R kb b S S b b S b b S b b b S b b b i 4

This section requires a study of air photos or even satellite
imgery for possible fracture-fault-joint orientation and
frequency. These features can affect the flow of ground wa-
ter and thus this study may suggest well placenment. This
section should only define the area to be studied and, if ap-
propriate, should discuss the available imagery to be used.
This section may also require the field neasurenent of strike
and dip of fractures, joints, faults, foliations, etc. to
verify features identified on the inmagery. This section
woul d be devel oped by the data user and data inplenmentor
which in this case would be the hydrogeol ogist. This work
woul d be done early in the study and may require its own
submttal prior to submttal of the overall workplans.
Coordination my be required wth mlitary agencies,
Departnent of Agriculture, and EPA, to obtain air photos of
past or current sites.

ERE IR S b b b b b b S b b b S b b b S S b b S S b b S b b b S S R R R R kb b S b b b b b S b b b S b b b i 4

2.3.10 Monitoring Well Installation and Sanpling

ERE IR S b b b b b b S b b b S b b b S S b b S S b b S b b b S S R R IR S kb b S b b b b b b b b S S b b 1

This section describes the rationale for and the nunber,
| ocation, and depth of wells to be installed at the site. It
al so requires the frequency of well sanpling and water |evel
measurenment and the performance of single well aquifer
testing. Finally, it specifies the analytical tests to be
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performed on the ground water sanples. It can also specify
nunber, | ocation, and depth of soil sanples to be taken for
chem cal and geotechnical analyses, if the drilling is not

al ready covered under 6.3 Subsurface Soil/Rock Sanpling. Note
this section should be carefully cross-referenced with the
Subsurface Soil/Rock Sampling Section (6.3) to avoid
duplication of work. This work should be cross referenced
wth the Fracture Trace Analysis Section since, in sone
cases, the well locations will be proposed based on the
results of the analysis.

This section is devel oped based on cl ose coordi nati on between
the data users, such as the risk assessor and designer, and
the data i nplenentors such as the hydrogeol ogi st and chem st.
Addi tionally, project team should seek advise from deci sion
makers including regulatory agencies for criteria and
anal yses requirenents, so that appropriate data needs may be
specified which support site decisions. Coordi nati on may
al so be required with the state regulators, if the well in-
stallation requires permts. This responsibility is normally
assigned to the Contractor but not access rights.

ER IR S b b b b b b S b b b S b b b S S b b S S b b S b b b R R b S b b b S b b b I b b S b b b S S b S

2.3.11 Air Sanpling
ER IR S b b b b b b S b b b S b b b S S b b S S b b S b b b S S R b S S Sk b b S S b S S kb S I kb b S S b b 1

This section should describe the rationale and requirenments
for sanpling the air at the site. Air sanpling during field
i nvestigations may have various purposes. Anong these are

determ nation of background concentrations of  airborne
contam nants at undlsturbed sites and detern1nat|on of
em ssi on rates from various remnedial activities and

alternatives. After considering data needs and uses, this
section should include requirenents for sanple |ocations
(1.e., sour ce, perinmeter, receptor, etc.), nunbers,
frequency, duration, and anal ytical paraneters. Any speci al
instructions specific to the site, such as the time of
sanmpling relative to weather and w nd conditions, site
operation schedule, etc. should be discussed. This section
shoul d not be used to define air nonitoring requirenments for
wor ker safety and health as those are addressed in the SSHP.
Requirenments for neteorol ogical nonitoring, if any, should
al so be described here.

This section should be developed by the chem st, t he
i ndustrial hygienist, the risk assessor, process engineer,
and possibly a neteorologist. It should be carefully cross
referenced with the anal ytical procedures in section 2.4 as

2-25



ETL 1110-1-154
28 Feb 94

well as additional requirenents in the chemstry and air
sections (5 and 7) to avoid duplication.

ERE IR S b b b b b b S b b b S b b b S S b b S S b b S b b b S R b S S kb b S S b b S S b b S Ik b S S S b b 1

2.3.12 Wpe Sanpl es

ERE IR R b b b b b b S b b b S b b b S S b b S S b b S b b b S S R R R R kb b b b b I b b S S b b b S b b b i 4

The nunber of w pe sanples and | ocations or general surfaces
to be wi ped should be defined here. The analysis of the w pe
sanpl es shoul d be specified. This section should be devel -
oped based on input fromthe risk assessor, and industrial
hygi eni st, with the coordination of the chem st.

ERE IR S b b b b b b S b b b S b b b S S b b S S b b S b b b S S R R R R kb b S b b b S S b b S S b b b S S b b i 4

2.3.13 Infiltration Testing

ERE IR S b b b b b b S b b b S b b b S b b b S S b b S b b b S S R b S S kb b S S b S S b b S kb S S b 1

The nunber and |ocations (optional) of infiltration tests
shoul d be specified. This section should be devel oped based
on data needs identified by the hydrogeol ogist, t he
geot echni cal engi neer, and other personnel involved in the
review of the risk assessnent (since infiltration rates may
affect the risk assessnent).

ERE IR S Sk b b b b b S b b b S b b b S S b b S S b b S b b b S S R R IR R kb b S b b b b b S S b b b S S b b 4

2.3.14 Vadose Zone Perneability Testing

ERE IR S b b b b b b S b b b S b b b S S b b S S b b S b b b S S R R SR S Sk b b S S b b b b S S b b b S S I

This section would describe the nunber of unsaturated soi
in-situ air perneability tests and prescribe certain |oca-
tions as well as the rationale for sanpling. There is a
broad range of tests to this end which require different
| evel s of effort. |If the type of test varies fromsite to
site, the type of test should be defined. This section could
be devel oped by the hydrogeol ogi st, but engineers famliar
wi th soil vapor extraction should have input. This section
shoul d be cross referenced with the data needs defined in the
section on treatability studies (2.9) since the data gathered
may affect or overlap the results of certain treatability
studies. It should also be cross referenced with the section
on air sanpling, if the air quality inpacts of the test are
of interest, and fate and transport sections if nodeling is
required.

ER IR S b b b b b b S b b b S b b b S S b b S S b b S b b b S R R b S b b b S b b b S S b b S I Rk b S S b b i 4

2.3.15 Tracer Studies
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ERE IR S b b b b b b S b b b S b b b S S b b S S b b S b b b S R b S S kb b S b b S S b b S S kb S S S b b 1

This section should define the nunber, |ocations, and
rational e of any tracer tests to be perfornmed. The purpose
of these tests should be carefully described, and may i ncl ude
devel opment of dispersivity values, verification of ground
water flow path and rate, or investigation of potentially
leaking utilities. If chemcal analyses are required as part
of nmonitoring the tests, these should be coordinated with the
chem st and cross referenced to the Anal ytical Procedures
Section (2.4.2). If the tracer tests use soil gas
measurenents as a nonitoring process, then this section
shoul d cross reference to the Soil Gas Section (2.4.2.7).

ERE IR S b b b b b b S b b b S b b b S S b b S S b b S b b b S S R R R R kb b S b b b S S b b S S b b b S S b b i 4

2.3.16 Aquifer Tests

ERE IR S b b b b b b S b b b S b b b S b b b S S b b S b b b S S R b S S kb b S S b S S b b S kb S S b 1

This section should define the nunber, | ocati ons and
rationale of multi-well aquifer tests to be perforned at the
site, as well as the nunber, frequency, and anal yses of
chem cal sanples of the discharged water over the course of
the tests. Because of the frequency and nunber of sanples to
be anal yzed in sone cases, it may be appropriate to specify
the establishnent of an on-site lab in this section. This
woul d require careful cross-referencing with the section on
Sanpl e Anal yses, Data Assessnent and Reporting (2.4) to
clarify the nunbers of sanples for on-site versus fixed |ab
anal yses as well as the appropriate Q¥ QC. The majority of
this section would be prepared by the hydrogeologist with in
put fromthe data users; however, close coordination between
t he chem st and hydrogeol ogi st may be necessary dependi ng on
the level of effort in sanpling. As di scussed under
Ceotechnical Requirenents (Section 6), this activity my
require coordination with the installation, a |ocal treatnent
plant, or the regul ators, depending on the node of punp test
wat er di scharge, and the inportance of the inpact of other
nearby activities, such as production well use. Note again
that this activity can generate |arge volunes of possibly
contam nated water that nust be treated and/or di sposed of.

ERE IR S b b b b b b S b b b S b b b S S b b S S b b S b b b S S R R R R kb b S b b b b b S b b b S b b b i 4

2.3.17 Imm nent Threats to Human Health or the En-
Vi ronment

ERE IR S b b b b b b S S b b S b b b S S b b S S b b S b b b S R R b S S b b b S S b S S b b S I Rk b S b b b i 4

This section should state that if the Contractor, during per-
formance of field work, notes conditions at the site that
pose an immnent threat to public health or the environnent,
the Contractor is instructed to inmmediately take initial re-
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sponse actions and bring the situation to the attention of
the Contracting Oficer. USACE will be responsible for con-
tacting EPA, state, and |ocal authorities.

ERE IR S b b b b b b S b b b S b b b S S b b S S b b S b b b S S R R IR S kb b S b b b S b b S b b b S S I

2.4 Task 4 Sanpl e Anal yses, Data Assessnent/Validation
and Reporting

ERE IR S b b b b b b S b b b S b b b b S S b b S S b b S b b b S R b S S Sk b b S S b S S kb Sk kb S S b 1

The Sanpl e Anal yses, Data Assessnent/Validation and Reporting
Section of the SOW should include as nuch site-specific

information as is possible. It is inportant for the
Contractor to obtain adequate gui dance as to what is expected
in all phases of the project. As wth information outlined

in all tasks of the SOWN an interdisciplinary approach is
necessary for a cohesive contract docunent to be generat ed.
The project chem st nust collaborate with the data users in
formul ating the appropriate analytical requirenents to neet
data quality objectives, based on acceptable uncertainty
associated with sanpling, and project constraints, for the
data col |l ection design.

The selection of the appropriate analytical mnethod IS
critical to generation of a data set that will neet data
needs to support site decisions. Data that is representative
of both the type of contam nant and the contamnant levels in
the sanple to neet data needs should be evaluated. The fol-
| owi ng factors should be considered by the teamduring their
review and section of nethods to anal yze sanpl es coll ected at
the site:

-contam nants of interest

-sanpl e nedi a

-li kely range of contam nant concentration

-anal ytical turnaround tine

-identification or quantification or both required
-required quantitation limt

- cost

Quantitative analysis also introduces both systematic and
random error into the data. Sel ection of the appropriate
anal ytical nethod will reduce the introduction of systematic
error, while establishnent of and strict adherence to QA QC
criteria wll reduce the anount of random error introduced.
The team should consult USACE project planning guidance in
choosing the appropriate anal ytical nethods. The guidance
i ncl udes each nethod's possi bl e use and applicabl e precision
and accuracy perfornmance criteria.
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The type of sanples collected can be discrete or conposite
sanpl es, dependent on the intent of the data and representa-
tiveness of the medi um sanpled. Conposite sanpling can re-
sult in the non-detection (false negative) of |ow concentra-
tion of analytes or conpounds, due to dilution factors
i nt roduced.

Preci sion, accuracy, representativeness, conpleteness, and
conparability (PARCC), are used to neasure the quality of
data obtai ned fromsanpling. The | evel of precision, or ran-
domerror associated with a given set of measurenents, calcu-
| at ed using standard deviation or relative percent difference
in replicate analysis, is determned by the objectives of
the project. Precision is commonly controlled by taking a
sufficient nunber of sanples, including replicates.

Accuracy is the estimate of the relative agreenent of the
nmeasured value with true or expected val ue. Accuracy is con-
trolled by prescribing appropriate sanpling procedures,
sanpl e handling (including preservation) and anal ytical pro-
cedures. In addition, strict adherence to standard operating
procedures during sanpling and anal ysis, and avoiding field
cross-contamnation by inplenentation of thorough de-
contam nati on procedures.

Representativeness is the degree to which data accurately and
precisely portrays the environnental condition being studi ed.

Conpl eteness is the estimate of the nunber of valid nmeasure-
ments made as conpared to the total nunber of neasurenents
performed. The level of conpleteness required for a given
set of data is determned by the nunber of valid neasurenents
that nust be obtained to satisfy the data use.

Conparability is the qualitative estinmate of the relative
confidence with which the data obtai ned fromone set of nea-
surenments may be conpared to data from another set of nea-
surenents. The degree of conparability is directly related
to the precision, accuracy, and representativeness of the
data in each set. The team should evaluate these factors
that are likely to contribute to systematic and random error
of the data and sel ect appropriate nethods that allow coll ec-
tion of the type, quality, and quantity of data need to sup-
port site decisions.

Once the specific data collection programis selected, the
chem st should assist in defining the inplenentation require-
ments, for data collection and analysis for incorporation
within the workplan attachments (CDAP). Additional informa-
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tion on inplenentation requirenents are provided in greater
detail in Enclosure 13 to the ETL

The Contractor represents an expert source of information in
HTRW i nvesti gati ons and should develop an interactive com
muni cation wth the USACE project team during negotiations
and t hrough execution of the RI/FS. The USACE project team
must decide what |evel of flexibility the Contractor wll

have with respect to each aspect of the project. If a nulti-
site RI/FS is being devel oped, each site should be addressed
separately within this section wth i ndi vidual tables

prepared outlining sanple types and quantities, corresponding
anal yti cal specifications which were devised from the data
collection design analysis, and associated statistical
vari abl es. An exanpl e and suggested fornmat for these tables
are | ocated within the project planning guidance (Conpleted
Data Collection Option Array). Additional frequency tables
may be prepared outlining a summary of field sanples and
field generated Q& QC sanpl e nunbers for the individual sites
and / or the project as a whole. This serves a dual purpose
of clarifying what is required of the Contractor at each
site, and nmaking negotiations nore nanageable. Quite often,
the custoner wll also require project cost breakdown on a
site-by-site basis.

CGeneral chem stry workpl an attachment (CDAP) requirenents are
outlined in the technical requirenents section (5 to this
SOWN A detailed discussion of the inplenentation require-
ments is located within Enclosure 13 to the ETL. Wor k
specified in this section of the SON nust be appropriately
addressed i n subsequent Contractor submttals. The review of
submttals to assure project goals are being net is a duty of
t he USACE project team

ER IR S b b b b b b S b b b S b b b S S b b S S b b b b b b S R R b S b b b S b b b b b S S Sk S b b 4

2.4.1 Data Review and
Assessment/ Val i dati on

ER IR S Sk b b b b b S b b b S b b b S S b b S S b b S b b b S S R R R R kb b S S b b S b b S S b b b S b b b i 4

This section should specify functional guidelines for data
review and assessnent/validation for determ ning new data
col l ection requirements which the Contractor is responsible
to perform A detailed explanation of Data Evaluation as
opposed to Data Assessnent/Validation requirenents for
eval uation of data are included in Task 5 Section 2.5, "Data
Eval uation/ Fate and Transport”. The foll owi ng specifications
for data assessnent/validation is as it applies to new data
col l ection design considerations.
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The chem st, based on project-specific data needs defined by
data users, should develop and describe within the SONthe
accept abl e PARCC paraneters for data assessnent, as it ap-
plies to new data collection design considerations. These
criteria should be defined based on data user requirenents.
The project designer, regulatory conpliance specialist, and
ri sk assessor should define the data needs to be addressed by
data col |l ection design specifications in this section. The
chem st may collaborate with the data users to ensure data
needs established are conplete. Input on other potential
contam nants based upon operations and di sposal practices,
cont am nant breakdown products, and/or contam nant physi cal
characteristics which may effect nobility may be suggested
when defining the overall data needs.

ERE IR S b b b b b b S b b b S b b b S S b b S S b b S b b b S S R R S S kb b S b b b S S b b S S kb Ik kb

2.4.1.1 Existing Analytical Data

ERE IR S b b b b b b S b b b S b b b S S b b S S b b S b b b S S R R S S Sk b b S b b b b b S b b Ik kb i 4

Exi sting data review and assessnent/validation are critical
interdisciplinary areas within the SOW When devel opi ng
requirenments for data to be collected for a project, the data
needs nust be reviewed relative to existing data, in
determ ni ng whet her data may be reused and/or supplenmented if
appropriate, when specifying Contractor requirenents to gen-
erate new data. The USACE project team should conpile avail -
able data to hel p make determ nations of usability of exist-
ing data relative to identified data needs, avoiding a
duplication of effort, mnimzing costs, and tinme associ ated
with collection of data. This information should be summa-
rized in section 1. of the scope.

The project chemst, risk assessor, hydrogeol ogi st, and pro-
cess engineer jointly review past data, given the intended
| evel of confidence required, quality expected, in verifying
whet her it neets DQ0s, subsequently identifying any data
gaps, in defining additional data required. The project team
can then specify additional data needs with the nost effi-
cient utilization of resources.

The Contractor is required in this section to sunmarize this
review and evaluation within the project workplan, attach-
ments, and subsequent reports. In sonme cases, the Contractor
may be tasked to conduct the data evaluation initially in the
project workplan, for review and approval of the project
pl anning team in devising new data coll ection requirenents.
For either case, whether USACE project planning team or Con-
tractor conduct the data evaluation of existing data, in nost
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situations, the Contractor is tasked to thoroughly search for
and review existing site data.

Exi sting analytical data will be reviewed for it's usability
based upon the project DQ0s. In the event sufficient infor-
mat i on does not acconpany the background data for this as-
sessnment, it may be used qualitatively to identify con-
tam nants of concern, narrow or expand future analytica
protocols, or direct sanple acquisition. This section should

include project requirenents for acceptabl e existing
anal ytical data. Define PARCC paraneters for each end-use of
data (see tasks 5, 6, 7, and 8). I nstructions should be

cross-referenced from Sections 2.1, and Section 2.4.1 and
Section 2.5. Task the Contractor to submt details on re-
quired data review to be conducted on existing analytica
data in the Project Wrkplan, wth inplenentation require-
ments specified in the CDAP attachnent.

Background data may be obtained from EPA technical and en-
forcement files, state/local regulatory agency files, U.S.
Ceol ogi cal Survey files, governnment installations, and ot her
rel evant sources in order to describe the current situation
at the site(s). Prelimnary data collected should be con-
firmed by on-site observations. A site wal kover clarifies
current site conditions conpared to conditions during previ-
ous investigations. Oten sites are mani pul ated or altered
subsequent to studies. Quality of data should be analyzed to
determne its usability. Sone factors to consider in addi-
tion to project specific DQ0s, when review ng the quality of
data includes: age of the data, procedures and docunent a-
tion.

The uncertainty associated wth avail able data and whet her
proposed project activities will supplenent this data should
be specified in the SON for workplan preparation and report
generation, defined by Data Quality Objectives, and specific
dat a needs.

ER IR S Sk b b b b b S b b b S b b b S S b b S S b b S b b b S S R R IR S b b S S b b S b b S b b b S S b

2.4.1.2 New Data

ER IR S b b b b b b S b b b S b b b S S b b S S b b S b b b S S R R SR kb b b b b b b S b b b S S I

This section should define guidelines for the appropriate
anal ytical levels to be used for data collection design for
new data col |l ected during the project and correspondi ng PARCC
paraneters which will indicate acceptable data quality based
upon the identified data needs. Data users will define data
needs for each site with considerations for tasks #6, 7, and
8. The Contractor is tasked to propose data review and
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assessnent/validation details in the Project Wrkplan, wth
i npl ementation requirenents included in the CDAP

Once the project technical staff has determ ned general site
strategy, project objectives, acceptable uncertainty and data
needs as identified by the data users, the chem st should
specify the anal ytical method design requirenents. Each of
the follow ng factors shall be considered in designating each
anal ytical paraneter: (1) Levels of acceptable precision,
accuracy, representativeness, conpleteness, and conparability
( PARCC paraneters), (2) required guantitation
limts/sensitivity, (3) determne conpleteness requirenents
for identified critical data, (4) data assessnent / valida-
tion requirenents, and (5) the format for data presentation.
I n some cases, the precision and accuracy criteria published
within the analytical nethods nay be sufficient for the
data need and should be referenced for each analytical
met hod specified, rather than stated in their entirety.
Specify the applicable quality control tables fromw thin the
met hods for criteria to be maintained during sanpl e

anal ysi s. For met hods which do not publish quality contro
criteria or if nore stringent criteria than what is published
is desired, the chem st should specify the criteria to be
mai ntai ned individually. Quidance on this subject nay be ob-
tained fromthe USACE project planning guidance, as well as
referenced directly from SW846 chapter one, and Contract
Laboratory Program (CLP). Data users will help define spe-

cific features of data needs including allowable quantitation
limts, and quality of data required, and the chem st shoul d
verify the specified nmethods which are applicable and are
able to confidently achieve quantitation limts below the
contamnant levels. The SOWNshould state which qualifiers on
data (i.e. PARCC paraneters) can invalidate the use of cer-
tain data, (see section on Data Usability under task 5).
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2.4.2 Analytical Procedures
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The following sections of the SONw Il outline specific
anal ytical protocols to be followed on a site-specific basis
for each data group. Tables should also be generated by the
chem st to sumarize this information. The Contractor wl|
summari ze each of these subsections in the CDAP attachnent to
t he wor kpl an.

Bef ore devel oping this section of the SON the chem st shoul d

be provided information fromthe data users, for data needed
such as what contam nant he/she wants to detect (i.e. netals,
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PCBs, volatiles), acceptable uncertainty, what detection
limts are needed (% ppm ppb), and what matrix type, data
group, will be sanpled on a site by site basis for the entire
Rl / FS. Factors to be considered in selecting an analytical
method for a specific data need include specificity,
sensitivity, wvariability, accuracy, analytical neasurenent
error, cost, necessary equipnent, tinme, skill level, Q  and
requi red docunentati on.

The Chem st shoul d specify anal ytical procedures as needed
and cite the appropriate references and nethods required.
The chem st should also specify whether field screening
techniques or nobile | aboratories/on-site analyses will be
used. This section specifically identifies the criteria for
each analyses on a site and matrix-specific, data group
basis. Actual nunbers of sanples specified for each sanpling
location are discussed under Task 3 Field Investigations.
The project chem st should generate tables sunmmari zi ng
information stated in this section of the SOWN An exanpl e
and suggested format for these tables are |ocated within the
proj ect planning guidance (Conpleted Data Collection Option
Array).

The rationale for SOVNinstructions on anal ytical procedures
must be included in this section. The project planning neth-
odol ogy used in constructing DQ0s, is critical in determning
fact in any text describing rationale. The Contractor wll
be required to reiterate DQOs in subsequent deliverables,
when describing analytical met hods chosen, eval uating
data coll ected, expected quality, acceptable uncertainty,
confidence required, and sanpling collection and anal ysis
protocol s.

The chem st should add detail to other applicable sections
of this task related to each anal ytical procedure. The Con-
tractor is responsible for review ng and addi ng input in
this section of the SONthereby assuring the goals of the
RI/FS will be net. The chem st and project technical staff
must carefully review Contractor suggestions based upon pro-
f essi onal judgenent.
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2.4.2.1 Field Screening
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This section should define field screening nethods to be used
in support of sanple design, for the R/FS. The chem st and
geol ogi st shoul d propose acceptable nethods to the Contrac-
tor. A Contractor may also be given latitude to propose
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field screening applications. The Contractor nust summarize
all field screening in the CDAP for review and approval.

Care should be taken to confirmthe acceptability of the pro-
posed screening nethods with regulatory interests.

Field screening is primarily used to provide indications of
contamnation at analytical levels | and Il. Decisions based
on these results are usually qualitative in many circum
stances. Results of field screening are usually used to de-
sign judgnmental soil sanpling options in focusing on spe-
cific areas of contamnation or "hot spots", to screen
sanpl es for chem cal analysis requirenents, or as a source of
addi tional sanple nonitoring information.

Proper field screening techniques can be instrunmental in re-
ducing the time it takes to performan RI/FS, reduce costs,

reduce "intrusive" sanpling |locations, and, in general, |ead
to nore effective use of level |1l and IV anal yses. Field
methods and field test kit exanples are as follows: soi

gas, organic screening (HNU,, OvA) , nmet al s screening

(geophysical, X-ray fluorescence), PCB/PCP test kits.
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2.4.2.2 Water
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The chem st should consult with the project technical staff
and specific data users to devel op an appropriate analytical
protocol as it pertains to water matrices in order to neet
the project objectives as established by the data users.
Ref erence previous sections in this ETL over Project Planning
Overview and Objectives and the USACE project planning
gui dance for input on fornulating project objectives. Once
t he objectives are established, the chem st consults with the
data wusers to fornulate the nost appropriate analytical
protocol to fulfill the data needs. Water anal yses often
deal wth trace levels, therefore it is critical that data
needs of the data quality objectives associated with various
wat er anal yses be clearly stated in the SOWN

Data needs to neet conpliance requirenents should be

eval uat ed cl osely. There are nore ARARs for groundwater and
surface water than any other environmental matri x.
Addi tionally, data needs to support risk assessnent,

evaluated relative to toxicity reference concentrations,
those levels applicable for effective evaluation of risk,
shoul d be consi dered when sel ecting anal ytical nethods.

Water quality paraneters, such as total dissolved solids,
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chloride, sulfates, and carbonates nmay al so be identified as
a data need for specific design considerations, and toxicity

eval uation, and fate and transport. These paraneters are
inmportant in defining water resource quality and subsequent
risk anal ysi s and regulatory requirenents. Lat er

treatability studies data needs for water sanples nay also
require the chemst to include water quality criteria
eval uation during the RI/FS process. The chem st shoul d con-
sult with’ a process engi neer.

The chem st should be aware that the results of the netals
anal yses of filtered versus unfiltered water sanples often
come under scrutiny. Specific data needs in this regard
should be identified by the data users; however, it is often
advisable to run a percentage of sanples for both filtered
and unfiltered netals sanples in order to elimnate inad-
equate results later during data interpretation. Consul t
with the risk specialist, regulatory specialist, and desi gner
before settling on a programof netals evaluation in ground-
wat er sanpl es.

Dat a needs for chem cal s/ products resul ting from
degradati on/renoval nechanisns such as bi odegr adati on,
photol ysis, chem cal reactions, and radioactive decay may
have to be considered in analytical nethod selection and
sanpling requirenents.

The chem st should al so be aware that testing of drilling or
other source water nmay be necessary. Consult with the ge-
ol ogi st and reference Section 6.1.8 to determ ne whether wa-
ter will be used during drilling operations.
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2.4.2.2.1 Surface Water Sanpl es
2.4.2.2.2 Gound Water Sanpl es
2.4.2.3 Soil s/ Sedi nents/ Sl udges
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The chem st shoul d be supplied with i nformation regardi ng the
specific data need, after consulting with the project
technical staff and specific data users to develop an
appropriate analytical protocol as it pertains to soil,
sedi rent and sludge matrices. Background sanple analysis 1is
critical to every R/FS, the data user and the chem st shoul d
make certain these sanples are collected and anal yzed on
a site-specific basis. |In sone instances, an installation-
specific collection of background soil sanpl es may be
appropriate. Decision makers, regul ators nust be
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consulted for each installation to determne the nost
appropriate approach.

Dat a needs for chem cal s/ products resul ting from
degradati on/renoval nechanisns such as bi odegr adat i on,
photol ysis, chemcal reactions, and radioactive decay may
have to be considered in analytical nethod selection and
sanpling requirenents.
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2.4.2.4 Drum Sanpl es
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Anal ytical protocols for drunms nust be based on data needs

defined by regulatory specialists, and desi gners from
background accounts of suspected contents, for disposition,
and applicable regulatory conpliance specifications. Past
records or information should prove useful, and should be
reviewed by the project teamin defining data needs. Based
on renedi ati on/design data needs, if the waste is to be noved
off-site, RCRA characterization should be perforned. Used
oil, or PCB-containing waste nmay require other analytical
appr oaches. The projected design or renedi ati on data needs

for the drummed contents should be identified for the
chem st to develop the analytical approach. Conpatibility

testing may be chosen based upon bul king options. Field
screening with supplenental off-site |aboratory disposal
anal yses are two considerations for i npl enenting the

anal ytical programfor druns.

Dat a needs defined by the project regulatory expert should be
obtained to assist the chemst in decisions regarding drum

anal ytical protocols. The anal ytical test to be run may
fully depend on the design needs or ultimate fate of the
wast e. The Contractor should be given liberal input in this

aspect of the RI/FS.
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2.4.2.5 Wpe Sanpl es
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Wpe sanpling is often incorporated in project specifications
to determne if buildings, containers, or structures are
contamnated prior to denolition/renoval. If this S
appropriate for the project, data users should reviewthe
past history of the site to determ ne data needs and the
chem cal paraneters of interest. The risk assessor and
industrial hygienist should be consulted as to data needs
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such as potential analytical concerns and probable sanple
nunbers necessary to characterize contamnation in each spe-
cific application. The Contractor typically proposes,
pending review and approval, the specific procedure to
coll ect and anal yze each w pe sanpl e.

The data wusers should be aware that wi pe sanpling action

| evel s exist for PCBs. However, it may not be clear what
solvent / liquid nedia type is appropriate for various
Wi pe-sanpl i ng schenes. This is dependent on the individual

wi pe sanples' required analysis. The data users should rely
on the chem st and appropriate |aboratory personnel to
decide the appropriate liquid nedia to be used with that

W pe. It is necessary to supply the Ilaboratory with
i ndi vidual wi pes for each anal ytical paraneter to be run, as
well as, sending a blank wi pe sanple for each paraneter to

al l ow quantification of any interferences fromthe filter (or
gauze) or the liquid nedia used.
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2.4.2.6 Ar Sanples
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This section should describe the rationale and requirenents
for use of specific analytical nethods for air. As stated in
section 2.3.11, air sanpling during field investigations may
have various purposes. Among these are determnation of
background concentrations of airborne contam nant s at
undi sturbed sites and determnation of emi ssion rates from
vari ous renmedial activities and alternatives. Concer ns
generally focus on gaseous emssions of volatile and
sem vol atil e or gani cs and particul ate em ssi ons of
semvolatile organics and inorganics. Met hods should be
chosen after considering data needs and uses. Met hods nmay
i nclude both field screening techniques and in-depth | abora-
tory anal yses. Since many mnet hods describe requirenents for
sanple collection in addition to analytical procedures, this
section should be carefully cross referenced with section
2.3.11 as well as additional nethodol ogy requirenents in the
chem stry and air technical sections (5 and 7).

This section should be prepared by the chem st with input
fromthe industrial hygienist, the risk assessor, process
engi neer, and possibly an air nonitoring expert and
nmet eor ol ogi st .

Air nonitoring with health and safety applications is defined
by the industrial hygienist. The chem st and industri al
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hygi enist nust work closely to assure all air sanpling
protocols are appropriately detailed in the SON
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2.4.2.7 Soil Gas
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Soil gas analytical nethods nmay be incorporated into a sam
pling schene to determne the presence of volatile organics
in the soil pores. Soi|l gas surveys are typically used to
suppl enent or direct conventional soil and groundwater sam
pling and anal yses data needs. It is not wuseful quantita-
tively to solely determ ne regul atory conpliance nor does it
serve risk assessnent data needs. Reference section 2.3 Field
| nvestigations for details on the effort required for soi

gas sanpling. The utility of soil gas analytical nethods
vary dependi ng upon the nature of the contam nant and the en-
vironnent at a particular site. The chem st and hydr ogeol o-

gi st should collaborate in determning the pros and cons as-
sociated with avail able soil gas options, based on identified
resources available, the application to data need, extent of
soil gas sanpling to occur at the site, and the level of
anal ytical testing best serving the RI/FS process.

Contractors should have significant input in proposing Soi
gas anal yti cal approaches based on capabilities in-house or
whi ch may be subcontracted.

The chem st should be aware that conpound-specific analyses
are avai |l abl e conpared to total anal yses. | f
conmpound-specific analyses are being perforned on-site, the
chem st should consi der specifying off-site |aboratory con-
firmation at sone frequency.
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2.4.3 Quality Assurance/ Quality Control Sanples
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USACE ER 1110-1-263 requires that Field Quality Assurance
(QY and Quality Control (QC replicate sanples be collected
and anal yzed by the governnent QA and the contract | aborato-
ries, respectively. In addition to the QC replicate nen-
tioned above, other QC sanples may include field (equipnent)
bl anks, trip blanks, etc. This section of the SONnust state
the Q¥ QC requirenents for the project on site by site basis.
The chem st should provide the information in a tabular form
The Contractor nust also sunmarize this information in the
CDAP.
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When evaluating the levels of Q¥ QC for an RI/FS, the chem st
must clearly keep in mnd the project data needs and D(Cs.
QY QC varies dramatically dependi ng upon anal ytical |evel (I
1, 111, 1V,or V) of the analysis sel ected.

As outlined in Enclosure 13, a pre-draft data package wi |l be
submtted to the QA | aboratory for generation of the Chem ca

Qual ity Assurance Report (CQAR). This includes a conparison
of the data generated fromthe Contractor's QC and the USACE
QA | aboratories and an assessnent of the QC nmaintai ned during
t he anal yses. In order to conplete the CQAR, the QA | abora-
tory reviews the internal quality control and nethod require-
ments, providing a prelimnary determnation on the usability
of the data generated during the project. This data package
should contain at a mninumall chain of custody and com
pl eted cooler receipt fornms, and those itens outlined within
Encl osure 13 to allow the USACE QA | aboratory to revi ew PARCC
par anet er s. The tinmeliness of the USACE generated CQAR wil |

be contingent upon the conpleteness of the data conpilation
and the punctual release of this material. For this reason,

the project chemst may require the opportunity to review the
submttal for conpleteness and verification that DQ0s were
met prior to/or concurrent with the release to the Division
| aborat ory.
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2.4.3.1 QA Laboratory
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This section should specify which USACE |ab will be the QA

|ab for the project. It should al so be stated that the Con-
tractor is responsible to send field-generated QA sanples to
t he specified | aboratory. The project chem st shoul d gener-

ate frequency tables summari zi ng exact nunbers of QA sanples
to be sent to the QA lab on a site by site basis. The Con-
tractor should reiterate this in the CDAP

USACE PM should specify the QA |l aboratory after contacting
CEMRD. The project chem st should check with the QA lab to
find if they have special identification/information needs
attached to field sanmples that will be sent to themby the
Contractor in the field. The Contractor should also be
tasked to identify which field sanple they will analyze that
corresponds to the USACE QA sanpl e. I nsert | anguage in the
SOWNthat the Contractor is responsible to notify the respec-
tive USACE QA | ab of incomng sanples at |east 2 days in ad-
vance.
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2.4.3.2 QC Sanpl es

ERE IR S b b b b b b S b b b S b b b S S b b S S b b S b b b S R b S S kb b S S b b S S b b S Ik b S S S b b 1

This section should contain specifications as to the type and
nunbers of QC sanples to be generated on a site-specific
basi s. The chem st shoul d generate a table sumrarizing this
i nformation. The chem st shoul d al so specify |aboratory QC
requi rements on a nethod specific basis. The Contractor wll
summari ze this in the CDAP.

L will vary depending on the anal ytical procedures chosen to
nmeet data needs and DQOs. The chem st shoul d devel op tables
summari zing the type and quantity of QC field sanples for
each site inthe R/FS, and the rationale used in selecting
these requirenents. Field QC sanples may include field
replicates / duplicates, field blanks / equipnment blanks
(rinsates), and trip blanks. C sanples sent fromthe field
to the contract |ab should be blindly | abel ed.
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2.4.4 Laboratory Internal Quality Contro
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The Contractor |aboratory is also responsible to perform in-
ternal QN QC sanples per batch for each analytical nethod
speci fi ed. The project chem st should include |anguage in
the SOWdirecting the contract |aboratory as to their QA QC
requi rements. An additional analysis fee may be attached per
internal QC sanple when specified to be performed on USACE

proj ect sanpl es. The project chem st nust al so ensure that
sufficient sanple volunmes are submtted for analysis in |ight
of the project Q¥ QC requirenents. Acceptance criteria for

preci sion and accuracy of |aboratory internal QCis detailed
in section 2.4.1.
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2.4.5 Method Detection Limts
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This section nmust contain instructions to the Contractor as
to speci fic nethod detection |imts and/or practica
gquantitation limt which will be contract requirenents for
this RI/FS. The ri sk assessor, designer, and the regul atory
specialist should define these criteria for the chemst for
each of the analytical nethods specified in the previous sec-
tion. The Cont r act or nmust summari ze met hod
detection/practical quantitation limts in the CDAP, and the
rational e used in selection/specification.
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Met hod detection limts have a direct effect on ability to
properly evaluate identification of potential chemcal and
| ocation-specific ARARs, To Be Considered (TBC) information,
design criteria, and risk assessnent. Action levels of
contam nants of concern shoul d be investigated and sunmari zed
inthis section. It is critical that the anal ytical technique
chosen has a detection limt below the | evel of concern. The
chem st should also consider that, regardl ess of t he
specified nethod detection limt, the actual practical
gquantitation limt reported may (and usually is) be sanple
specific. Sanpl es contai ning conplex matrices and nunerous
anal ytes at widely-different concentration ranges may result
inraised quantitation limts due to dilution factors. Thi s
must be considered by the chem st when selecting analytical
opti ons.

| t IS i nport ant to i ncl ude criteria for
detection\quantitation |limt requirenments in this section,
for meeting data quality objectives. Specify mnimally,
according to each procedure outlined above. It is also nec-
essary that Contractor understands and i ncl udes this

rationale in the contract submttals.

ERE IR S b b b b b b S S b b S b b b S S b b S S b b S b b b S Rk b S b b b S S b b S b b S b b b S S b b 1

2.4.6 Laboratory Turnaround Tinme
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This section should include information fromthe chemst as
to the turnaround tine for conpleted data reports to be
generated fromthe | aboratory. This will be stated in the
CDAP by the Contractor.

The project chem st should be provided wth project

information fromdecision nakers and data users regarding
scheduling constraints, and budget, in specifying SOW
requi rements for reporting. The usual turnaround tine for

reporting data to a custonmer froma contract |aboratory is

approxi mately 45 days. An additional fee is usually attached
per sanple for expedited turnaround tines.
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2.4.7 Sanple Handling
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In this section of the SONthe chem st nust specify sanple
handling for the RI/FS. Enclosure 13 to the ETL contains
chem stry technical requirenents for this topic separated by
matri x. Special attention and specification within the SOW
should be given to non-traditional needs. The Contractor
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must sunmarize all sanple handling procedures in the CDAP

During every phase of site characterization and sanpling,

consi stent procedures and docunentation nust be perfornmed in
order to achieve information that wll be used for decisions

in the RI/FS process. The chem st nust specify in the SOW
that the Contractor is responsible for docunenting sanpling
activities and developing SOPs for all sanpling nethod-

ol ogies. DQOS specific to the RI/FS nust be incorporated in
SOWinstructions and in Contractor submttals.

Mai ntai ning sanple integrity, the chain of custody (COC), and
eval uating sanpling accuracy are critical factors that nust
be docunented and reviewed before resulting dat a IS
considered valid. Verification of sanple shipnment nay be ac-
conplished by requiring the Contractor's QC laboratory to
conpl ete a cool er receipt formor equival ent upon receipt and
opening of the cooler. The formis then returned with a copy
of the COC along with the data report. The project chem st
must consult with data users to determne if standard USACE
sanpl e handling protocols are adequate for the project or if
speci al applications exist.

Sanpl e handling should also consider sanple di sposal .
Chem st should contact Corps |lab to determ ne how sanples
wi |l be disposed of after analysis since there is a potential
that the sanples nay, on occasion, be returned to the site
for disposal
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2.4.8 Preservatives and Hol ding Tines
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The project chem st nust specify preservatives and hol ding
times that will be contractually required during the course
of the RI/FS. A table should be prepared for insertion into
the SONclearly outlining each anal ytical protocol with this
information. The Contractor should be nade aware that hol d-
ing times are not to be violated and, should this happen, the
Contractor is liable for possible resanpling.
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2.4.9 Investigation-Derived Wastes (I DW
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EPA has issued guidance for handling IDWentitled "Managenent
of Investigation-Derived Wastes During Site |Inspections”, EPA
540/ G 91/ 009, dated May 1991. The chem st should be aware
that IDW will be present both at the site and at the
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| aboratory subsequent to sanple analysis. Sanpling IDWis
addressed in section 2.3. Al laboratories conducting
anal yses nust be instructed whether to ship conpleted sanpl es
back to the site, or to handle them appropriately as |DW
There may be a nomnal fee involved with the disposal of
solid sanples by the |aboratory. For this reason, the
proj ect chem st should require the acquisition of only enough
sanpl e volunme to conduct the required anal ysis and associ at ed
quality control (QC) according to the analytical nethod

Waste froman RI/FS site nust be considered as “suspected
hazardous IDW until it can be proven otherwi se. In addition
to standard anal yses typically run in an RI/FS, wastes may
al so be tested for RCRA characteristic waste anal yses. The
project chem st and Contractor nust devel op sone anal yti cal

protocol that will be adequate to determ ne whether |DWfrom
the subject site may be classified as non-hazardous or a
characteristic hazardous waste. The contract | aboratory nust
al so be instructed whether to ship conpl eted sanples back to
the site or to handle themas |IDW The chem st nust be aware
that the proposed anal ytical protocol for the site | DW nust
be appropriate not only to determne if the waste is hazard-
ous, but also nust generate enough information for |ater
mani festing and shi pping requirenents, if necessary.

While this I DWguidance is for CERCLA sites, since the |IDW
may be a RCRA hazardous waste, it is inportant to talk with

your state RCRA office to gain an understanding of the
definitions of wastes and the requirenents for disposal of

| DW  Sone states will allow you to screen the sanples and

put them back onto the site or bulk themfor disposal. O her

states wll require a full analytical scan to determne if

you have a RCRA hazardous waste.

A solid waste is a RCRA characteristic waste if it exhibits
the characteristic of ignitability, corrosivity, reactivity,
or toxicity (Toxicity Characteristic Leaching Procedure,
TCLP, see FR 11796-11877, March 29, 1990). The TCLP has
replaced the EP-toxicity test for identifying RCRA
characteristic waste. However, a few states still require
the EP-toxicity testing done in addition to the required TCLP
analysis. As stated earlier, verify with your state RCRA off
ice for the requirenents of |listing and disposal. Any type
of IDW that contains |isted hazardous wastes should be
consi dered a RCRA hazardous waste.

The project chem st should include instructions in the SON
to the Contractor on how IDWfromthe subject site is to be
managed. The Contractor may also be tasked to propose a
waste handling plan (wthin the text of the CDAP) thereby
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proposing how to determ ne whether wastes from the RI/FS
project site are characteristic, listed or non-hazardous.
Both the project chemst and the regul atory expert should re-
view the proposed Contractor plan for handling IDWto assure
conpliance with regul ations. The project manager should al so
consult with the custoner and regulators to assure IDWare
handl ed in an acceptabl e manner during the RI/FS. The project
chem st nmay need to cost out additional tasks during nego-
tiations for chemcal testing and handling of |IDW (see EPA
gui dance docunent 540/ G- 91/ 009, Managenment  of
| nvestigation-Derived Waste During Site I|nspections). The
proj ect chem st and hydro geologist will need to estimate the
approxi mate volunmes and types of I.W that will be generated
in the RI/FS process.
Types of |.W:

-Soi |l cuttings

-G oundwater fromwel |l devel opnent or purging

- Personal protective equi pnment (P.E.)

- Di sposabl e sanpling equi pment

-Drilling nud or water

- Cl eani ng/ decontam nati on fl uids

-Laboratory I.W

Cross reference to the Geotechnical Requirenents Section
regardi ng activities which may generate |.W.
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2.5 Task 5 Data Eval uation/Fate and Transport Anal ysis
2.5.1 Data Evaluation
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This section describes the requirenents for the Contractor to
evaluate newly acquired data. The data eval uation step of
the report preparation, as defined by the USACE project plan-
ni ng gui dance, consists of three steps;

- Assessnent/Validation of collected data
Eval uati on of coll ected data
Verify Usability and DQO Attai nment

The first two steps enables us to determine if the data
obtai ned are reliable and generally acceptable for use on the
proj ect. The last step is designed to determne if the
maxi mum | evel s of specified uncertainty used in designing the
data col |l ection program were attai ned.

The Contractor wll be responsible for reviewng and

evaluating | validating data resulting fromthe investiga-
tion, in accordance with the specified requirenents. The
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presentation of data is to be both tabular and discussed in
text form The data text presentations should clearly define
whet her DQ0s were net, and to what degree they were net. The
| evel of detail put into this section of the SONw || help
define what data eval uation tasks are contractually required
for this particular R/FS. Data nust be reviewed relative to
original data quality objectives, in addressing the data
needs. \What may be acceptable to be used to address data
needs in a treatability study may not be acceptable in a risk
assessnent. Additionally, the final acceptability of data
quality is not established until the reviewed QA QC package
acconpani es the anal ytical data.
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2.5.1.1 Conparison to Data Quality Objectives
- Establish Data Usability
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This section would require that the original data quality
obj ectives defined by the project planning team and further
refined by the Contractor in the workplan be reiterated in
the Data Evaluation Section of the RI Report, to provide a
conparative basis of data usability for new data coll ected,
and reiteration of workplan evaluation of existing data

Original objectives including specifications for defining

accept abl e uncertainty, docunent ati on requi renents,
anal ytical detection limts, data quality and quantity
requi renments, preci sion, accuracy, conpl et eness,

conparability, and representativeness are eval uated agai nst
the data collected, to determ ne whether data nmay be used for
the originally intended purpose. More specific usability
paranmeters such as geotechnical and or hydr ogeol ogi cal
characteristics are evaluated also to support the intended
uses of the data including risk assessnent, feasibility
study, and design. This section should be prepared by the
proj ect team
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2.5.1.1.1 Refinenent of Site Conceptual Model
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Conceptual Site Mdels, such as what may have been initially
specified by the project teamin Section 1.0 of the SON are
schematic representations, rather than figures, to show in-
terrel ationship of data need el enents needed to serve project
deci sion needs, such as risk, liability, feasibility, and
conpl i ance.
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As part of data evaluation, the Contractor wll be required
to assenble all new data of acceptable quality into previ-
ously defined data need categories, and apply this inform-
tion in refining the Wrkplan Conceptual Site Mdels. This
will aid in organizing the evaluation, 1in allowng a pre-
limnary determ nation of whether general data needs have
been net, and data quality objectives have been achi eved for
the project. The section should require the Contractor to
reeval uate nodel elenments, to determne generally for data
need categories whether data collected fulfills data needs to
be used to: 1) evaluate risk to human health and t he environ-
ment, 2) assess feasibility of renedial alternatives and de-
sign requirenents, 3) determne regulatory conpliance, and 4)
define liability and cost recovery considerations, as
specified by original data quality objectives.
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2.5.1.1.2 Hydrogeol ogy
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This section should require the Contractor to anal yze the new
data to refine the understandi ng of the hydrogeol ogy of the
site as it relates to specific data needs and data quality
obj ecti ves. Hydr ogeol ogy data is used in eval uati ng
m gration pathways for the site contam nants for the risk
assessnent, for renmedial design, for conpliance purposes, and
inclarifying liability issues. This analysis would include,
for exanple, the interpretation of geol ogic environnents of
deposition, the heterogeneity of the site stratigraphy, the
characteristics of the site soils/rock which may affect con-
tam nant transport (thickness, perneability, organic carbon
content), and the ground water flow direction and rate. This
woul d include the production of cross sections, maps,
hi st ogr ans or other presentations of the data. Thi s
i nformati on woul d be presented in the RI/FS report and w ||
be used in the fate and transport as well as alternative
analysis. This section should be prepared by the hydro
geol ogi st.
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2.5.1.2 Nat ure and Extent of Contam nation
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This section should describe the requirenents for refining
knowl edge of the volunme of sources areas or the nature and
extent of contamnation at the sites, as it relates to
specific data needs. Design needs may include quantitation
of specific volunes of contam nated nedia for eval uation of
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feasibility of remedial alternatives, and risk assessnent may
require quantitation of exposure to populations from spe-
cific portions of site media. The Contractor should be re-
quired to address each data need in providing the degree of
quantitation required for each effected nedia, and in
organi zing and presenting the information, pertinent to the
i nt ended use of the data.

This section can be witten by the any of the project team
menbers, but should be reviewed by the chem st, hydro
geol ogi st, and the data users. This section may require the
Contractor to prepare drawings illustrating the extent in map
view or cross section, and tables of contam nants identified
at the site. The Contractor should be encouraged to use
conput er-gener ated graphics and tables to reduce cost and i m
prove quality by reducing editing effort and assuring
consi stency. The Contractor shoul d segregate di scussions for
each nedi a/area as dictated by data needs. These itens are
to be devel oped as part of the R report and do not require
a separate submttal. Careful cross referencing to the R
Report Section (2.7) would be helpful in avoiding a
duplication of instruction on preparing these itenms and
doubl e paynent for the work.
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2.5.2 Fate and Transport Analysis
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This section should require the analysis of the potential for
transport of contamnants by all affected transport pathways;
ground water, surface water, air, as originally defined by
the conceptual site nodels, to neet specific data needs.

In addition to applicable transport nechanisns, transfornma-
tion and/or attenuation nechanisns should al so be eval uated
for the effected nmedia. In sone cases quantitative analysis
of chem cal s/ products resulting from degradation/renova
mechani sns such as bi odegradati on, photolysis, chemcal reac-
tions, and radi oactive decay should be considered in deter-
m ning future likely conditions and chem cal residuals re-
mai ning on site, for conpliance considerations, design, and
ri sk anal ysi s.

This section may specify nodeling of contam nant transport in
air, ground water, or surface water, as appropriate. This
section shoul d be based on data needs identified by the risk
assessor, for exposure point concentrations, for the
designer, and regulatory specialist for issues inpacting
conpliance, with input fromthe hydro geol ogi st, chemst, and
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ai r nodel er. DQCs outlined in the SOW and defined in the
wor kplan, wll specify sanpling requirenments to support
nodel i ng. The Contractor should have previously, in data
usability evaluation, determ ned whether data collected wll
meet nodel ing needs specified in these DQ0s. Data gaps and
uncertainties in analysis should be discussed. |f nodeling
of surface water or ground water is required, refer to the
geot echni cal requirenments, section 6, of this SON Refer to
section 7, Air, if air transport nodeling is required. Cross
reference with those sections to assure consi stency.
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2.6 Task 6 Baseline R sk Assessnent
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Project team and nmenber responsible for risk assessnent shal
specify level of effort required for the risk assessnent
based on custoner specific requirenments and regulatory
restraints. The risk assessor should al so be cogni zant of any
addi ti onal requirenents set forth in state regulatory
gui dance and criteria, or provided by the custoner or other
agency, such as AEHA, in specifying requirenents for Contrac-
tor preparation of the risk assessnment. Arny |IRP and FUDS
projects will require review and approval of risk assessnent
by AEHA for the Surgeon Ceneral, under AR 200-1, and team
menber shoul d i nclude AEHA representative in scoping and sub-
mttal evaluation process. Mninmally, the format and content
should follow EPA' s "R sk Assessnent Qui dance for Superfund,
Volumes | & 117, 1989 (RAGS). Regul atory requirenents or
procedural basis for risk assessnment follow from the NCP
300. 430, which describes the role of risk assessnent in site
eval uation and renedy selection. The program goal of the
RI/FS is to propose and select renedies that are protective
of human health and the environnent. The results of the
basel i ne ri sk assessnent hel ps establish site renedial action
goal s and acceptabl e exposure levels for use in devel opi ng
remedi al alternatives, as defined in Part B and C of the
RAGS.
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2.6.1 Human Heal th Assessnent
2.6.1.1 | dentification of Chem cal s of
Concern
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Data identified as required to support the risk assessnment in
the DQ0Os for the project, are evaluated in this section, in
addition to the data evaluation section of the R, to
determne if data collected was of sufficient quantity and
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quality as was specifically intended. If sanpling design and
anal ytical DQ0Os were formul ated properly with the end use in
m nd, data to evaluate the nature and extent, which wll
support the fate and transport analysis and nodeling, wll be
of sufficient quality and quantity to adequately eval uate
exposure routes, exposure point concentrations, intakes, and
the potential risks associated wwth a specific site.

DQCs for sanpling requirenents to support the risk assessnent
take into account statistical representativeness, bounds of
the data, toxicity reference concentrations in determning
detection limts, spatial representativeness to properly
eval uate exposure routes, and quality assurance/quality
control, specific sanpling and analytical requirenents to
assure data may be used for risk quantification.

Sel ection of chemcals therefore nmust evaluate data quality
and quantity sufficient to support the risk assessnment by
evaluating data by originally intended DQOs for quality with
respect to sanple quantitation limts, qualifiers and codes,
bl anks, background sanpl es, frequency of detection, and
statistical representativeness. Contractor must then present
data for chem cals selected as the range of concentrations
detected, frequency of detection, and sanple quantitation
[imts. The values wused to assess risk shoul d be
concentrations averaged for a chemcal at a specific area
expressed as the 95th percent upper confidence on the
arithnetic average using standard statistical nethods, if
possi bl e. DQ0s for sanple collection should take into
account sufficient quantity of data is gathered to cal cul ate
a neani ngful average concentration that populations may
reasonably be expected to be exposed to over tine. Dat a

col l ected for nodeling to calculate exposure point
concentrations should also take into account sufficient data
IS collected such that the average value calcul ated

represents a statistically neaningful val ue.

Those chem cals which have reasonable probability of
occurring in background sanples, such as naturally occurring
metals or ubiquitous chem cal constituents, shoul d be
screened as to whether they exceed statistically determ ned
aver age background concentrati ons and whet her chem cal s may
be attributed to operations/activities associated with the
Site.

I nstructions should al so be given regardi ng tabul ar format of
information required, and specific data to be included in the
ri sk assessnent section of the RI. Preferably if site
covers a l|arge geographical area, risk analysis should
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address each discrete source area separately, to aid in ease
of evaluation, avoid unnecessary conservatism and so that
results of risk assessnent may be easily integrated into
remedi al action objectives for discrete units.
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2.6.1.2 Exposure Assessnent
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The conceptual site nodel, prelimnarily devel oped by the
project planning team and further refined by the Contractor
in the workplan and data evaluation section of the R, is
expanded further in this section as the basis for the
exposure assessnment. The source area, internedia transport
mechani sns, exposure routes, and popul ations are required to
be evaluated by this section in order to define exposure

pat hways and to develop potential receptor intakes. I n
addition to detected contam nants, possi bl e degradation
mechani snms shoul d be discussed, guantitatively, i f

appropriate. Each discrete source area for contam nation of
different nedia, if distributed over a |arge area, should be
di scussed separately. Contractor should identify and di scuss
all relevant exposure pathways, surface water transport, air
di spersion, groundwater transport developed in the Fate and
Transport Section, to cal cul ate exposure poi nt
concentrations, for current and potential future exposures to
identified receptors.

Exposure routes to be considered include: 1) ingestion of
soils and water, as well as agricultural products such as
fish, gane, dairy and neat products, 2) inhalation of dusts
and vapors through outside exposures, and exposures in
dwel I i ngs/industrial, and 3) direct contact. Contractor
shoul d include a discussion as to why exposure routes are
sel ected, and why others are elimnated fromthe eval uation.

(Note: Consider using EPA s Uptake BioKinetic Mdel (UBK)
specifically for evaluation of exposures to |ead contam nated
sites, and determ nation of acceptable levels of lead in
soils. UBK evaluates |ead concentrations in different nedia
and the predicted corresponding effect of blood | ead
concentrations.)

Popul ations initially identified in the conceptual site
model, should be evaluated in nore detail, as to those
popul ati ons whi ch may reasonably be expected to potentially
cone into contact wth site wastes, by the identified
exposure routes, both currently and in the future. Cenerally
"wor st case" assessnents should be avoided as unrealistic.
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Receptors should be identified with full consideration given
to all potential limting factors; census projections,
community master plans, zoni ng, i ntended resource and

quality of life considerations in predicting future | and use.
Cross referencing with environmental risk assessnment current

and future use scenarios will be required in identifying
realistic potential exposure scenarios for humans. It is
inportant that a balance be maintained in i dentifying

receptors and potential exposure scenari os between attenpting
to identify all potential risks to human health and factors
that may realistically prevent those exposures.

I nt akes for exposure routes; ingestion, inhalation, dermnal
cont act, should be calculated using exposure point
concentrations and default values available in the EPA
"Exposure Factors Handbook", 1990, and val ues published by
each EPA region. These paraneters include accepted default
val ues for average body weights, averaging tines for
chroni c/acute exposures, and contact rates for exposures.
Exposure duration and frequency of exposure are site specific
evaluations of the realistic expectations for exposure,
rather than defaults. Additionally, Contractor should dif-
ferentiate between the reasonabl e nmaxi num exposure and an av-
erage exposure intake, as well as subchronic vs. chronic ex-
posures, and non-carcinogeni ¢ and carci nogeni ¢ i ntakes.

Al calculations used in the assessnent should be document ed
within the text as well as all references used in the
anal ysi s.
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2.6.1.3 Toxicity Assessnent
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The toxicity assessnent is a descriptive section of the risk
assessnment in the RI/FS report that summarizes applicable
available toxicity information for identified chem cals of
concern. It is recommended that Contractor use information
fromthe follow ng sources in order of hierarchy suggested:
1) IRS (Integrated R sk Information Systen), an EPA dat abase
whi ch IS updated frequently wth verified toxicity
information, 2) Health Effects Assessnent Summary Tabl es
(HEAST), 3) EPA Criteria Docunent, 4) ATSDR Toxi col ogi cal
Profiles, 5) EPA Environnental Criteria and Assessnment O fice
(ECAO , 6) open literature, in identifying specific
toxicity values, such as reference doses and sl ope factors.
Ceneral toxicity information for chemcals is available from
a variety of sources of information including other data
bases. If no information is available regarding a chem cal
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the Contractor is encouraged to contact USACE risk assessnent
t eam nmenber for recomendations, rather than EPA directly.

The descriptive sections or toxicity profiles shoul d
mnimally include a summary of the study wused to derive
reference doses and slope factors, confidence, weight of
evidence, indicated effect, and the selection criteria
regarding specific values for the exposure durations
indicated for the risk assessnment. These could include acute
exposur es, chronic exposures, and subchronic exposures
devel opnental effects for non-carcinogens, and chronic
exposures only for carcinogenic effects.

The summaries of the toxicity assessnments should be within
the body of the risk assessnent with any acconpanying ful
text included in an appendix to the risk assessnment or R

ERE IR S b b b b b b S b b b S b b b S S b b S S b b S b b b S R R b S b b b S b b b S b b S kR S S b b 4

2.6.1.4 Risk Characterization
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In this section, the Contractor will be required to quantita-
tively conpare site specific chemcal intakes to referenced
toxicity values to derive a nunerical evaluation of adverse
health effects or risk associated with potential exposures.
Contractor should clearly identify, in a tabular fornat,
ri sks, hazard indices associated with each chemcal for each
route of exposure, and additionally, the summation of
chem cal s over all pathways, and conversely the sunmmation of
each pathway to derive a total hazard index or risk

Addi tionally, risk characterization may also require a
conparison of the quantitative risk in the baseline risk
assessnment to the qualitative risk statenents issued by the
ATSDR when a heal th assessnent has been prepared for an NPL
facility.

Contractor will be expected to discuss all results within
the body of the text, including uncertainties and limting
factors associated with quantitation, and provide a sunmary
of all results.

Those risks or health hazards which are determned to fal

outside the range of acceptable risks (IE-04 to | E-06), or
heal th hazard i ndex above unity, will be used to establish
prelimnary renedial action objectives based on identified
risks or health hazards associated with a pathway, chem ca
and popul ati on. These prelimnary objectives shall be
included in the summary of the risk assessnent and will be
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forwarded to the feasibility study to establish renedial
action goal s. Parts B and C of the R sk Assessnent Qui dance
for Superfund, provide additional instruction in regard to
risk eval uati on for site deci si on requi renents.

Additionally, the summary and conclusions of the baseline
risk assessment shall be forwarded for qualitative analysis
of risk associated with each alternative as conpared to the
"no action" or baseline alternative. R sk Assessor team
menber shoul d al so specify that the Contractor should consult
USACE, before providing any recomendati ons or concl usions
for the risk assessnent. It should be understood that
authority and responsibility for environnmental decisions
remain wwth the Governnent, rather than at the discretion of
the Contractor.
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2.6.1.5 Uncertainty Analysis
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An essential part of the risk assessnent process is the

uncertainty anal ysi s. Nunerical  and non- numeri cal
evaluations of errors and uncertainties associated with
sanpling design and analysis, fate and transport, intake

assessnent, toxicity assessnent, and risk characterization
should be discussed so that custoner has an indication of
limtations of the results or risks calculated in making an
i nformed deci sion regardi ng renedi ati on. Each section of the
ri sk assessnent should include a full uncertainty analysis,
whi ch may be qualitative, but is in sonme cases nore usefu

froma quantitative perspective. Eval uati on should include
degree of fal se positives expected, and fal se negatives, and
in what manner errors nmay effect overall decision making and
site managenent. DQOs originally determned should take into
account acceptable error expected in the risk assessnent
based on quality and quantity of data collected, and should
be referenced in this anal ysis.
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2.6.2 Envi ronnent al Eval uati on
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The environnmental evaluation is |less straightforward than the
human health evaluation. [In sone ways, it nmay be conplicated
by conpeting exposure pathway analysis for human receptors,
particularly in defining potential environnental popul ations

and in determ ning remedial action objectives. Al t hough not
necessarily stated, neither assessnent takes precedence over
the other in weighing renediation requirenents. Al t hough

the requirenment for performng the environnmental evaluation
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finds its authority in CERCLA Section 121, the requirenment is
intended to respond to other applicable statutes i ncluding
Endangered Species Act, WId and Scenic R vers Act, Marine
Protection, Research and Sanctuaries Action, Fish and
WIldlife Conservation Act, Mgratory Bird Treaty Act, the
Mari ne Mammal Protection Act, as well as state and | ocal
| aws.

Though sone el enments of the human health ri sk assessnent are
simlar to the environnmental eval uation, sel ection of
chem cal s of concern, exposure assessnent, toxicity
assessnent, and risk characterization, the information and
criteria for each step in the evaluation are usually separate
from the human health evaluation and original to the
environnmental eval uati on. DQ0s proposed to support the
envi ronment al assessnent for sanple design and anal ysis, may
have sone overlap with the human health assessnent, but for
the nost part are unique statenents.

ERE IR S b b b b b b S b b b S b b b S S b b S S b b S b b b S R b S S b b b S b b S S kb S R Ik b b S S b b 1

2.6.2.1 ldentification of Chem cals of
Concern

ERE IR S b b b b b b S b b b S b b b S S b b S S b b S b b b S S R b S S Sk b b S S b S S kb Sk kb b S S b b 1

DQCs devel oped specifically for the environnental eval uation,
using the prelimnary conceptual site nodel for environnental
receptors as a guideline, are restated in this sectionto
evaluate quality and applicability of data collected to
originally intended purposes.

The environnental evaluation may require unique analytical
met hods, such as netal speciation, dissolved and total
nmetal s, and bi ol ogi cal and chem cal oxygen demand, and uni que
sanpling designs to properly evaluate potential exposures.
Depending on site specific regulatory requirenments and
custoner requirenments, the degree of testing may be |limted
to chemcal testing, or may involve site specific toxicity
testing. Regul atory authorities responsible for determning
pl anning and preservation of ecol ogical environnents should
be consulted to determne critical information regarding
current future use of the area, and other specific concerns
so that DQOs and conceptual site nodel may be focused for
actual intended uses.

In this section, the Contractor will be required to eval uate
data collected for quality and usability, with regard to DQOs

originally fornul at ed. | ncl uded woul d be evaluation of
detection limts with toxicity reference concentrations, data
quality indicators, and statistical representati veness.
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Contractor shall include acceptable data collected in tabul ar
format, indicating range of concentrations, frequency of

detection and detection limts of the anal ytical nethods.
Additionally, Contractor will be required to determne the
95th percent upper confidence on the arithnetic average
using standard statistical nmethods, if possible. DQCs for
sanple collection should take into account sufficient
quantity of data is gathered to calculate a neaningful
average concentration that popul ations nay reasonably be
expected to be exposed to over tine. Data collected for
nodel ing to cal cul ate exposure point concentrations should

al so take into account sufficient data is collected such that
t he average val ue cal cul ated represents a statistically nmean-
i ngful val ue.

ERE IR S b b b b b b S b b b S b b b S S b b S S b b S b b b S R b S S kb b S S b S S b b S R kb S S b b 1

2.6.2.2 Exposure Assessnent
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The conceptual site nodel, prelimnarily developed by the
project planning team and further refined by the Contractor

in the workplan and Data Eval uation Section of the R, is
expanded further in this section as the basis for the
exposure assessnent. The source area, internedia transport

mechani sns, exposure routes, and popul ations are required by
this section to be evaluated in order to define exposure

pat hways and devel op potential receptor intakes. The Con-
tractor should identify and discuss all relevant exposure
pat hways, surface water transport, air dispersion

groundwat er transport developed in the Fate and Transport
Secti on, to calculate exposure point concentrations for
current and potential future exposures to identified
receptors.

Popul ations initially identified in the conceptual site
nodel should be evaluated in nore detail, such as results
from mappi ng ecol ogi cal and terrestrial environnents, as to

t hose populations which may reasonably be expected to
potentially come into contact with site wastes, by the
identified exposure routes, both currently and in the future.
Critical habitats, threatened and endangered species, wetland
environnments, should be identified and docunented as well as
ot her popul ations present. Cross reference to Section
2.10.6, NEPA Conpliance Activities, to assure the Contractor
is not tasked twce to do this work. The nost inportant
factor in developing a valid environnental evaluation is
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properly determining potentially exposed popul ations.
Project planning teamshould consult U S Fish and Wldlife,
State and l|ocal resource coordinators and the National
Cceani ¢ and At nospheric Admnistration to aid in determ ning
potentially exposed environnental populations for the
prelimnary conceptual site nodel developnment and DQCs.
Additionally, project planning teamshould be sensitive to
any potential overlaps in identifying receptor popul ations
for human health and environnmental populations for current

and future use. It is reconmended that a representative
popul ation should be chosen fromthe various speci es
identified, to evaluate the overall inpacts for the comunity

of plants and/or animals that could be exposed.

The conbined human health and environmental assessnents
should be a cohesive interpretation of potential future use
conditions in determning potential inpacts to human health
and the environnent, rather than separate and detached.
Concl usi ons of both assessnents wll have a direct bearing on
remedi al action goals and therefore renedi ati on requirenents.

I nt akes for exposure routes; ingestion, inhalation, dernal
cont act, should be calculated using exposure point
concentrations and reasonable intake paraneters that can be
assimlated into an environnmental assessnent. EPA r egi onal
envi ronment al assessnent groups, and state authorities nmay be
hel pful in determning these intake values. These paraneters
i ncl ude reasonabl e val ues for average body wei ghts, averagi ng
times for chronic/acute exposures, and contact rates for
exposur es. Exposure duration and frequency of exposure are
site-specific evaluations of the realistic expectations for
exposure, rather than defaults. Additionally, the Contractor
shoul d differentiate between the reasonabl e naxi mum exposure
and an average exposure intake, as well as subchronic vs.
chronic exposures, and non-carcinogenic and carcinogenic
i nt akes.

Al calculations used in the assessnent shoul d be docunented
wthin the text as well as all references used in the
anal ysi s.

ERE IR S Sk b b b b b S b b b S b b b S S b b S S b b S b b b S R R b S b b b S b b b S S b b S R R S S b b i 4

2.6.2.3 Toxicity Assessnent

ERE IR S b b b b b b S b b b S b b b S S b b S S b b S b b b S R R b S S b b b S b b b S b b b S R S S b b i 4

The toxicity assessnment is a descriptive section that
summari zes applicable available toxicity information for
identified chemcals of concern. It is reconmended that Con-
tractor use information avail able from sources di scussed in
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Section 2.6.1.3 as well as the NICSH Registry of Toxic Ef-
fects of Chem cal Substances (RTECS), EPA specific toxicity
studies perfornmed for specific chemcals of concern, and
information provided by regi onal EPA environnental assessnent

gr oups. Ceneral aninmal toxicity information for chemcals
that may be used in a qualitative conparative analysis 1is
avai |l abl e froma variety of sources of i nformati on.

Quantitative toxicity evaluation data 1is not usually
avai |l abl e, however, for environnental assessnents for general
use. Contractor may propose quantitative evaluation if
procedures are reviewed and approved by USACE risk assessnent
team nmenber in conjunction with regional EPA environnental
assessnent group.

The descriptive sections or toxicity profiles, shoul d
mninmally include a summary of study used to toxicity val ues,
indicated effect, and criteria for selecting specific val ues
for the exposure durations indicated for the risk assessnent,
such as acute exposures, chronic exposures, and subchronic
exposures devel opnental effects for non-carcinogens, and
chroni c exposures only for carcinogenic effects.

The summaries of the toxicity assessnents should be wthin
the body of the risk assessnent, wth any acconpanying ful
text included in an appendix to the risk assessnent or R

ERE IR S Sk b b b b b S b b b S b b b S S b b S S b b S b b b S S R R IR S kb b S b b b b b S b b b S S b ]

2.6.2. 4 Qualitative R sk Assessnent
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A narrative discussing conparatively potential adverse health
effects expected based on potential intakes of t he
representative populations and toxicity values should be
included in this section. Quantitative analysis is not
necessary, in view of lack of toxicity information, and/or if
not requested specifically by the custoner or regulatory
authority.

Mnimally, tabular format conparing toxicity information with
expected intakes and an explanatory analysis should be
sufficient.

| f a quantitative analysis 1is required or requested,
site-specific as well as literature values should be used to
nunerically evaluate the potential for adverse health effects
or cancer, wusing advice fromspecific technical experts from
ef fected regul atory agenci es.

ERE IR S b b b b b b S b b b S b b b S S b b S S b b S b b b S S R b S S kb b S b b S S b b S S kI b b 1
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2.6.2.5 Uncertainty Analysis

ERE IR S b b b b b b S b b b S b b b S S b b S S b b S b b b S R b S S kb b S S b b S S b b S Ik b S S S b b 1

Nurerical  and non-nunerical evaluations of errors and
uncertainties associated with sanpling design and analysis,
fate and transport, intake assessnent, toxicity assessnent,

and risk characterization should be discussed so that
custoner has an indication of limtations of the results or
risks calculated in nmaking an infornmed decision regarding

remedi ati on. Each section of the risk assessnment should
i ncl ude a full uncertainty anal ysis, which nmay be
qualitative, but is in sone cases nore useful froma
guantitative perspective. Eval uati on shoul d include degree

of false positives expected, and fal se negatives, and in what
manner errors may effect overall decision making and site
managenent . DQOs originally determned should take into
account acceptable error expected in the risk assessnent
based on quality and quantity of data collected, and should
be referenced in this analysis.

ER IR S b b b b b b S b b b S b b b S S b b S S b b S b b b R R b S b b b S b b b I b b S b b b S S b S

2.6.3 Risk Summary, R sk Managenent
Recomendati ons, and ldentification of
Prelimnary Renedial Action Qbjectives
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The risk assessnment is used to identify the hazards or risks
at a site so that managenent decisions can be nade accurately
with regard to environnental regulations and expenditures for
the degree of response action required. The Contractor is
required to state the conclusions of the risk assessnment in
this section, wth directions for specific content given by
the USACE risk assessor. The risk managenent di scussion
followng the sunmary, should be based on specific
requi renents provided by the USACE ri sk assessor. This is
a Governnent In Nature (AN decision discussion, and the
Contractor shall refrain fromeditorializing or devel oping
this section without specific content requirenents and
recommendat i ons supplied by the USACE ri sk assessor. Content
requirenents of the risk managenent section include a
guantitative discussion of inherent wuncertainty associated
with risk characterization and devel opnent of a range of risk
to determ ne renedi ati on goals, rather than the single val ue
provi ded by the risk assessnent.

Using this range of risk values, Contractor wll be required
to develop renediation goals, which are refined from Pre-
limnary Renedi ation Goals, developed for the workplan, in
accordance with Part B, R sk Assessnment Cuidance for

2-59



ETL 1110-1-154
28 Feb 94

Superfund, Volunme | fromEPA. The risk range, taking into
account nuneric uncertainties fromthe risk characterization

is wused a the target risk values in determning renediation
goal s/ cl eanup | evel s. These will be reintroduced in the Re-
medial Action (bjectives section of the Feasibility Study,
with the ARARs in determning overall renediation goals and

renedial alternatives for the site. The entire team should
participate in the identification of the renmedial action ob-
j ectives.

ERE IR S b b b b b b I S b b S b b b S b b b S S b b S b b b S S R R R R kb b b b b S b b S b b b S b b b i

2.7 Task 7 R Report

ER IR S Sk b b b b b S b b b S b b b S S b b S S b b S b b b S S R R S S Sk b b S S b S b b S b b S kb i

Provide details on content and format of the R report under
this task. Refer to EPA RI/FS guidance as to content and
format . For scheduling, see the Project Managenent Secti on.
The devel opnent on the content and format should be by the
team The regul ator agencies who review the report and the
customer or conpliance agreenents may also dictate the
content and format. Make sure this is clearly spelled out in
the SOWVand not left up to the Contractor. Renenber the for-
mat and content nmay change as nore or newinformation is de-
vel oped on the project.
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2.7.1 Pre-Draft Data Package
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As specified in section 2.4.3 a pre-draft final report de-
liverable wll be submtted to the QA |aboratory for com
pari son between the data generated fromthe Contractor's QC
and the USACE QA | aboratories. This review al so enconpasses
an assessnent of the internal quality control and nethod re-
quirenents, allowing a determnation on the adequacy of the
data generated during the project. This deliverable should
contain at a mninumall chain of custody forns and those
items outlined within the 16 August 89 nenorandumentitled
M nimum Chem stry Data Reporting Requirenments for DERP and
Super fund HTW Proj ect s. The tineliness of the USACE gener-
ated Q¥ QC Report will be contingent upon the conpl eteness of
the data conpilation and the punctual release of this nmate-
rial.

ERE IR S b b b b b b S b b b S b b b S S b b S S b b S b b b S Rk b S b b b S b b b S b b S b b Rk kb i

2.7.2 Daft R
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This section should address the draft docunent and any
speci al requirenents. The scoping teamneeds to determ ne the
type of draft docunments that the Contractor wll need to
del i very. It may be advisable that the scope identify a
draft that will be provided and reviewed by the team and user
prior to submttal to the regul ator agencies. The Contractor
will then incorporate the comments fromthe teaminto a draft
that will be submtted to the regul ator agency or agencies
for review and comment. This will assure that a quality
product is provided to the regulatory agency and it neets the
requi renents of the team and user

It should be noted and the team shoul d understand that during
the review process additional questions or concerns could be
raised that will need to be addressed. To address these
i ssues, additional field wrk may be required which would
result in another docunent being submtted. These additional
requirements can not be clearly identified in the initial
scope and any additional effort should be closely coordinated
with the team and user
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2.7.3 Final R

ER IR S b b b b b b b b b S b b b S S b b S S b b S b b b S S R R IR R kb b S b b b b b S b b b S S b b 1

The scoping teamneeds to determne the general content re-
quirenents of the final docunent that the Contractor will be
required to deliver using expert judgenent, USACE gui dance,
and EPA R/ FS gui dance. Based on the conplexity of the
project, the Final R report requirements may not be able to

be scoped at this tine. It may be advisable that the Final
Rl be scoped as a new deliverable after the Draft R has been
reviewed and all additional R work has been conpl et ed. The

team and user should reviewthe Final R before it 1is pro-
vided to the regulatory agencies. The Contractor should in-
corporate the comments fromthe teaminto the Final R and
then submt to the regul atory agency or agencies. This wll
assure that a quality product is provided to the regulatory
agency and it neets the requirenents of the team and cus-
t omrer.
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2.7.4 DPM

ERE IR S Sk b b b b b S b b b S b b b S S b b S S b b S b b b S S R R IR S b b S b b b S b b b S b b b S S b b S

Contractor should provide a list of information, specified by
the project team that will be used by DOD personnel to score
the site per the Defense Priority Mdel. This information
conpiled fromdata included in the Rl report, will enable DOD
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personnel to easily evaluate and score sites and to determ ne
priority for renediation. List of information required
shoul d be specified from DPM User's Manual .

ERE IR S b b b b b b S b b b S b b b S S b b S S b b S b b b S S R b S S kb b S b b b S S b b S I Ik b S S b b 1

2.8 Task 8 Renedial Alternatives Devel opnent and
Screeni ng

ER IR S b b b b b b S b b b S b b b S S b b S S b b S b b b S R b S S b b b S S b S S kb S kb b S S b 1

See Enclosure 11, Alternative Selection for discussion of the
requirements. Devel opnment of alternatives should be concur-
rent with other RI/FS activities. As soon as the con-
tam nated nedia and the nature of the contamnation are dis-
cover ed, the process engineers can start to identify
appropriate types of treatnent. Analyses for substances that
may interfere with treatnment can be conducted on splits of
sanpl es taken for conpletion of the <characterization
anal yses.
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2.8.1 Devel op Renedial Action Objectives
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The prelimnary renedial action objectives devel oped
previously are reiterated in this section, as a summary of
PRGs/risk based cleanup |evels and ARARs for the site which
the renediation goals are based on. Alternatives are
identified and devel oped relative to these goals.
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2.8.2 Establish General Response Actions
2.8.3 ldentify and Screen Technol ogi es
2.8.4 Configure and Screen Alternatives

2.9 Task 9 Treatability Studies and Treatability Study
Reports
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See Enclosure 12 to the ETL: Treatability Studies and Treat-
ability Study Reports for nore detail on the content of this
section of the scope-of-work and additional gui dance on scop-
ing treatability studies. Treatability study reports nmay be
submtted concurrently with the RI/FS or separately.
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2.9.1 Treatability Study Wrkpl ans
2.9.2 Treatability Studies

2.10 Task 10 Detailed Analysis of Alternatives
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See Enclosure ||, Alternative Selection for discussion of the
requirenents. Devel opnment of alternatives shoul d be concur-

rent with other RI/FS activities.
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2.10.1 Technical Description of Alternatives and
Appl i cabl e ARARs

2.10.2 Detailed Analysis of Alternatives.

2.10. 3 Performance Model i ng

ER IR S b b b b b b S b b b S b b b S S b b S S b b S b b b S S R S S S b b S b b S S kb S R Ik b b S S b b 1

This section should describe any nodeling required to assist

in the analysis of the alternatives. The general objectives
of the nodeling should al so be noted here and the Contractor

should be directed to el aborate on the objectives depending
on the alternatives. This section should be devel oped wth
input from the process engineer, the hydrogeologist, the
chemst, and the industrial hygienist (particularly for air

di spersi on nodel i ng) . This part of the SONshould refer to
the sections on ground water nodeling w thin the Geotechnical

Requirenents (Section 6.9), if applicable, and the air

section (Section 7). These other sections provide the
specifications for the performance of nodeling. This section
should also be cross referenced with other parts of the SOW
that relate to nodeling, such as R sk Assessnent (Section
2.6) and Fate and Transport Analyses (Section 2.5.2) to
assure that nodeling efforts are not duplicated.

R R I S b b b b b b S S b b S b b b b S S b b S S b b S S Ik b b S b b b b b b S S b b S kb b b b S S b S

2.10.3.1 Gound Water

2.10.3.2 Contam nant Transport

2.10.3.3 Geochem cal Modeling

2.10.3.4 Atnospheric D spersion Mdeling

ER IR S b b b b b b S b b b S b b b S S b b S S b b S b b b S R R S S Sk b b Sk b b b S S b b S S b b Ik Ik b i 4

There are several types of atnospheric dispersion nodeling
that may be perfornmed during all phases in the process of in-
vestigation and feasibility study. The feasibility study
data needs requirenents should include evaluation of air
em ssions associated with specific treatnent alternatives to
determne control s/actions levels required for conpliance the
with the Dean Air Act, and risk to human heal th and environ-
mental receptors. Modeling performed for the Renedial I|Inves-
tigation to support the baseline risk assessnent may not have
addressed these specific requirenents for alternative
anal ysis, however nodels used for baseline analysis may be
expanded for specific features evaluated in alternative
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anal ysis. For instance, if evaluation of off-gassing inpacts
associated wth soil vapor extraction alternatives is re-
quired, the nodeling perfornmed for soil-air internmedia trans-
port of volatile chemcals under the RI fate and transport
anal ysis may be expanded to neet this need. This section
shoul d be cross referenced with section 7, Air.

ERE IR S Sk b b b b b S b b b S b b b S S b b S S b b S b b b S S R R R R Ik kb S S b b b b S S b b b S b b b i 4

2.10. 4 Cost Esti mates
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This section should require cost estimates for feasibility
studies which are detailed to a | evel commensurate with the
| evel of design, wth appropriate design contingencies ap-
plied to relevant cost itens. The section should note that
alternative estimates for feasibility studies, however, do
not always include all the costs necessary for renediation of
an HTRW pr oj ect . |f the sole purpose of estimating alterna-
tives is the selection of the nethod of renediation and not
the total construction or project cost, sone itens may not
require pricing. Costs which are mnor, or costs which don't
vary between alternatives but are coomon to all, are fre-
quently not included since they would not inpact the selec-
tion of an alternative. This is not a problemas long as
there is docunentation in the report that identifies which
costs are, and which are not, included in the estinate. The
SOV shoul d require this docunentation. The selected alterna-
tive however, should reflect the total project cost of the
remedi ation. The scope should require the Contractor to pre-
pare estimates which consider all the followng costs
associated with the selected alternative. These nust be con-
sidered if a total construction cost is needed for budgetary
and/ or progranm ng purposes.

This section should be prepared with input fromthe appropri-
ate cost engineering staff.

ERE IR S b b b b b b S b b b S b b b S S b b S S b b S b b b S S R R I S Sk b b S b b b b b S S b b b S S

2.10.4.1 Construction Costs
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Consult a <construction representative, preferably in
a resident office to get sone insight into day-to-day
tricks and hidden costs. The scope preparer nay be able to
avoi d additional costs by carefully preparing the scope
based on know edge gai ned by construction
representatives. Thi s shoul d be done by project |eader.

ERE IR S b b b b b b S b b b S b b b S S b b S S b b S b b b S S R b S S kb b S b b S S b b S S kI b b 1
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2.10.4.1.1 Of-site utility Connections
and Fees

2.10.4.1.2 Mobilization/Denobilization
2.10.4.1.3 Health and Safety
2.10.4.1.4 Permts and Fees
2.10.4.1.5 Testing and Anal yses
2.10.4.1.6 Operation and Mintenance
2.10.4.1.7 Transportation Costs
2.10.4.1.8 Disposal Costs
2.10.4.1.9 Contractor's Overhead
2.10.4.1.10 Contractor's Profit
2.10.4.1.11 Per f or mance Bond

2.10.4.2 Markups

ERE IR S b b b b b b S b b b S b b b S S b b S S b b S b b b S S R R S S Sk b b S b b b b b b S b b kb i

The SOWshould require the Contractor to consider standard
percentages as given in Arny technical cost engineering guid-
ance. The foll ow ng markups should be applied to the con-
struction cost to determne the total project cost:

ERE IR R Sk b b b b b S b b b S b b b S S b b S S b b S b b b S R b S b b b S S b b S b b S R Rk b S b b b i 4

2.10.4.2.1 Cost Gowh to Construction
M dpoi nt
2.10.4.2.2 Construction Contingency
2.10.4.2.3 Supervision and
Adm ni stration
4 Engi neering and Desi gn
During Construction
2.10.4.2.5 Additional Lab Testing
2.10.5 Pl ans/ Schemat i cs/ CADD

2.10.4. 2.

ER IR S Sk b b b b b S b b b S b b b S S b b S S b b S b b b S S R b S S Sk b b S S b b S S b b S R Ik b S S b b 1

This section would present requirenents for the preparation
of any draw ngs necessary for the FS as well as describe any
conpatibility requirements if conputer-aided design and
drafting (CADD) is to be used.

ER IR S b b b b b b S b b b S b b b S S b b S S b b S b b b S S R R R R kR b S S b b S b b b b b S b b b i 4

2.10.6 NEPA Conpliance Activities

ER R IR S b b b b b b S b b b S b b b S S b b S S b b S b b b S S R R R R Ik kb S S b b I S b b S b b b S b b b i 4

Thi s section describes the consideration the Contractor wl|l
need to give to conpliance with NEPA Note that NEPA
appl i es. If the site is an Arny NPL site, review AR 200-2.
The R /FS can be called a "functional equivalent” if al

requirenments in AR 200-2 are fulfilled. If site is not an
Arny NPL site, the R/FS process nmust neet full NEPA
requirenents. Project |eader should discuss this with your
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NEPA expert and office of counsel for specific elenents to
include in the scope. For non-Arny NPL sites, coordinate
with the custoner to determ ne NEPA requirenents.

ERE IR S b b b b b b S b b b S b b b S S b b S S b b S b b b S S R b S S kb b S b b b S S b b S I Ik b S S b b 1

2.10.6.1 Wetl ands Determ nati on

ERE IR S Sk b b b b b S b b b S b b b S S b b S S b b S b b b S S R R R R Ik kb S S b b b b S S b b b S b b b i 4

Normally the Corps has the regulatory responsibility for
wet| ands determnation and has an organi zation available to
develop the determnation. It is recommended, however, that
the Contractor be required to performa prelimnary wetl ands
evaluation, if appropriate for the site. Based on the
results of this prelimnary evaluation, a nore detailed
determ nati on can be nade by the Corps. Ref erence the Corps
of Engi neers Wetlands Del i neation Manual, 1987. The Contrac-
tor should be inforned by this scope section of the potential
for wetlands at the site and their responsibility in the
wet | ands determ nation process should be outlined. This sec-
tion should describe the steps that will be taken by the gov-
ernnment for a final determnation of the presence of wetl ands

and how that nmay affect the feasibility study. Cross refer-
ence Section 3.5.11 Governnent Support - Wetlands Determ na-
tionif the Corps wll provide the determnation. Thi s sec-

tion would require input fromresource specialists normally
found in the regulatory branches of operation divisions in
Corps districts. This woul d require coordination w th other
regul at ory agenci es.

ER IR S Sk b b I S b S b b b S b b b S S b b S S b b S b b b S SRR b S S b b b S b b b S b b S b b b S S b b i 4

2.10.6.2 Flood Frequency/Fl ood Pl ain Anal ysi s

ERE IR S b b b b b b I b b b S b b b S S b b S S b b S b b b S S R R SR Sk b b S b b b b b S b b b S S

This section would require the Contractor to evaluate the |o-
cation of the site relative to the flood plain of nearby sur-
face streans. If the site being investigated is located in
an apparent flood plain (it would be sufficient to use a Fed-
eral Emergency Managenent Agency [ FEMA] Fl ood | nsurance Rate
Map [FIRM or a FEXA Fl ood Hazard Boundary Map [ FHBM to nake
this determnation if either one is available for the site),
steps need to be taken to estimate the frequency of flood
depths and velocities that can be used to characterize the
potential flood problens associated with any plan that nmay be
put into effect to stabilize the site. This section should
be devel oped by a hydrol ogi ¢ engi neer. Cross reference the
requirenents in Surface Water Modeling, section 6.9.

EIR I I I b I b I b I b b I b b b I b b b b b I b b b b b b b b b b I 0 b b b b b b b b b b b b b b b b b I b b
2.10.6.3 Assessnent of Cultural Resources
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ERE IR S b b b b b b S b b b S b b b S S b b S S b b S b b b S R b S S kb b S b b S S b b S S kb S S S b b 1

This section would require the Contractor to assess the ar-
cheol ogical, historical, and cultural resources of the site
relative to the applicable criteria referenced above. Thi s
section should be devel oped with input fromresource special -
ists, often located in the Corps' planning divisions.

ERE IR S Sk b b b b b S b b b S b b b S S b b S S b b S b b b S S R R R R Ik kb S S b b b b S S b b b S b b b i 4

2.11 Task 11 FS Report

ERE IR S b b b b b b S b b b S b b b S S b b S S b b S b b b S S R R R R kb I S b b S b b S S b b b S b b b 4

Provide details on content and format of FS Report under this
t ask. Refer to EPA FS gui dance as to content and format of
the FS Report. For scheduling refer to the Proj ect
Managenent Section. The regul atory agencies who review the
report and the custoner or conpliance agreenents may also
dictate the content and format. Make sure this is clearly
spelled out in the SONand not left up to the Contractor.
Note that the format and content may change as nore or new
information is devel oped on the project.

The scope should note that the Contractor and/or design
agency recommends an alternative to the custonmer or decision
maker. The recomended alternative is not necessarily the
| east costly and does not always neet all of the ARARs, and
selection is a risk nanagenent deci sion. The report should
go no farther than a recommendati on. Discussion of the bases
for selection is included with the recomendation. Final

selection of an alternative is the responsibility of the
deci sion nmaker or custoner after consideration of input from
t he concerned parties and the public.

ER IR S Sk b b b b b I S b b S b b b S S b b S S b b S b b b S S R R IR R kb b S b b b b b S b b b S b b b i 4

2.11.1 Draft FS

ER IR S b b b b b b S S b b S b b b S S b b S S b b S b b b S S R R IR S kb b S b b b S b b S b b b S S I

See discussion on Draft RI. Sanme procedures and requirenents
may apply.

ER IR S b b b b b b S b b b S b b b S S b b S S b b S b b b S S R R R R kb b S b b b I S b b S b b b S S b b i 4

2.11.2 Final ES

ERE IR S b b b b b b S b b b S b b b S S b b S S b b S b b b S S b IR R kb b S S b b b b S b b b S S b b i 4

See discussion on Final R. Sane procedures and requirenents
may appl y.

ERE IR S b b b b b b S b b b S b b b S S b b S S b b S b b b S S R b S S Sk b b S b b b S S b b S kb S S b b 1

2.12 Task 12 Post RI/FS Support
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ERE IR S b b b b b b S b b b S b b b S S b b S S b b S b b b S R b S S kb b S b b S S b b S S kb S S S b b 1

Provi de details on content and format for the effort

requested under this task. Refer to EPA RI/FS guidance. For
schedul i ng see section on Project Managenent.

ERE IR S Sk b b b b b S b b b S b b b S S b b S S b b S b b b S S R R R R Ik kb S S b b b b S S b b b S b b b i 4

2.12.1 Proposed Pl an
2.12.2 Draft ROD/ Deci si on Docunent

ERE IR S b b b b b b S b b b S b b b S S b b S S b b S b b b S S R R SR S kb b S b b b S S b b S S b b b S S I

The draft RODis required to substantially duplicate the de-
tailed analysis of alternatives in Enclosure 11

ER IR S Sk b b b b b S b b b S b b b S S b b S S b b S b b b S S R R S S Sk b b S S b S b b S b b S kb i

2.12.3 Cost Estinmmte

ERE IR S b b b b b b S b b b S b b b S b b b S S b b S b b b S S R b S S kb b S S b S S b b S kb S S b 1

Estimate for programmng funds for the renedial action(s).

ERE IR R Sk b b b b b S b b b S b b b S S b b S S b b S b b b S R b S b b b S S b b S b b S R Rk b S b b b i 4

3. Project Managenent

ERE IR S b b b b b b S b b b S b b b S S b b S S b b S b b b S S R R IR S Sk b b S b b b S S b b S S b b b S S b b 1

The itens under this heading describe sonme of t he
requi rements relevant to project mnanagenent; i ncl udi ng
schedul es, submttals, points of contact, etc. These

requirenments would largely be prepared by the USACE project
manager in coordination wth the project team The term
"project manager" is used to reference either project nanager
or technical manager at the districts. It is inportant that
the project manager utilize the TOTAL QUALI TY MANAGEMENT and
PRQIECT MANAGEMENT ER 5-7-1(FR) principals as tools on a
RI/FS project, and the PRQECT MANAGEMENT ER 5-7-1(FR)
gui dance is a good exanple of inplenentation guidelines for
these principles and should conply with these requirenents.
The project manager nust utilize the nenbers of the total
teamto the fullest, by facilitating discussions between data
users, decision nmakers, and data inplenentors. The proj ect
manager can not mnake technical or political decisions wthout
the support of the team For an RI/FS project to really

succeed all nenbers of the teamnust be involved in the
pl anni ng process. The extra effort in coordinating with the
total team wll save tinme and noney in the end. Not

involving the total teamw || cause delays, <cost to the
project and cost increases to the alternatives. Note that
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all delays, no matter how small, wll result in delays and
cost increases to the total project.

ERE IR S b b b b b b S b b b S b b b S S b b S S b b S b b b S R b S S kb b S S b b S S b b S Ik b S S S b b 1

3.1 Project Manager

ERE IR S Sk b b b b b S b b b S b b b S S b b S S b b S b b b S S R R R R Ik kb S S b b b b S S b b b S b b b i 4

Require the Contractor to identify single project nmanager. In
sone cases the Contractor may have a team approach to nanage-
ment, the Contractor should be required to identify one
singl e project manager for the USACE Al so, the Contractor
shoul d identify other nmenbers of the design team The Con-
tractor should not be allowed to change project nanager or
maj or team nenbers w thout notifying the USACE project man-
ager. The requirenents for the Contractor should be clearly
spel | ed out under this section.

ERE IR S b b b b b b S b b b S b b b S S b b S S b b S b b b S R R b S b b b S b b b S b b S kR S S b b 4

3.2 Coordination with G her Entities

ERE IR R Sk b b b b b S b b b S b b b S S b b S S b b S b b b S R b S b b b S S b b S b b S R Rk b S b b b i 4

O major inportance is coordination with regulators, one of
the site decision nakers, along with the custoner. Be
cooperative, but don't play dead. Know the basic regul ations
and put these applicable regulations into the scope (see Sec-
tion 1.6) so that the Contractor is also aware of any appli-
cabl e regul ati ons.

ldentify to the Contractor the limts on dealings wth
regul atory agencies under this section. A standard operating
procedure needs to be established between USACE, the Contrac-
tor, and the custoner on howto handle site visits and over-
sight by enforcenent agencies. Site visits by enforcenent
authorities nust be managed by DOD staff, not Contractors, in
order to protect DOD interests. At active federal fa-
cilities, it is advisable to involve the installation staff
in review and comment on this section.

Also identify in the scope to the Contractor that this Co-
ordination is not just limted to the typical regulatory
agencies but also to the federal, st at e, and | ocal
governnmental and non governnental agencies that nmay have an
effect on project constraints such as the project schedule
and possi bly decisions such as the alternative sel ect ed.

It is recommended that the teamtry to identify the various
entities needing coordination during the RI/FS. The Contrac-
tor should be required to identify any other entities wth
whom coordination would be required for the alternatives
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bei ng eval uat ed. I dentification of entities is an ongoing
process as the project noves along and should be

a requirenent of the Contractor. Don't assune the

Contractor will do this wi thout direction.

ERE IR S b b b b b b S b b b S b b b S S b b S S b b S b b b S S R b S S kb b S b b b S S b b S I Ik b S S b b 1

3.3 Conference Notes

ERE IR S b b b b b b I S b b S b b b S b b b S S b b S b b b S S R R R R kb b b b b S b b S b b b S b b b i

The Contractor should be required to submt notes for confer-
ences and any neetings that they attend in reference to this
project. These are inportant docunents that the Contractor
shoul d be tasked to perform They docunent the decision pro-
cess and the Contractor should provide themas soon as pos-

sible after the nmeeting or conference. Atinme period after
the neeting should be established for the distribution on the
conf erence not es. Al so identify the di stribution

requirements of the conference notes here or under
submttals. The Contractor should be remnded that only
factual information be provided. This information may be
used in legal actions.

ERE IR R Sk b b b b b S b b b S b b b S S b b S S b b S b b b S R b S b b b S S b b S b b S R Rk b S b b b i 4

3.4 Confirmation Notices

ER IR S Sk b b I S I b b b S b b b S S b b S S b b S R R R R S b b S b b b S b b b S b b S S b b b S b b b 4

The Contractor should be required to provide originals of al

t el ephone conversation records or confirmation notices that
t he USACE proj ect manager or the customer nmay deem necessary.
This may include any contact with any regulatory agencies,
cost estimating, and any deci si on pr ocess. These
requirenments need to be clearly spelled out for the Contrac-
tor in the scope. Note that the nore detailed the records
are, the nore cost. The Contractor should be rem nded that
only factual information be provided. This information may
be used in | egal actions.

ERE IR S b b b b b b S b b b S b b b S S b b S S b b S b b b S S R R I S Sk b b S b b b b b S S b b b S S

3.5 Governnent Support

ERE IR S b b b b b b S b b b S b b b S S b b S S b b S b b b S S R R R R kb b S b b b b b S b b b S b b b i 4

Clearly identify to the Contractor what will and will not be
provi ded as support fromthe governnent. This will require
cl ose coordination wth the customer (EPA, Facility Engi neer,
etc.). Delays in providing the support will results in pos-
sible cost to the Contractor who wll <claim that cost
agai nst the governnment. Surveys, permts, and rights of
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entry are very inportant in a successful conpletion of
a project.

ERE IR S b b b b b b S b b b S b b b S S b b S S b b S b b b S R b S S kb b S S b b S S b b S Ik b S S S b b 1

3.5.1 Government Provided Data and | nformation
3.5.2 Existing Plans/Surveys/Air Photos
3.5.3 Uilities

ERE IR S b b b b b b I b b b S b b b S S b b S S b b S b b b S S R R R R kR b b b b S b b S b b b S S b b i 4

This section would identify any utilities available for use
by the Contractor, including water source, electricity, wash
racks, phone service. This requires careful coordination
with the installation, since the installation will in general
be providing this directly to the Contractor.

ER IR S Sk b b b b b S b b b S b b b S S b b S S b b S b b b S S R R S S Sk b b S S b S b b S b b S kb i

3.5.4 Permts

ERE IR S b b b b b b S b b b S b b b S b b b S S b b S b b b S S R b S S kb b S S b S S b b S kb S S b 1

This section would describe any permts such as digging,
di scharge, or well permts the governnment would obtain for
the Contractor. Cross reference to section 6.1.4.

ERE IR R Sk b b b b b S b b b S b b b S S b b S S b b S b b b S R b S b b b S S b b S b b S R Rk b S b b b i 4

3.5.5 Rights of Entry

3.5.6 Security

3.5.7 Equi pnment Storage/ Stagi ng Areas
3.5.8 Tenporary Ofice

ERE IR S b b b b b b S b b b S b b b S S b b S S b b S b b b S R b S S Sk b b S S b S S kb S S Ik b S I b b 1

Again, this would require careful coordination with the
installation.

ER IR S b b b b b b S b b b S b b b S S b b S S b b S b b b S R R b S b b b S b b b S b b S R S S b b 4

3.5.9 Gading and Site Restoration
3.5.10 Cuttings/ Spoil Disposal

ERE IR S b b b b b b S S b b S b b b S S b b S S b b S b b b S S R R R R kb b S b b b b b S S b b b S S b b i 4

See notes under the Investigation-Derived Wstes Section.
Al'l waste disposed of off-site nust be disposed of in accor-
dance wth federal and state solid and hazardous waste re-
qui renent s. This may be a service provided by the Corps un-
der a separate contract or by the installation through
a Defense Reutilization and Marketing O fice.

ERE IR S b b b b b b S b b b S b b b S S b b S S b b S b b b S Rk b S b b b S b b b S b b S b b Rk kb i

3.5.11 Wetl ands Determ nation
3.5.12 Expl osives O earance
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ERE IR S b b b b b b S b b b S b b b S S b b S S b b S b b b S R b S S kb b S b b S S b b S S kb S S S b b 1

As stated in the National Contingency Plan 300.120, DCD wil|
be the renoval response authority with respect to incidents
involving DOD mlitary weapons and nmunitions (or weapons and
nmuni tions under DOD custody, control, or jurisdiction). In
the event that DOD weapons or nunitions are present onsite,
a representative from the Ordnance and Explosive \Waste
(OEW WMandat ory Center of Expertise (MX) and Design
Center, located in Huntsville, AL shall be provided as the
On- Scene Coor di nat or (OSC) / Renedi al Pr oj ect Manager
responsi ble for taking all renoval actions.

ERE IR S b b b b b b S b b b S b b b S S b b S S b b S b b b S S R R R R kb b S b b b S S b b S S b b b S S b b i 4

3.6 Travel and Meetings

ERE IR S b b b b b b S b b b S b b b S S b b S S b b S b b b S S R R S S Sk b b S b b b b b b S b b kb i

The nunber and types of neetings should be clearly identified
under this section. Any special requirenents or type of
disciplines that are required for certain neetings should be
included in the scope. The requirenents identified here wll
dictate the cost that the Contractor will submt. Renmenber to
verify that the Contractor provides what was negoti at ed.

The following is alist of neetings that nmay be required

under this scope. It should be noted that the nunber and
type of neetings wll depend on the type of docunents that
the Contractor will be providing. For exanple, a pre-draft

nmeeting may be held to review the team and user comments and
di scuss the docunments with the Contractor before the revised
docurent is forwarded to the regul ati ng agenci es. The draft
report neeting should be with the regul ator agencies and the
Contractor to discuss the comments fromthe regul ator agen-
ci es. Addi tional special neetings nmay be required based on
the conplexity of the project and should be coordinated wth
the team and user during the scoping.

ERE IR S b b b b b b S b b b S b b b S S b b S S b b S b b b S S R R I S Sk b b S b b b b b S S b b b S S

Site \Wal kover

Draft Workplan Meeting/Field Wrk Start-up
Meet i ng

RI Pre-Draft Report Review Meeting

RI Draft Report Meeting

Rl Final Report Review Meeting

FS Pre-Draft Report Review Meeting

FS Draft Report Meeting

Treatability Study Meeting (if required)
FS Final Report Review Meeting

.10 Public Meetings

.11 Site Visits

WWWWWWRWW  WW
COONPPPPD OO
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3.6.12 Additional Trips

ERE IR S b b b b b b I S b b S b b b S S b b S S b b S b b b S S R R IR R kb b S b b b S b b S S b b b S S b b i 4

Verify that the appropriate additional trip clauses are
included in the contract.

ERE IR S b b b b b b S b b b S b b b S S b b S S b b S b b b S S R b S S kb b S b b b S S b b S I Ik b S S b b 1

3.7 Schedul es

ERE IR S b b b b b b I S b b S b b b S b b b S S b b S b b b S S R R R R kb b b b b S b b S b b b S b b b i

The project manager will need to provide a schedule to the
Contractor in the scope. This wll allowthe Contractor to
devel op the estimate on the needs of the governnent. The Con-
tractor should be required in the scope to devel op a nore de-
tail ed schedul e to support the cost estimate that is submt-
t ed. This would be a helpful tool 1in negotiations.
Real i stic schedules that are well devel oped and t hought out
will prevent problens in the long run with the negotiations
with the Contractor, wth the custoner, and with regulatory
agenci es. The project manager should be realistic about
schedules and they need to develop them around the TOTAL
QUALITY MANAGEMENT and PRQIECT MANAGEMENT  principals
devel oped by USACE, in the project planning guidance
docunent, and ER 5-7-1(FR)

When devel oping a schedule, all projects aspects should be
considered by the project manager and team The project
manager cannot develop a schedule without input fromthe
total team (Technical, Contracting, Ofice of Counsel
Custoner, Resource Managenent, etc.). These consi derations
must also include the reviewtines required by regulatory
bodies and non-regul ator agencies (such as AEHA) that may
af fect the schedul e. The project schedul e nust consider the
requi rements of any Federal Facility Agreenent (FFA), consent
order, menorandum of understandi ng, etc.

Devel opment of a RI/FS schedule is very difficult when other
governnent al agencies are involved in providing information,
reviews, or the decision process. Using this outline can
help in devel opnent of a schedule by estimating the tine
frane for each activity. Proj ect managers nust renmenber in
devel oping a schedul e that the USACE has control only over
t he peopl e under USACE control. Uncertainties and contingen-
ci es nust be consi der ed.

The Contractor should be required to use critical path/tine
line tools in developing the schedules that can graphical
provi de the various conmponents of the schedule and m | estone
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dat es. This wll helpinidentifying parallel activities
that may effect the schedul e.

khkkhkkhkhhkhkhkhkhhhhkhhhdhkhhhhhkhhhdhkhhhdhhhhdhkhkhhhkhkhhhdhkhkhddhk,*,*x*% ***k*,*,**x*%x*%

3.8 Submttals

ERE IR S Sk b b b b b S b b b S b b b S S b b S S b b S b b b S S R R R R Ik kb S S b b b b S S b b b S b b b i 4

This section summarizes the submttals expected during the
course of the RI/FS project. No technical requirenents are
present ed here.

The type and nunber of reports should be coordinated with the
custoner and the various revi ew ng agenci es. Al so speci al
considerations should be taken as to what type or kind of
subm ttal certain agencies should receive.

ER IR S Sk b b b b b S b b b S b b b b S S b b S S b b S b b b S R R b S S b b b S b b b S i b b S R Ik kb S S b b i 4

3.8.1 General Submttal Requirenents
3.8.2 Docunent Submttal Register

ERE IR S Sk b b b b b S b b b S b b b S S b b S S b b S b b b S S R R S S Sk b b S b b b S b b S S Sk b S Ik b b i 4

The type of submttal, nunber of copies, and who are required
to receive the submttals are specified here. The register
identifies who will receive copies of the submttals. This
listing should include, as a m ninmum POC nane, title, ad-
dress, telephone, and facsimle. During the course of the
project this listing will need to be updated.

ER IR S b b b b b S S b b b b b S S b b S S b b S R R R S S b b S b b b S b b S i b b S S b b b S b b b 1

3.8.3 RI/FS Workpl ans

ER IR S b b b b b b S b b b S b b b S S b b S S b b S b b b S S R R S S b b Sk S b b b b S S b bk kb i 4

The requirements for these plans are detailed in the various
techni cal sections or guidance docunents.

As a matter of background, the Project Workplan is intended
to be a single project docunent, wth individual plan re-
qui rements, CDAP, SSHP, CRP, MNP and TSP, as attachnents to
that plan, rather than separate deliverables. Al background
information, project strategy, data quality objectives, and
data collection design requirenents are included in the
Project Workplan. Inplenentation requirenents, field sanpling
techni ques, analytical protocols, and well construction
requirenments, are included in the plan attachnents. There
should not be duplication of Project Wirkplan material in-
cluded in the attachnents, and plan attachnments should rely
on the main workplan to provide all general and overall
project information which may have an effect on plan attach-
ment preparation. | nformati on such as organi zational struc-
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ture and responsibilities should also be included in the main
wor kpl an for each area of interest rather than in the plan
attachnent s.

ER IR S b b b b b b S b b b S b b b S S b b S S b b S b b b S R b S S Sk b b S S b S b b S kb b S S b b 1

3.8.3.1 Project Wrkplan

3.8.3.2 Chemcal Data Acquisition Plan
(CDAP) Attachnent

3.8.3.3

Monitoring Well Installation and
Drilling Plan (MANP) Attachnent
3.8.3.4 Site Safety and Health Pl an ( SSHP)
At t achnment
3.8.3.5 Conmmunity Relations Plan (CRP)
At t achnment
3.8.3.6 Treatability Study Wbrkpl an
At t achnment

3.8.4 Progress Reports

ER IR S b b b b b b S b b b S b b b S S b b S S b b S b b b S R R b S b b b S b b b S b b b S kS I b b i 4

The type and requirenments for reports that the Contractor

will be required to provide or submt would be discussed
under this section. The requirenments for these submttals
should be identified on the Corps' schedule or the

Contractor' s schedul e.

ERE IR S b b b b b b S b b b S b b b S S b b S S b b S b b b S S R R IR S Sk b b S b b b S S b b S S b b b S S b b 1

3.8.4.1 Monthly Progress Reports

3.8.4.2 Daily Quality Control Reports
Drilling Logs

Monitoring Well Construction Diagram and
Devel opnment Record

Survey Docunents

3.8.8 Rl Report

w ww
® 0w
~ [e) X&)

ERE IR S b b b b b b S b b b S b b b S S b b S S b b S b b b S R b S b b b S b b b S S b b S R Ik b b S S b b 4

The type and nunber of reports should be coordinated with the
custoner and the various revi ew ng agenci es. Al so speci al
considerations should be taken as to what type or kind of
subm ttal certain agencies should receive.

ERE IR S b b b b b b S b b b S b b b b S S b b S S b b S b b b S R R b S b b b S b b b S S b b S R Ik b b S S b b i 4

3.8.8.1 Pre-Draft Data Package
3.8.8.2 Draft R
3.8.8.3 Final R

ERE IR S b b b b b b I b b b S b b b S S b b S S b b S b b b S R R b S S b b b S b b b S S kb I R Ik b b S S b b 1

Various draft docunents may be considered for the follow ng
reports

ERE IR S b b b b b b b b b S b b b S S b b S S b b S b b b S R b S S b b b S b b b S S kb S R Ik b b S S b b i 4
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3.8.9 Quality Control Sunmary Report
3.8.10 Treatability Study Report
3.8.10.1 Draft Treatability Study Report
3.8.10.2 Treatability Study Report
3.8.11 FS Report
3.8.11.1 Draft FS
3.8.11.2 Final FS

4. Health and Safety Techni cal Requirenents

ERE IR S b b b b b b S b b b S b b b S S b b S S b b S b b b S S R R IR R kb S S b b b b S S b b b S b b b i 4

This section presents the technical requirenents for health
and safety. Refer to Enclosure 8 to the ETL for the suggested
| anguage for this SOWsection.

Two topics, "Site Description and Contam nation Characteri za-
tion" and "Staff Organization, Qualifications, and Responsi -
bilities" mnmay be addressed as a portion of the workplan as
outlined in section 2. 1. In the event this material is ad-
dressed within the workplan (WP), the applicable WP sections
should be referenced within these sections of the SSHP. Re-
gardless of location, these topics should address the re-
qui renments contained in Encl osure 8.

ERE IR S Sk b b b b b S b b b S b b b S S b b S S b b S b b b S S R R IR R kb b S b b b b b S S b b b S S b b 4

5. Chem stry Technical Requirenments

ERE IR S b b b b b b S b b b S b b b S S b b S S b b S b b b S R R b S S b b b S b b b S b b S S Ik R S S b b i 4

This section presents the technical requirenents for perfor-
mance of sanpling and analysis activities. Specific re-
qui renent s are discussed under the individual t opi cs.
Addi ti onal guidance on the typical content of this section is
provi ded as Enclosure 13 to the ETL, Chem stry Techni cal Re-
quirenments. An outline of the section is provided here.

ERE IR S b b b b b b S b b b S b b b S S b b S S b b S b b b S S R R I S Sk b b S b b b b b S S b b b S S

5.1 Introduction
5.1.1 CDAP Format and I npl enentati on Requirenents

5.1.1.1 Section 1. Table of Contents

5.1.1.2 Section 2. Project Background Data

5.1.1.3 Section 3. Chemcal Requirenents to
Support Project DQ0s

5.1.1.4 Section 4. Contractor Project

Organi zati on and Functional Areas of
Chem stry Responsibilities
5.1.1.5 Section 5. Field Activities
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.1 Field Instrunentation and

Equi prent (Cal i brati on and
Mai nt enance)
Fi el d Docunent ati on

Daily Quality Control Reports
(DQCRs)
QC and QA Field Sanpl es
Decont am nati on Procedures
Matri x: G oundwat er Sanpl es
Field Screening

Locati ons

Sanpl i ng Procedure
Anal ytical Procedure
Sanpl e Cont ai ners,
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Surface Water Sanpl es
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Locati ons

Sanpl i ng Procedure
Anal ytical Procedure
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Leachat e Sanpl es

Fi el d Screening
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Sanpl i ng Procedure
Anal ytical Procedure
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Preservations, Hol ding
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Fi el d Screening
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5.1.1.8.2 Laboratory Daily Quality Control
Reports
5.1.1.8.3 Non-Routine Cccurrences Reports
5.1.1.8.4 Pre-Draft Data Package
5.1.1.8.4.1 Pre-Draft Data Package
Organi zati on
5.1.1.8.4.2 Mninmum Data Reporting
Requi renments for PreDraft
Dat a Package
5.1.1.8.5 (Quality Control Sumrmary Report
5.1.1.8.6 Chemcal Quality Assurance Report
5.1.2 Contractor Laboratory Approval
5.1.2.1 Commercial Laboratory Eval uation
5.1.2.2 Laboratory Quality Managenent Manua
5.1.2.3 Prelimnary Questionnaire
5.1.2.4 Performance Eval uati on Sanpl es
5.1.2.5 Lab Inspection
5.1.2.6 Approval
5.1.2.7 Expiration of Validation

5.2 M scel |l aneous Requirenents
5.2.1 Investigation Derived Wastes
6. Geotechnical Requirenments

R R I bk S b Sk S b I b S b S b b S b Sk b b S bk S R R I S S b b b I b S b b b S b b S Rk S b S b S

This section presents the technical requirenents for perfor-

mance of the geotechnical activities. Specific requirenents
are discussed under the individual topics. This section
shoul d present the acceptabl e procedures and products to be
used by the Contractor. This information allows an accurate

estimate and proposal to be devel oped and m nimzes the se-
verity of the coments that may need to be nade on the

Contractor's workpl ans. The | evel of detail depends on the
project and the Contractor's experience in working with the
Cor ps. If the Contractor has done work for the Corps previ-

ously and is aware of these requirenents, the scope may refer
to previous contracts or work orders for these requirenents,
addi ng only those project specific changes. For indefinite
delivery contracts, many of these requirenents may be part of
the primary contract, and need not be reiterated in each work

order. In that case, only those project-specific require-
ments or changes fromthe contract requirenents need be dis-
cussed here. If the requirenents are not part of the prinmary

contract, the SOWNnust present or refer to these technical
requi renents.

Unl ess otherw se noted, the |anguage for each topic is to be
devel oped by the hydrogeol ogi st and/ or geotechni cal engi neer
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with concurrence of the chem st and industrial hygienist.
The ot her team nenbers need to be aware of these requirenents
because of the inpacts on data quality and health and safety.

Most of the follow ng sections require sone description of
the Contractor's proposed inplenentation in the workplans.

Details related to drilling, nonitoring well installation,
geophysi cal surveying, infiltration/aquifer testing are to be
proposed in the Monitoring Well Installation Plan Attachnent.

QG her activities may require specific discussion in another
supporting workplan attachnent. Sone activities will require

specific analyses that are to be described in detail in the
reports. Sonme activities also require specific submttals
separate fromthese plans and reports. These are discussed

under the individual topics.

Many of these activities will require coordination with the
land owner or installation, and many of the intrusive ac-
tivities wll need utility cl earances. Dependi ng on the na-
ture of the regulatory involvenent, sone activities (or the
review of this section) may require coordination w th regul a-
tory agencies. Sone of the coordi nation recommended here du-
plicates the advice provided under the Project Requirenents
Section, but is provided here as well to assure that the co-
ordi nation is done.

In general, many of these sections should be cross referenced
to the Chemstry Technical Requirenments (Section 5.) or the
Sanpl e Anal yses, Data Assessnent and Reporting Section (2.4)
because of the interrelated nature of field sanpling for

chem cal anal ysis. There should be no duplication with the
Field Investigations Section (2.3). This section only
provi des the general technical requirenments for perfornmance,
not the specifics on sanpling |ocation, nunbers, and
anal yses.

R R Sk S b Sk S b S b S b S b b S b Sk b b S bk S R R S S b bk S b S b b b S b I Sk I b b b S b S 4

6.1 GCeneral Specifications
6.1.1 Qualified Hydrogeol ogi st/ Geot echni cal
Engi neer

R R Sk S b Sk S b S b S b S b b S b S b b i bk R R I S S b S b I b S b b b S b b S S Rk b I b S 4

This section would specify the mnimumrequirenents for the
experience, training, or registration/certification of the
Contractor's project hydrogeol ogi st, hydrogeol ogi st/ engi neer
inthe field, or project geotechnical engineer. | nf or mat i on
on general organization structure and responsibilities in the
Ceneral Project Wrkplan should not be reiterated in the plan
attachnment. This decision nmay depend on the conpl exity
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of the project or its critical nature. The nore experience
required, the higher the | abor rates the Contractor will pro-
pose, though the higher cost may yield a better product. The
Contractor should be required to submt the hydrogeol ogists
or engi neers' resunes along with the chem sts in the CDAP

R R R Sk S b Sk S b S b S b S b b S b Sk b b S bk S R R I i b b b S b S S b b b S b R b b b S b S 4

6.1.2 Applicable Driller and Surveyor Permts
and Licenses

R R Sk S b Sk S b S b S b S b b S b Sk b b bk S R R I S S b S b S b S b b b S b R R S b b S 4

In sonme cases, it may be necessary to require the use of
a driller or surveyor Ilicensed in the state in which
the project is |ocated. If required, this should be

di scussed in negotiations or in the workplans. Drillers and
surveyors enployed by the Corps should not need to be
licensed, but wuse of licensed drillers or surveyors may be
required if the work is to be contracted.

R R b S b Sk S b S b S b S b b S bk b b S bk R b S S b S b S b S b S R R S bk Sk S b Sk S b b

6.1.3 Conpliance with State Requirenents

R R R b Sk S b Sk S b S b S b S b b S b S b b S bk S R R S i b bk S b S b b b S b b I Rk S b S b S 4

The Contractor should be directed to conformto state well
construction and envi ronnent al requirements. The
responsibility to investigate and eval uate these requirenents
should be placed on the Contractor (since they are wusually
local). The Contractor should be required to notify the CGov-
ernnment if there is a conflict between state requirenents and
this SOW

R R b Sk S b Sk S b S b S b S b b S b S b b S bk R b S i b S Sk S b S b S R bk b b S b i S b b S 4

6.1.4 Uility C earances

R R bk S b Sk S b S b S b S b b S b Sk b b S bk R R S S b S b S b S b b S R Rk I b A S b S b S 4

This section should specify who has the responsibility for

obtaining digging permts and utility clearances. Most  of -
ten, the Contractor is required to obtain all utility clear-
ance and digging permts. This will require coordination
with the land owner or installation. They may need to assi st
the Contractor in obtaining these permts. Cross reference
with section 3.5.4 if the Governnent will assist in obtaining
permts. The section should also prescribe acceptable
procedures for relocating sanpling sites if utilities pose
a problem It may be desirable to request a copy of the

permt be included in the R report.

R R Sk S b Sk S b S b S b S b b S b S b b S bk R R I i b Sk S b S S b b b S b S Sk I b A b b S b S 4

6.1.5 Disposal of Investigation Derived Waste (1 DW
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R R R Sk S b Sk S b I b S b S b b S b Sk b b S bk S R R I S i b Sk S b S b b b S b b R Rk S b S b S 4

This is a difficult topic. This section describes the re-
sponsibility for disposal of cuttings, drill fluids, decon-
tamnation fluids, developnment or purge water, punp test wa-
ter, chemcal sanples, rock core, and other potentially
contamnated material generated in the field. The di sposal
means and responsibility vary depending on the type of waste,
the contam nant, the project, and regul atory atnosphere.

If RCRA Hazardous IDWis to be stored onsite, contact the
State RCRA regul ators to determ ne storage requirenents. In
nost instances, the state will require that IDWbe stored in
accordance with the storage provisions of RCRA for generators
which are found in 40 CFR 262 and 40 CFR 264.

This topic requires careful coordination with the project
nmanager , the installation, the state regulators and
Treatnment, Storage or Disposal (TSD) facility. The analyti-
cal lab and project chem sts should be consulted for inforna-
tion regarding the disposal of analytical sanples after the
lab is done with them Soneone famliar with environnental
| aws and regul ati ons shoul d al so be consulted.

This topic should reference the Sanple Analyses, Dat a
Assessnent and Reporting Section (2.4), particularly those
sections describing waste-generating activities such as
decont am nati on, subsurface soil/rock sanpling, aquifer test-
ing, etc.

Any addi tional chem cal anal yses necessary to nmake deci sions
about | DWdisposal mnust be coordinated with the chemst to
assure that the nunbers of analyses shown in tables accu-
rately reflect this work.

See EPA Qi dance Docunent EPA/ 540/ G 91/009, WManagenent of
| nvestigation-Derived Wstes During Site Inspections, My
1991.

R R Sk S b Sk S b S b S b S b b S b Sk b b S bk R b S i b S Sk S b S b b S R R R I b A b b S b 4

6.1.6 Explosive Ordnance Di sposal

R R Sk S b Sk S b S b S b S b b S b S b b i bk R R I S S b S b I b S b b b S b b S S Rk b I b S 4

This section would discuss the procedures and responsi-
bilities for disposal of possible ordnance. This activity
will require coordination with the Ordnance and Expl osive
Waste Mandatory Center of Expertise (CEWMCX) at CEHND, the
installation, Explosive Odnance D sposal (ECD) wunit, and
| ocal officials (in sonme instances). Thi s section shoul d be
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developed by a safety engineer experienced in ordnance
di sposal, with the invol venent of the project nmanager and the
hydr ogeol ogi st.

It is very inportant to note the type of waste, especially if

t he production of ordnance was the manufacturing process. In
this case, coordination with the state RCRA office may be
necessary.

R R b Sk S b Sk S b S b S b S b b S b S b b i bk S R R S i b S b S b S b S b b S b b R S b S b S

6.1.7 Decontam nation of Equi pnent/Tools

R R b S b Sk S b S b S b S b b S b S b b S b S R R S i b b Sk S b S b b S b S Sk I b i S b b S 4

This topic describes the acceptable procedures for decon-
tamnation of the sanpling tools, bailers, drill rigs,
backhoes, etc. This should be developed in consultation with
the chemst and industrial hygienist and should be cross
referenced wth the Chemstry and Safety and Heal th Techni cal
Requi renents. These procedures would be outlined in the CDAP
and t he SSHP

Decontam nation fluids are considered investigation-derived
wast es!

R R bk S b Sk S S b S b S b b S b i b b S bk S R R S S b b b S b S S b b b S b b R R S b I b S

6.1.8 Water Source and Testing

R R Sk S b Sk S b I b S b b b S b Sk b b S bk S R R I S S b Sk I b S b b b S b b S R S b S b S 4

If water is required for site activities such as rotary
drilling or heaving sand control, the source and testing of
this water is described here. The chem st should assist in
developing this portion of the scope to assure the analyses
of the water fromthe proposed source is included in the

anal ytical tables. If a source is available on site, this
shoul d be noted, but this would require coordination with the
| and owner or installation. These activities should be de-

scribed by the Contractor in the workpl ans.

R R bk S b Sk S b S b b S b S b b S bk b b S bk R R S i b bk S b S b b b S b R b S b b b S 4

6.1.9 Site Restoration and Protection

R R R b Sk S b Sk S b S b S b S b b S bk b b bk R R I S i b bk S b S b b b S b b I Rk S b S b S 4

The Contractor is normally required under this section to re-
store the site after field work or each hole/pit is com
pl eted. Any unusual site protection requirenents can be dis-
cussed here, such as protecting trees, wetlands, etc. It may
be necessary to consult with a biologist or wetlands speci al -
ist within the Corps, or with the state regul atory agenci es.

R R R b Sk S b Sk S b S b S b S b b S b S b b S bk S R R I S S b b Sk S b S b b b S b b I Rk Ik I b
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6.1.10 Contractor Responsibility for Wlls

R R bk S b Sk S b S b S b S b b S bk b b bk S R R S S b bk S b S b b b S bk b I Rk S b b 4

This section normally outlines the Contractor's liability for
functioning wells and states the Contractor shall replace, at
no cost to the governnent, any well that won't yield the re-
qui red data because of inadequate design or installation.

R R Sk S b Sk b S b S b S b b S b Sk b b bk S R R S i b S b S b S b b b S b R b S b S b S

6.1.11 Site Surveying

R Rk b Sk S b Sk S b S b S b S b b S b S b b bk S R R I S S b S b S b S b b b S b S R S b I b

This section should describe the requirenents for devel oping
the surveying data required under Task 3, Field Investiga-
tions (2.3). This section should set forth the procedures
for a survey of sanpling |ocations (proposed or actual), the
determnation of the site boundary (a cadastral survey), or
the preparation of a site topographic map. The survey shoul d
be required to be conpatible with previous surveys in the

ar ea. | f previous surveys were of questionable quality,
requirenments for the resurvey of features should be consid-
er ed. The requirements are best determned by a team of the

proj ect/techni cal manager, a surveyor, design engineers, the
chem st or hydrogeol ogist, and possibly a real estate of-
ficer. Submttal of appropriate work products and field
notes are probably best described here. This section should
be coordinated with the | and owner or installation, and pos-
sibly the local registrar of deeds, etc. Installations often
have good topographic information available, but it should be
relatively current. Cross reference wth paragraph 6.1.2
Applicable Driller and surveyor Permts and Licenses.

R R R b Sk S b Sk S S b b S b S b b S b b b S bk R b S S b b b S b S b b R Rk bk S b b b b S 4

6.2 Mnitoring Well Installation and Drilling Plan
(MANIP) Attachnent

R R Sk S b Sk S b S b S b S b b S b Sk b b S bk R b S i b S Sk S b S b b S R R R I b A b b S b 4

This section specifies the content of the Mnitoring Wll In-
stallation (and Drilling) Plan. This plan sets forth the
rationale and step-by-step plan of action for each field
activity, including a description of all equipnment and
materials, up to the actual handling of sanples. Nor mal |y,
this plan discusses the design and inplenentation details
left to the Contractor, including all field activities up to
act ual handl i ng of t he sanpl es. Mat eri al s,
construction/drilling procedures, geophysical procedures,

aqui fer testing nmethods, etc. are appropriate to be discussed
in the MWP
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This section should be coordinated with the chemst and
proj ect manager to nmake sure the scope adequately conveys the
differences inintent for the CDAP and the MNP so there is
little duplication of effort by the Contractor in preparing
plans. The MNP can be presented as a section of the CDAP so
only one docunent addresses field sanpling.

Refer to Enclosure 17 for a checklist useful in reviewwing a
MA P.

R R b S S b Sk b S b S b b b S b S b b bk S R R S S b Sk S b S b b b S b b R R S b S b S 4

6.3 Subsurface Soil/Rock Sanpling

R R b Sk S b Sk S b S b S b S b b S bk b b S bk S R R I S i b b b S b S b b b S b S Sk I b A b b S b S 4

This section discusses the required or acceptabl e procedures

for drilling borehol es and excavating test pits and obtaining
sanples for |ogging and chem cal and geotechnical anal yses.
These sections shoul d discuss the procedures for drilling and

sanpling, not the |locations or nunbers of boreholes, etc.,
since that 1is discussed under the Project Requirenents
Secti on. If not already involved, geotechnical engineer
shoul d assi st in devel oping the requirenents. The industrial
hygi eni st should assure that the scope requires the
Contractor's site safety and health officer evaluate the
safety and heal th hazards associated with drilling borehol es
and excavating test pits in accordance wth applicable
st andards and safe procedures.

In sone cases, mnmany of the topics under this topic should be
witten to allowflexibility depending on the Contractor's
capabilities or |local experience, particularly in choosing
drilling or excavation nethods. On the other hand, the nore
detail provided here, the |less risk of having procedures pro-
posed in the plans that are unacceptabl e.

R R bk S b Sk S S b S b S b b S b i b b S bk S R R S S b b b S b S S b b b S b b R R S b I b S

6.3.1 Drilling Method
6.3.2 Test Pit Excavation

R Rk Sk S b Sk S b S b S b S b b S b Sk b b bk S R R R i b Sk S b S b b b S b b S Rk Ik I b 4

This section should specify where the sanpling should be

done. In sone cases, sidewall sanpling by personnel who
enter the trench may be appropriate, but in other cases,
sanpling fromthe backhoe bucket may be adequate. The

i ndustrial hygienist should assure the scope requires that
sanpling activities perfornmed in close proximty to
trenches/ excavati ons and sanpling activities requiring entry
of personnel into the trenches/excavations shall be perforned
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only after the evaluation by the site safety and health
of ficer. Special consideration shall be given to the
requi rements of Section 23 "Excavation"” and Section 27 "Wrk
in Confined Spaces” of the USACE Safety and Health
Requi rements Manual, EM 385-1-1 (latest revision). In
addition, the requirenents of applicable OSHA standards, such
as 1926.650 (Subpart P- Excavations) through 1926.652
(Requirenents for Protective Systens) and 1910. 120 (Hazar dous
Wast e perations and Emergency Response), shall be net. Re-
fer also to Enclosure 8 of this ETL.

R R Sk S b Sk b S b S b S b b S b Sk b b bk S R R S i b S b S b S b b b S b R b S b S b S

6.3.3 Logging Requirenents

R R b b S b Sk S S b S b S b b S b Sk b b S bk S R R I I i b b b S b S b b b S b b S Rk S b I b S 4

See Encl osure 14 to the ETL for a list of logging require-
ments. The | ogs may be considered a separate submttal which
are often required within a certain tine follow ng conpl etion
of each bori ng. This allows an early check on the adequacy
of the logging and the conditions encount ered.

R R Sk S b Sk S b S b S b S b b S b Sk b b S bk S R R I S S b b b I b S b b b S b b I R S b S b S 4

6.3.4 GCeotechnical Sanpling and Anal yses

R R I bk S b Sk S b I b S b S b b S b Sk b b S bk S R R I S S b b b I b S b b b S b b S Rk S b S b S

This section should discuss the general frequency (nunber per
hole), depth, and/or nunbers of sanples (if for the entire
project) to be taken for geotechnical analyses or |ogging
pur poses. The performance of tests such as the standard pen-
etration test or the use of a cone-penetroneter rig should be
di scussed here. The section should al so discuss the required
testing to be perforned and the appropriate nmnethods for
geot echni cal testing. This section should be devel oped with
input fromthe geotechnical engineer. If the geotechnical
sanples are to be analyzed by a Corps lab (often an eco-
nomcal alternative), careful coordination is necessary with
the lab to assure the availability of the necessary equi pnent
and tinme, as well as to discuss any safety issues related to
handling the sanples or the disposal of the sanples after
testing.

R R Sk S b Sk S b S b S b S b b S b S b b bk R S S b b b S b S b b S b R SRR b S b S b S 4

6.3.5 Coring/ Core Handling
6.3.6 Hol e Abandonnent/ Deconmi ssi oni ng

R R Sk S b Sk S b S b S b S b b S b Sk b b i bk R R S S b S Sk S b S S b b b S b R R S b b S

This section should discuss the acceptabl e nethod of abandon-
ing borings or pits. |In sone states, grouting of the borings
may be required, particularly if they encounter ground water.

2- 86



ETL 1110-1-154
28 Feb 94

The use of cuttings for fill may be allowed if clean (see
| DW gui dance). Coordination may be required with the federal
and state regulatory authorities. The hydrogeol ogi st should
develop this section in consultation with a chem st and
soneone famliar with environnental |aws and regul ations.
Cross reference the section on | DWdi sposal.

R R R Sk S b Sk S b S b S b S b b S b Sk b b S bk S R R I i b b b S b S S b b b S b R b b b S b S 4

6.3.7 Sanpling Techni ques

R R Sk S b Sk S b S b S b S b b S b Sk b b bk S R R I S S b S b S b S b b b S b R R S b b S 4

This section describes the acceptable techniques for obtain-

ing soil sanples (or perhaps water sanples obtained for
screeni ng purposes) directly fromthe boring or pit for
chem cal anal yses. Not e that water sanples taken by bailer

or simlar device directly fromthe open boring or pit are
generally not adequate substitutes for water sanples taken
fromnonitoring wells or for water sanples taken using spe-
cially designed dowhole water sanplers (e.g. a cone pen-
etronmeter, a Hydropunch, or BAT probe). This section should
not di scuss sanpl e packagi ng and shipnent if these itens are
to be covered under the Chem stry Techni cal Requirenents.

A cross-reference to that section would be appropriate.

This section should be developed jointly by the

hydr ogeol ogi st and the chem st. These requirenents shoul d
be incorporated by the Contractor in preparation of the
CDAP.

R R R b Sk S b Sk S b S b S b S b b S b Sk b b bk R b S S b S b S b S b R R b b S b S S b S b S 4

6.3.8 Field Screening

R R bk S b Sk S b S b S b S b b S bk b b S bk R S S b S b S b S b b Rk bk S bk S b b S Y

This section would discuss the procedures for neasuring and
recording the results of the screening of the soil sanples by
phot oi oni zation detector (PID) or flame ionization detector
(FID), though it could include other field screening tech-
ni ques, such as expl osives screening. | f another agency is
performng the field screening (say for a nerve agent or un-
usual conpound), coordination will be required between them
and the Contractor. The procedures proposed by the Contrac-
tor should be outlined in the CDAP. It is very practical to
require that only one technique be used throughout the field
effort to assure the conmparability of the screening results
bet ween sanpling | ocations.

R R R bk S b Sk b S b S b S b b S b S b b bk S R R S i b bk S b S b b b S b b R R S b I b S
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6.3.9 Location/Elevation Survey of Borehol es/ Test
Pits
6.4 Mnitoring Well Installation

R R bk S b Sk S b S b S b S b b S b Sk b b bk S R R S i b b b S b S S b b S b I IR R b b b S b S

This section discusses the required or acceptabl e procedures,
materials, and design for drilling and installation of the
monitoring wells. Ceneral |y, t he hydr ogeol ogi st or
geot echni cal engi neer would prepare this entire section, with
consultation wth the chemst for issues, such as nmaterial
choi ce, which could affect sanple integrity.

In sone cases, many of the topics under this section should
be witten to allow flexibility depending on the Contractor's
capabilities or |local experience, particularly in choosing
drilling. On the other hand, the nore detail provided here,
the |l ess risk of having procedures proposed in the plans that
are unaccept abl e. Al'l procedures shoul d be proposed by the
Contractor in the Monitoring Wll Installation Plan. Details
are given in USACE nmonitoring well installation guidance.

The materials, such as casing, screen, grout, and filter pack
should be treated simlar to a construction specification,
i ncluding specification of size, material, and installation
t echni ques. Material s should be specified based on the site
conditions to the extent possible.

R R R b Sk S b Sk S b S b S b S b b S bk b b i bk R b S S b S Sk S b S b b Rk b b S b i S b S b S 4

6.4.1 Drilling Method

R R b Sk S b Sk S b S b S b S b b S b S b b S bk R b S i b S Sk S b S b S R bk b b S b i S b b S 4

Acceptable drilling mnmethods should be described her e
considering site conditions and chem cals of concern. Assur-
ing acceptable data quality but providing the Contractor
maxi mum flexibility should be the goal here.

R R b Sk S b Sk S b S b S b S b b S bk b b S bk R b S S b b b S b S b R Rk bk S b S b b S

6.4.2 Soil/Rock Sanpling Wiile Drilling

R R R b Sk S b Sk S b S b S b b b S b S b b S bk R b S S b S b S b S b S R R bk S b A S b S b S 4

This section should discuss the sanpling of soils during

drilling of the nmonitoring well boreholes. This would gener-
ally be done to prepare |logs or obtain sanples for chem cal
or geotechnical anal yses. Cross reference to the Subsurface

Soi | / Rock Sanpling section. This section should only note
the general frequency of soil sampling if it is consistent
fromsite to site; otherwi se, this should be discussed in the
Proj ect Requirenents Section.

R R R b Sk S b Sk S b S b S b S b b S bk b b S bk R b S S b S Sk S b S b R R b b S b S b S b S 4
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6.4.3 Field Screening

R R bk S b Sk S b S b S b S b b S bk b b bk S R R S S b bk S b S b b b S bk b I Rk S b b 4

Cross reference to the Field Screening Section under Subsur-
face Soil/Rock Sanpling, unless the field screening procedure

differs for the drilling and sanpling for nonitoring wells.

R R Sk S b Sk b S b S b S b b S b Sk b b bk S R R S i b S b S b S b b b S b R b S b S b S

6.4.4 Casing and Screen
6.4.5 Gavel/ Sand Pack
6.4.6 Gouting

6.4.7 Surface Conpletion

R R b S b Sk S b S b S b S b b S b Sk b b S bk S R R I I i b S b S b S b b b S b R I Rk S b b S

This section should discuss the way the well is finished at
the surface; 1i.e., protective casings, |ocks, flush nount
finish, protective posts. This is often a matter of the
desires of the land owner or installation and wll require
coordination wth them

R R Sk S b Sk S b S b S b S b b S b Sk b b S bk S R R I S S b b b I b S b b b S b b I R S b S b S 4

6.4.8 Well Devel opnent

R R Sk S b Sk S b S b S b S b b S b S b b S bk S R R I S S b bk S b S b b b S b b I R I I b

This section should cross reference the section on | DW dis-
posal since significant quantities of contam nated water can
be generat ed.

R R b Sk S b Sk b S b S b S b b S b Sk b b bk S R R I S i b S Sk S b S b b b S b b R Rk S b S b S 4

6.4.9 Mnitoring Well Construction D agrans

R R bk S b Sk S b S b S b S b b S b Sk b b bk R b S S b S b S b S b S R R bk S b b b S b S 4

This section would require as-built drawi ngs of the wells as

t hey are conpl et ed. These are often separate submttals to
be submtted within a specified time followi ng conpletion of
each wel | . Cross reference with the section on |ogging for

| oggi ng of the boreholes.

R R Sk S b Sk S b S b S b b b S b S b b S bk R b S S b Sk S b S b S b R Rk bk S b b b S b S 4

6.4.10 Survey

R R Sk S b Sk S S b S b S b b S bk b b S bk R R S S b Sk I b S b b S b S SRR b A S b S b S 4

This section requires the el evation and coordi nate survey of
the new wells and specifies the accuracy. Cross reference
with the Site Surveying Section

R R S S b Sk S b S b S b S b b S b Sk b b S b S R I R I S b b Sk I b S b b b S b R R S b b 4
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6.4.11 In-Situ Perneability (Single Wll) Testing
6.4.12 Water Level Measurenents
6. 4. 13 Dedi cated Punps and/or Bailers

R Rk Sk S b Sk S b S b S b S b b S b Sk b b i bk R R I S i b b b S b S b b b S b b I Rk S b b S

This section should prescribe any dedicated bailers or sam
pling punps. This may require input froman environnmental or
mechani cal engi neer for appropriate punp sel ection. If the
installation or other agency nmay be sanpling the wells a num
ber of times, coordination may be required to assure the
wel I's neet their requirenents.

R R bk S b Sk S b S b S b S b b S b Sk b b bk S R R I i b b b S b S b b b S b R I R S b b S

6.4.14 Well Sanpling

R R b S b Sk S b S b S b S b b S b Sk b b S bk S R R I I i b S b S b S b b b S b R I Rk S b b S

Thi s section discusses the requirenents for the sanpling pro-
cedures. Should also, if appropriate, describe procedures
for obtaining sanples of floating product. Actual sanpling
round and analyses should be discussed under Proj ect
Requi renent s.

R R Sk S b Sk S b S b S b S b b S b Sk b b S bk S R R I S S b b b I b S b b b S b b I R S b S b S 4

6.5 Existing Donestic/lndustrial/Minicipal Wll
| nventory

R R R Sk S b Sk S b S b S b S b b S b b b S bk S R R I S S b bk S b S b b b S b b S R kI b

This section would require the conpilation of a list of ex-
isting wells inthe vicinity of the site and various data
about them including use and construction. This may require
coordination with the installation or |andower if additional
wells are on the sanme property, but generally the Contractor
will be required to contact the various |and owners or state

or local agencies to obtain this information. This section
may require cross reference to the section on Available Data
Review (2.1.1). This section would provide the technical

requirenents for the survey directed under the Avail abl e Data
Revi ew Secti on

R R Sk S b Sk S b S b S b S b b S b S b b S bk R b S S b S Sk S b S S b b S R R R I b A b b I b S 4

6.6 Aquifer Tests

R R Sk S b Sk S b S b S b S b b S b Sk b b bk S R R I S i b Sk I b S b b b S b b I Rk S b I b S 4

This section describes the performance of punp tests or other

aqui fer testing. It is normally to be developed by the
hydr ogeol ogi st, but because of the difficult issue of water
di sposal, input froman environnmental/process engineer 1is

strongly recommended, particularly if the water produced 1is
contamnated. This has proven to be a serious problem often
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to the point of preventing the performance of an aquifer test
until an onsite treatnment plant is built.

R R b Sk S b Sk S b S b S b S b b S b S b b S bk S R R S S b S b I b S b b b S b b S R IR Ik I b S

6.6.1 Punp Test Plan

R R Sk S b Sk S b S b S b S b b S b Sk b b bk S R R I S S b S b S b S b b b S b R R S b b S 4

This would require a plan for conducting the punping test(s)
and construction of the punp test well(s). It would be a
part of/addendumto the MNP

R R bk S b Sk S b S b S b S b b S b Sk b b bk S R R I i b b b S b S b b b S b R I R S b b S

6.6.2 Punping Well Installation

R R b S b Sk S b S b S b S b b S b Sk b b S bk S R R I I i b S b S b S b b b S b R I Rk S b b S

Refer to the Mounitoring Wll Installation Section for the
typi cal requirenents.

R R b S b Sk S S S b S b S b b S b S b b S bk S R R S i b bk S b S b b b S b b R R R I b

6.6.2.1 Drilling Method

6.6.2.2 Soil Sanmpling Wiile Drilling
6.6.2.3 Field Screening

6.6.2.4 Casing and Screen

6.6.2.5 Gavel/Sand Pack

6.6.2.6 Gouting

6.6.2.7 Surface Conpletion

6.6.2.8 Well Devel opnent

6.6.2.9 Well Construction D agram
6.6.2.10 Wel | Survey

6.6.2.11 Initial Water Level Measurenents
6.6.2.12 Punp

6.6.2

.2.13 Initial Well Sanpling
6.6.3 Qbservation Well Construction

R Rk bk S b Sk S b S b S b S b b S b Sk b b bk R R A S b b Sk S b S b b b S b R R S b b S 4

Refer to the Mounitoring Wll Installation Section for the
typi cal requirenents.

R R Sk S b Sk S b S b S b S b b S b Sk b b S bk R b S i b S Sk S b S b b S R R R I b A b b S b 4

6.6.3.1 Location(s) and Depth(s)

R R I b Sk S b Sk S S S b S b S b b S b Sk b b bk R b S i b b b S b S b b R Rk bk S b S b b S 4

"Locations" would refer to the locations relative to the
punping well, not to the |locations of the tests.

R R R Sk S b Sk S b S b S b S b b S b Sk b b S bk R R I S S b bk S b S S b b b S b b R R S b I b 4

6.6.3.2 Drilling Method
6.6.3.3 Soil Sanmpling Wiile Drilling
6.6.3.4 Field Screening
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5 Casing and Screen

6 G avel/Sand Pack

7 Gouting

8 Surface Conpletion

9 Well Devel opnent

10 Wel | Construction Di agram
Vel |l Survey

12 Initial Water Level Measurenents
13 Initial Well Sanpling
Testing of Punping Well

Test Duration

ter Level Mnitoring

6.6.7 Water Sanpling During Test
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6.6.4
6.6.5
6.6.6

R R b b S b Sk S S b S b S b b S b Sk b b S bk S R R I I i b b b S b S b b b S b b S Rk S b I b S 4

This section would specify the frequency of and procedures
for sanpling during the test. Careful coordination is neces-
sary between the hydrogeol ogi st and the chem st in devel opi ng
this section. This section should only be used if the re-
quirenents for sanpling during the test are NOT di scussed un-
der Project Requirenents. Any sanpl es should be included in
the chem cal anal yses sumary tables and nmet hods should be
di scussed wunder Sanple Analyses, Data Assessnent and
Reporting Section (2.4). Since the results of these sanples
are often needed on a quick turnaround basis, an onsite |ab
may be needed. These requirenents need to be carefully cross
referenced with the Chem stry Techni cal Requirenents.

R R R b Sk S b Sk S b I b S b S b b S b Sk b b S bk S R R S S b b Sk S b S b b b S b b R R S b I b S 4

6.6.8 Water Storage or D scharge/Water Treat nment

R R I Sk S b Sk S b S b S b S b b S b Sk b b bk R R S i b bk S b S b b S b S SRR b S b b S 4

This section presents a serious problemto the performance of
aquifer tests at HTRWsites. This section would discuss the

requirenments for the handling of the punp test water. G ven
the significant inpact on cost, sone indication of possible
al ternatives nmust be included. Thi s section needs the input

of the hydrogeol ogi st, the environnental/process engineer,
and a chemst, the industrial hygienist, and possibly the
geot echni cal engineer. The industrial hygienist would assist
in determning potential safety and human exposure probl ens
associated with the handling of the water. The geot echni cal
engi neer would provide input on the scope requirenents for
foundation preparation of the storage tank or treatnent
pl ant . This activity nmust be coordinated with the installa-
tion, the | andowner, and possibly a local treatnent plant for
bot h di sposal of the water and for space for the storage
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tanks or treatnent plant. Since the water is considered | DW
refer to section 6.1.5, Investigation Derived Waste.

R R b Sk S b Sk S b S b S b S b b S b S b b S bk S R R S S b S b I b S b b b S b b S R IR Ik I b S

6.6.9 Recovery Mnitoring
6. 6. 10 Data Reduction and Anal yses

R R Sk S b Sk S b S b S b S b b S b Sk b b bk S R R I S S b S b S b S b b b S b R R S b b S 4

This section describes the requirenents for analyzing the
aquifer test data to develop specified aquifer paraneters,
such as transmssivity. Because the nmethods chosen to
determne the hydrol ogic paraneters such as transmssivity
and storage coefficient depend sonmewhat on the appearance of
the punp test data, flexibility is recommended in the scope.
If the results of the anal yses are relevant to the section on
Gound \Water Model i ng, this section shoul d be
cross-referenced.

R R b Sk S b Sk S b S b S b b b S b S b b S bk R b S S b S b S b S S b S R R S bk Sk S b Ak S b I b

6.6.11 Aquifer Test Report

R R R b Sk S b Sk S b S b S b S b b S b S b b S bk S R R S i b bk S b S b b b S b b I Rk S b S b S 4

This section would describe the topics to be presented in
a portion or appendix of the RI report that sumarizes
the aquifer testing program

R R b S b Sk S b S b S b S b b S b b b bk S R R I A i b Sk S b S b b b S b R b b b b S

6.7 Geophysical Surveys

R R b Sk S b Sk b S b S b S b b S b Sk b b bk S R R I S i b S Sk S b S b b b S b b R Rk S b S b S 4

This section descri bes the geophysical survey nethodology to

be perforned. Again, this section does NOTI describe the |o-
cations, etc. of the surveys since that is discussed under
the Project Requirenents. Thi s section should be devel oped

by the hydrogeol ogi st or a geophysicist. Only issues such as
access should need to be coordinated with the |andowner or

install ation. There may be a possibility that operation of
some geophysical instrunents could interfere with radar and
communi cations at an installation. This has not been

a problem but this may need to be coordinated with the
appropriate shops at the installation.

R R Sk S b Sk S b S b S b S b b S bk b b S bk R R S i b b Sk S b S b b S R R R I b A b b S b S 4

6.7.1 Surface Geophysics

R R Sk S b Sk S b S b S b S b b S b Sk b b i bk R R S S b S Sk S b S S b b b S b R R S b b S

Refer to Enclosure 9 of the ETL for a checklist for scoping
surface geophysics. The requirenents should be
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acconpanied by rationale for the selection. The topics
i sted bel ow shoul d be consi dered.

ER IR S b b b b b b S b b b S b b b S S b b S S b b S b S S b S Sk I b S S b b b S b b b S b S I

6.7.1.1 Methods to be Consi dered
6.7.1.2 Plan Preparation

R R b Sk S b Sk S b S b S b S b b S b S b b i bk S R R S i b S b S b S b S b b S b b R S b S b S

This requirenment would generally specify the topics to be
consi dered under the portion of the MNP concerning the sur-
face geophysical surveys. Refer to Enclosure 9 for topics to
be covered by the Contractor in the plan.

R Rk bk S b Sk S b S b S b b b S b Sk b b bk R R S i b Sk S b S b b b S b R I R S b b S 4

I nstrunment Calibration
Survey Gid/ Traverse Spacing
Measur enment Pr ot ocol

Gid/ Traverse Surveying

Dat a Recordi ng

Dat a Processing and Anal ysis
Report and Draw ngs

OO0
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R R R Sk S b Sk S b S b S b S b b S b S b b bk S R R I S i b S b S b S b b b S b b S SRR I I b S

This section would describe the topics to be presented in
a portion or appendix of the RI report that sumarizes
t he geophysi cal surveys.

R R b Sk S b Sk S b S b S b b b S b b b S bk S R R I S i b bk S b S S b b b S b b R b b b S 4

6.7.2 Downhol e Geophysics

R R I Sk S b Sk S b S b S b S b b S b b b bk S R R I I S b Sk S b S b b b S b R b A S b S b S 4

This requirenment would generally specify the topics to be
considered wunder the portion of the MNP concerning the
downhol e geophysi cal surveys.

R R b Sk S b Sk S b S b S b b b S bk b b bk R R S S b bk S b S b b b S b b I R S b b S 4

6.7.2.1 COperator Licensing
6.7.2.2 Methods to be Used
6.7.2.3 Plan Preparation

R R I b S S b Sk S S S b S b S b b S b S b b bk S R R I S S b bk S b S b b b S b R I R S b I b S 4

This requirenment would generally specify the topics to be
considered wunder the portion of the MNP concerning the
downhol e geophysi cal surveys.

R R b b S b Sk S b S b S b S b b S b b b S bk S R R I S b b b S b S b b b S b b R Rk b b S b S

4 |nstrunent Calibration
5

6.7. 2.
6.7.2. Dat a Recordi ng and Log Scal e
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6.7.2.6 Data Anal yses
6.7.2.7 Report and Log Presentation

R R R b S b Sk S S b S b S b b S bk b b S b R R I S S b S b S b S b b b S b b S Rk kI b

This section would describe the topics to be presented in
a portion or appendix of the RI report that sumarizes
t he downhol e geophysi cal surveys.

R R b Sk S b Sk b S b b S b S b b S b Sk b b S bk R b S S b b b I b S b R R b b S b i b b S b S 4

6.8 Vadose Zone Perneability/Infiltration Testing

R R b Sk S b Sk S b S b S b S b b S bk b b S bk R R I A i b S b S b S b b b S b b S Rk S b S b S 4

This section describes the requirenents for conducting tests
of the hydraulic and air perneability testing of t he
unsaturated zone. The section should describe the acceptable
met hods to be considered, if known. |In many cases, it nay be
best to utilize the Contractor's expertise. The reference to
ASTM desi gnat ed net hods or simlar standards woul d be useful.
These requirenents woul d be devel oped by the hydrogeol ogi st,
t he geot echni cal engineer, or the project team nenber prepar-
ing the risk assessnent. If the testing is to be done to
support the devel opnment and screening of a renediation or
di sposal alternative, input froman environnental/process en-
gi neer woul d be advi sabl e. It may al so be appropriate to
cross reference to the Treatability Studies Section if the
testing is done for this purpose.
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6.8.1 Method
6.8.2 Data Analysis
6.9 Mdeling
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This section describes the requirenents for performng ground
wat er, vadose zone, geochem cal, surface water, and/or con-

tam nant transport nodel i ng. Si nce nodeling can be done to
support many aspects of HTRWwork, the requirenents presented
here may vary w dely. In sone cases, the use of a specific

model ing conputer code or analytical solution 'nay be
required; in other cases, the better approach may be to
provide the intent and general guidelines and allow the
Contractor to propose a nodel in the project plans. The
t opi cs listed below can present specifications or only
require the Contractor to consider the topics in choosing a
code/ solution or developing the nodel. More detail ed
information on scoping ground water nodeling can be found
in Enclosure 10 to the ETL.
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To develop this section, input nust be obtained from the
hydr ogeol ogi st; however, because the nodeling nmay be done to
support risk assessnment or renedi al design, the team nenbers
primarily responsible for those itens should provide input as
wel | . Many of the nodeling tasks will require know edge or
input of chemcal properties and behavior; therefore the
chem st should al so be involved in preparing this section of
t he scope.

This section should cross reference to those sections in the
main body of the scope that would require nodeling support,
such as alternative screening or risk assessnent. It should
also reference the description of the conceptual site node
presented in section 1 and required of the Contractor in sec-
tion 2.1.

Cenerally, little coordination would be required for this
item outside of the coordination between the Corps and the
Contract or. However, in sone cases it may be necessary or

best to use a nodel (code and input) previously devel oped for
the site, say by the regulatory agency or previous Contrac-
tor. In this case, coordination by the Corps nmay be required
to obtain this nodel

Model ing efforts nust be described in the RI/FS workplan and
requi rements should be presented in section 2.1 of the SOWN
Reports are required for each nodeling effort by specific
sections under this topic. These sections would contain |an-
guage that require the reports to be prepared and describe
the topics to be presented. These reports could be conbined
if nmore than one nodeling effort is required (say one for
risk assessnment and another for alternative screening) and
woul d be nost appropriate as an appendix to the Rl or the FS
dependi ng on the purpose. These sections on the nodeling re-
ports should be devel oped by the hydrogeol ogist and cross
referenced with the submttal requirenents to assure consis-
tency under the Submttals Section.
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6.9.1 Gound Water Transport

6.9.1.1 Purpose and Rational e
6.9.1.2 Review of Previous Models
6.9.1.3 Area to be Mdel ed
6.9.1.4 Type of Model
6.9.1.5 Boundary Conditions
6.9.1.6 Calibration
6.9.1.7 Scenarios to be Considered
6.9.1.8 Mbodeling Report

6.9.2 Contam nant Transport
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This could include contamnant transport in the ground water
or vadose zone.
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Rati onal e

Revi ew of Previ ous Mdel s
Area to be Mdel ed

Type of Mode

Boundary Condi tions
Assunpt i ons

Cali bration

Scenari os to be Consi dered
Model i ng Report

6.9.3 Vadose Zone Air Fl ow
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This could include subsurface gas generation or transport
nodel ing for risk assessnent or soil vapor extraction system
feasibility eval uation
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6.9.3.1 Rationale

6.9.3.2 Review of Previous Mdels

6.9.3.3 Location

6.9.3.4 Type of Model

6.9.3.5 Boundary Conditions and Assunptions
6.9.3.6 Calibration

6.9.3.7 Scenarios to be Considered

6.9.3.8 Modeling Report
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This would require a report on the nodeling effort. Thi s
could be part of the FS report.
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6.9.4 Geochem cal Mbodeling
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The work required here is different from the contam nant
transport nodeling. These nodels would include those done to
evaluate inpacts on facilities or the aquifer by inorganic
precipitation or biofouling, for exanple.

ERE IR S b b b b b b S b b b S b b b S S b b S S b b S b b b S Rk b S b b b S b b b S b b S b b Rk kb i

6.9.4.1 Rationale

6.9.4.2 Type of Mdel

6.9.4.3 Scenarios to be Considered
6.9.4.4 Modeling Report
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This would require a report on the nodeling effort. Thi s
woul d be part of the FS report.
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6.9.5 Surface Water Modeling
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This section describes the required nmethodol ogy and criteria
for surface water nodeling to support the screening of al-
ternatives or to identify surface water inpacts under NEPA.
This section would be prepared by a hydrologist if only |ocal
drai nage is invol ved. If streamflowis involved additional
help would be required fromexperts in sedinent transport
and/or in water quality.
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6.9.5.1 Local Drainage or Flood Fl ows
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This section woul d describe the necessary procedures to per-

form simulation of |ocal drainage and flood fl ows. In the
area of flood frequency the follow ng categories of flood
data are recogni zed: systematic records (U S. Ceologica

Survey gaging stations), historic data (high water marks and
newspaper accounts), conparison with simlar watersheds (re-
gional frequency studies), and flood estimates from pre-
cipitation (HEG | analysis). Bulletin #17B, March 1982, pre-
pared by the Interagency Advisory Conmttee on Water Data and
publ i shed by The U S. Departnent of the Interior, Geol ogical
Survey, Ofice of Water Data Coordi nation, Reston, Vrginia
22092 provi des the necessary guidance for evaluating data in
the first two categories. Qui dance for conparing simlar
wat ersheds is provided in EM 1110-2-1415, whil e gui dance for
maki ng fl ood frequency estimates fromprecipitation is pro-
vided in the Corps' Hydrologic Engineering Center's (HEQC
Training Docunent No. 15, entitled "Hydrol ogic Anal ysis of
Ungaged Wat ersheds Using HEG- 1, April 1982. The latter two
publications are available fromHEC 609 Second Street,
Davis, California 95616. 1In all cases, a basin description
along with a basin map shoul d be provided.

A HEC 2 backwat er nodel should be used in conjunction wth
the flow frequency results to determne stages and flow ve-
locities associated with all pertinent floods (normally these
are the 500-, 100-, 50-, 25-, 10- and 2-year events) at the site
under investigation. A publication entitled "Accuracy of
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Conputed Water Surface Profiles", Decenber 1986 prepared by
HEC for the Federal H ghway Adm nistration provides a basis
for determning the type of field surveys required to set the
upst ream and downstream boundaries for the study, the |Ieve

of topographic detail needed to get good cross section
definition, and a nmet hodol ogy for inproving the reliability
of estimating Manning' s coefficient when <calibrating the
nodel to high watermarks. This publication is available from
HEC. The Contractor cannot obtain the HEG 2 nodel directly
from HEC. The scoping district can provide the nodel to the
Contractor or the Contractor can obtain commercial software.
Cross reference the section on Flood Frequency/Flood Plain
Anal ysis (Section 2.10.6.2).

ER IR S Sk b b b b b S b b b S b b b S S b b S S b b S b b b S S R R S S Sk b b S S b S b b S b b S kb i

6.9.5.2 Continuous Flow Si nul ati on
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This section would require the Contractor to perform con-

tinuous flow sinulations. Conti nuous flow sinulation of a
riverine system can be hel pful in measuring the inpacts of
a proposed project on the flow regine in the basin. | f
long term gaging records are to be used to set up the
simul ation nodel, appropriate adjustnments need to be nmade to
t he historic flow records to make them consistent wth
basel i ne conditions (pre-project). Sel ection of an

appropriate tinme-step (either nont hl y or daily) wll
depend on the available data and the accuracy required to
make the NEPA i npacts assessnent.
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6.9.5.3 Sedinment Transport
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This section would describe the simulation and analysis of

sedi ment transport. When a flow regine is changed, the dy-
nam ¢ bal ance between sedi nent novenent and the hydraul i cs of
flow is upset. A | and-use change can inpact the size and

gradation of sedinment material in the streamis boundaries
whi ch can al so be a contributing factor to upsetting this dy-
nam c bal ance. The interaction between the hydraulics of
flow and the rate of sedinent transport can be simulated with
HEC- 6, a one-di nensional nunerical nodel of river mechanics.
It was developed by the Hydrologic Engineering Center in
Davis, California. One of the input paranmeters to this nodel
is an estimate of the sedinment material in the streams
boundari es. Actions proposed for the site involving
a | and-use change that could vary this input paraneter can be
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assessed by applying the Soil Conservation Services’s
Uni versal Soil Loss equation.

ERE IR S b b b b b b S b b b S b b b S S b b S S b b S b b b S R b S S kb b S S b b S S b b S Ik b S S S b b 1

6.9.5.4 Water Quality
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This section would require the sinmulation of surface water

quality inpacts. In the practical applications of water
quality nodels, uncertainty in the input data is usually
a major limtation. The pathways and ultimate fates of
heavy netals and chlorinated organics through the

ecosystens are often not fully understood. However, the
United States Environnental Protection Agency through its

water quality nodel ing program has nodeling packages
avai l able that can be useful in screening alternative
opti ons.
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6. 10 Fracture Trace Anal ysis (FTA)
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This section describes the procedures to be used to devel op
an anal yses of bedrock jointing and faulting and its rela-

tionship to ground water flow paths. This work is sonetines
scoped to support decisions and conclusions related to plune
m gration and nonitoring. The hydrogeol ogi st woul d devel op

this section.
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6.10.1 Imagery to be Used
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This section would require the nunber and type of air photos,
satellite imagery, or even other information (such as
aeromagnetics or side looking radar) to be wused in the
anal ysis. This section would also specify who i s responsible
for obtaining or providing the inmagery.
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6.10.2 Gound Truth/Verification
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This section would describe the requirenents for field work
to verify or correlate the images seen on the imagery wth
the nature of the bedrock in outcrops or cores.
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6.10. 3 FTA Report
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This section woul d describe the content of the report. Gen-
erally, this report would be required as an appendix to the
Rl .
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6.11 M scel | aneous Met hodol ogi es
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This section describes requirenents for activities which may
vary in procedure significantly depending on site character-
istics or project objectives. Detail ed requirenents should
be devel oped for these activities based on these factors.
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6.11.1 Soil Gas Survey Met hodol ogy
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There are several ways to obtain soil gas sanples. The sec-
tions of the scope under this topic would depend on the tech-
nique to be used. In many cases, it may be sufficient to

specify only active or passive soil gas sanpling and |eave
the details of the nethod to the Contractor to propose in the
pl ans. The topics listed below are only typical for an ac-
tive system This section should be developed jointly by the
hydr ogeol ogi st and the chem st and careful cross-referencing
is necessary to the other chemstry-related sections for
definition of the analytical procedures to conpl enent t hese
requirements for sanpling procedures. The team should keep

in mnd that physical site properties, including soil types
and surface features, can affect the applicability of soi
gas sanpli ng.
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.11.1.1 Probe Desi gn and Pl acenent

.11.1.2 Probe Purgi ng

.11.1.3 Sanpl e Recovery

.11.1. 4 Decont am nati on of Equi pnent

.11.1.5 Bl ank, Background, and Duplicate
Sanpl es

6.11.2 Tracer Studies

[e2XerNerNerNep)
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This section would describe the procedures for performng
tracer tests to determne ground water flow paths and rates,
develop dispersivity estimates, or to verify leaks in site
utilities. The requirenments would vary wi dely depending on
the site conditions and the intent, but could include the
tracer conpound, neasurenent of concentration/observation
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points, analyses of data, and nmethod of introduction of
tracer. Thi s section shoul d be devel oped by the
hydr ogeol ogi st and chem st (with input fromthe process engi-
neer if related to site utilities).

R R b Sk S b Sk S b S b S b S b b S b Sk b b S bk S R R I S S b b b S b b S b b A S b b R Rk S b S b S

6. 12 CGeographic Information Systens (G S)
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This section describes requirenents for the use of GAS in
managing the site data generated by field and historical
investigations, if appropriate. These activities generate
a |arge anount of raw data, such as chem ca
data, stratigraphic data, property/land use information that
can be handled efficiently with GS. If there are many
sites at an installation, a @GS can help track data from
all sites to coordinate evaluation of the overall problens.
This section should be prepared by the project nmanager
hydr ogeol ogi st and chem st considering the nature of the

project and the custoner needs. This section can require
the use of a specific @S or l|leave the choice to the
Contract or. The use of the G S should be docunented in the

proj ect workpl ans.
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7. Ar
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Thi s section presents the technical requirements for
performance of activities associated with air inpact assess-
ment s. Encl osure 16 presents a general description of air
i npact assessnments for those not famliar with the process.

The |level of detail to be included in the scope depends on
the project and the Contractor's experience in performng air
monitoring and nodeling as well as the Contractor's experi-
ence in working with the Corps.

The |anguage for each topic should be developed by the
i ndi vidual (s) responsible for air nonitoring and air nodeling
with input and concurrence from the chemst, industrial
hygi eni st, process engineer, and risk assessor (if these
i ndi vidual s do not have direct responsibility for air tasks).

Most of the follow ng sections require sone description of
the Contractor's proposed inplenentation in the workplans.
Details related to sanpling and anal ysis of anbient air and

emssion rates are to be included in the CDAP. Details
related to industrial hygiene type air nonitoring are to be
included in the  SSHP. O her activities such as
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met eor ol ogi cal nonitoring, estimation of emssion rates using
nodel i ng, and atnospheric dispersion nodeling may require
separate submttals which should be described in this
section.

In general, many of these sections should be cross referenced
to the Health and Safety Techni cal Requirenents (Section 4);
the Chem stry Technical Requirenments (Section 5); the Sanple
Anal yses, Data Assessnent and Reporting section (2.4); the
Data Eval uation/Fate and Transport Analysis section (2.5);
and the Detailed Analysis of Alternatives section (2.10).
There should be no duplication with the Field Investigations
section (2.3).
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7.1 Anbient Air Monitoring/ Sanpling
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Thi s section would provide additional details on t he
performance of anbient air nonitoring/sanpling. It is
probabl e that nost details will be described in the health
and safety and chemstry sections (4 and 5, respectively). If
additional requirenents are needed, they would be described
here. One exanple mght be details for construction of
anbient air nonitoring stations.
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7.2 Meteorological Mnitoring
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This section woul d discuss the decision to use avail able ne-
teorol ogi cal data or to obtain onsite data. |If onsite data
is desired, details on siting a neteorol ogi cal tower, equip-
ment specifications, data collection, processing, and report-
ing woul d be included here. This section should cross refer-
ence section 2.3.11.
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7.2.1 Review Avail able Data
7.2.2 Onsite Mnitoring
7.2.2.1 Meteorol ogical Tower
7.2.2.2 Data to be Collected
7.2.2.3 Data processing, Docunentation and
Reporting
7.3 Em ssion Rate Measurenents
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This section woul d discuss procedures for neasuring em ssion
rates at wundisturbed sites for use in the baseline risk
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assessnment. Procedures for determning em ssion rates from
various renedi al alternatives would al so be discussed. |If
pil ot scale tests will be perfornmed, em ssion rates nay be
nmeasured to assist in evaluating the inmpacts fromfull scale
operations. Various techniques, both screening and in-depth,
may be described. Some techniques are flux chanbers, soi
vapor techni ques, w nd tunnels, head space sanplers, sanpling
stacks, vents, ducts, etc. This section should only discuss
details that have not been covered el sewhere, i.e., Chemstry
Techni cal Requi rements (section 5), and should Cross
reference appropriate sections.

This should not duplicate requirenments described in section
2, but should provide additional details on how to perform
t he requi red neasurenents.
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7.4 Em ssion Rate Estimates
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| f em ssions cannot be nmeasured, this section would discuss
details for estimating em ssion rates. | f desired, this
section could require the use of specific nodels for
estimating em ssions from different sources and activities
such as lagoons, landfills, | and treatnent, material s
handl i ng, process emssions, |leaks and spills on soils, etc.
Alternatively, the decision on which nodel to use could be
made by the Contractor and described in appropriate workpl ans
or other submttals.
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1 Uncontrolled Em ssion Sources
2 Renedial Action Sources
3 Em ssion Mdels

4 Em ssion Factors

7.5 Atnospheric Dispersion Mdeling

7.4.
7.4.
7.4.
7.4.
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This section would discuss additional details for atnospheric
di spersi on nodeling perforned as part of the fate and trans-
port analysis (Task 5) and the detailed anal ysis of alterna-
tives (Task 10). The level of detail wll depend on the
Contractor's experience. |In sone cases, the use of a spe-
cific nodel may be required, in other cases, the better ap-
proach may be to provide the intent and general guidelines
and allow the Contractor to propose a nodel in the project
pl ans. The topics |isted bel ow can present specifications or
only require the Contractor to consider the topics in choos-
ing a nodel .
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7.5.1 Purpose and Rationale
7.5.2 Review of Previous Mdels
7.5.3 nput Data

7.5.3.1 Source Data

7.5.3.2 Receptor Data

7.5.3.3 Meteorol ogical Data
7.5.4 Model i ng Met hodol ogy
7.5.5 Reporting Results

8. M scell aneous Requirenents
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This section would describe any other requirenents for the
Contractor.
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